
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

GORDON CREEK ST SW-7-14-8 

2. TYPE OF WORK

DRILL NEW WELL     REENTER P&A WELL     DEEPEN WELL  
3. FIELD OR WILDCAT

UNDESIGNATED  

4. TYPE OF WELL
Gas Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
 

6. NAME OF OPERATOR
GORDON CREEK, LLC 

7. OPERATOR PHONE
403 453-1608 

8. ADDRESS OF OPERATOR
1179 E Main #345, Price, UT, 84501 

9. OPERATOR E-MAIL
rironside@thunderbirdenergy.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

ML-46537 

11. MINERAL OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  
12. SURFACE OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
State of Utah Division of Wildlife Resources 

14. SURFACE OWNER PHONE (if box 12 = 'fee')
801-538-4866 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
1594 W. North Temple, Suite 2110, ,  

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
theresemeyer@utah.gov 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES  (Submit Commingling Application)    NO  

19. SLANT
  

VERTICAL   DIRECTIONAL   HORIZONTAL  

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 833 FSL   2011 FWL SESW 7  14.0 S 8.0 E S 

Top of Uppermost Producing Zone 833 FSL   2011 FWL SESW 7  14.0 S 8.0 E S 

At Total Depth 833 FSL   2011 FWL SESW 7  14.0 S 8.0 E S 

21. COUNTY
CARBON  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
833 

23. NUMBER OF ACRES IN DRILLING UNIT
160 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

3395 

26. PROPOSED DEPTH
MD: 4161     TVD: 4161 

27. ELEVATION - GROUND LEVEL

7529 

28. BOND NUMBER

RLB0010790 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

91-5193 

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 SURF  11  8.625  0 - 450  24.0   J-55 Casing/Tubing  8.7  Class G  212  1.142  15.84

 PROD  7.875  5.5  0 - 4161  17.0   N-80 LT&C  10.0  Class G  362  2.69  10.7

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY

DRILLED)

TOPOGRAPHICAL MAP

NAME Barry Brumwell TITLE Vice President-Operations PHONE 403 453-1608 

SIGNATURE DATE 09/20/2011 EMAIL bbrumwell@thunderbirdenergy.com 

API NUMBER ASSIGNED

    43007502420000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43007502420000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME aRnDdNNUCMREEKRST
SW-7-14-8

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELLI REENTER P&A WELL DEEPEN WELL I UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Gas Well Coalbed Methane Well: NO

6. NAME OF OPERATOR 7. OPERATOR PHONE
GORDON CREEK,LLC 403453-1608

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1179 E Main #345, Price, UT, 84501 rironside@thunderbirdenergy.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORMSL5E37

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
State of Utah Division of Wildlife Resources 801-538-4866

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
1594 W. North Temple, Suite 2110, , theresemeyer@utah.gov

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 833 FSL 2011 FWL SESW 7 14.0 S 8.0 E S

Top of Uppermost Producing Zone 833 FSL 2011 FWL SESW 7 14.0 S 8.0 E S

At Total Depth 833 FSL 2011 FWL SESW 7 14.0 S 8.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
CARBON 833 160

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 4161 TVD: 4161

3395

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

7529 RLBOO10790 91-5193

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

SURF 11 8.625 0 - 450 24.0 J-55 Casing/Tubing 8.7 Class G 212 1.142 15.84

PROD 7.875 5.5 0 - 4161 17.0 N-80 LT&C 10.0 Class G 362 2.69 10.7

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Barry Brumwell TITLE Vice President-Operations PHONE 403 453-1608

SIGNATURE DATE 09/20/2011 EMAIL bbrumwell@thunderbirdenergy.com

API NUMBER ASSIGNED APPROVAL
43007502420000

Permit Manager

RECEIVED: October 25,

API Well Number: 43007502420000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME aRnDdNNUCMREEKRST
SW-7-14-8

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELLI REENTER P&A WELL DEEPEN WELL I UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Gas Well Coalbed Methane Well: NO

6. NAME OF OPERATOR 7. OPERATOR PHONE
GORDON CREEK,LLC 403453-1608

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1179 E Main #345, Price, UT, 84501 rironside@thunderbirdenergy.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORMSL5E37

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
State of Utah Division of Wildlife Resources 801-538-4866

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
1594 W. North Temple, Suite 2110, , theresemeyer@utah.gov

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 833 FSL 2011 FWL SESW 7 14.0 S 8.0 E S

Top of Uppermost Producing Zone 833 FSL 2011 FWL SESW 7 14.0 S 8.0 E S

At Total Depth 833 FSL 2011 FWL SESW 7 14.0 S 8.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
CARBON 833 160

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 4161 TVD: 4161

3395

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

7529 RLBOO10790 91-5193

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

SURF 11 8.625 0 - 450 24.0 J-55 Casing/Tubing 8.7 Class G 212 1.142 15.84

PROD 7.875 5.5 0 - 4161 17.0 N-80 LT&C 10.0 Class G 362 2.69 10.7

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Barry Brumwell TITLE Vice President-Operations PHONE 403 453-1608

SIGNATURE DATE 09/20/2011 EMAIL bbrumwell@thunderbirdenergy.com

API NUMBER ASSIGNED APPROVAL
43007502420000

Permit Manager

RECEIVED: October 25,

API Well Number: 43007502420000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME aRnDdNNUCMREEKRST
SW-7-14-8

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELLI REENTER P&A WELL DEEPEN WELL I UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Gas Well Coalbed Methane Well: NO

6. NAME OF OPERATOR 7. OPERATOR PHONE
GORDON CREEK,LLC 403453-1608

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1179 E Main #345, Price, UT, 84501 rironside@thunderbirdenergy.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORMSL5E37

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
State of Utah Division of Wildlife Resources 801-538-4866

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
1594 W. North Temple, Suite 2110, , theresemeyer@utah.gov

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 833 FSL 2011 FWL SESW 7 14.0 S 8.0 E S

Top of Uppermost Producing Zone 833 FSL 2011 FWL SESW 7 14.0 S 8.0 E S

At Total Depth 833 FSL 2011 FWL SESW 7 14.0 S 8.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
CARBON 833 160

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 4161 TVD: 4161

3395

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

7529 RLBOO10790 91-5193

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

SURF 11 8.625 0 - 450 24.0 J-55 Casing/Tubing 8.7 Class G 212 1.142 15.84

PROD 7.875 5.5 0 - 4161 17.0 N-80 LT&C 10.0 Class G 362 2.69 10.7

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Barry Brumwell TITLE Vice President-Operations PHONE 403 453-1608

SIGNATURE DATE 09/20/2011 EMAIL bbrumwell@thunderbirdenergy.com

API NUMBER ASSIGNED APPROVAL
43007502420000

Permit Manager

RECEIVED: October 25,



DRILLING PLAN and PROGRAM 

 

Attached to UDOGM Form 3 

 

GORDON CREEK, LLC. 

SW-7-14-8 

832.53’ FSL & 2,010.67’ FWL 

SE/4 of SW/4 of Section 7-14S-8E 

Carbon County, Utah 

 

**  NOTE:  AN APD FOR THIS WELL WAS APPLIED FOR AND APPROVED ON APRIL 19
th

, 2007 AND 

GRANTED AN API # OF 43-007-31232.  THE LOCATION WAS CONSTRUCTED BUT THE WELL WAS NEVER 

DRILLED AND THAT APPLICATION HAS EXPIRED.  THIS APPLICATION IS AN UPDATE TO THE EXPIRED 

APPLICATION. 

 

 

1. SURFACE GEOLOGIC FORMATION 

 

Emery Sandstone Member of the Mancos Shale 

 

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS 

 

Mancos Blue Gate Shale top:  1,787’ KB 

Lower Blue Gate Bentonite Marker:  3,556’ KB 

Ferron SS:     3,691’ KB 

 

3. PROJECTED GAS & H20 ZONES  

 

While no groundwater is expected to be encountered, groundwater may be encountered within the 

Emery Sandstone Member of the Mancos Shale.  Any water encountered will be reported on a Form 

7 "Report of Water Encountered During Drilling”.  All indications of usable water will be reported. 

 

Casing & cementing will be done to protect potentially productive hydrocarbons, lost  

circulation zones, abnormal pressure zones and prospectively valuable mineral deposits.  

 

Surface casing will be tested to 500 psi and the Production casing will be tested to 1,500 psi, with a 

minimum of 1 psi/ft of the last casing string setting depth. 

 

4. PROPOSED CASING AND CEMENTING PROGRAMS 

 

Refer to EXHIBIT “A” for casing design information 

 

API Well Number: 43007502420000

DRILLINGPLANand PROGRAM

Attached to UDOGM Form 3

GORDON CREEK, LLC.
SW-7-14-8

832.53' FSL & 2,010.67' FWL

SE/4 of SW/4 of Section 7-145-8E

Carbon County, Utah

** NOTE: AN APD FOR THISWELL WASAPPLIED FOR AND APPROVED ON APRIL19'", 2007 AND

GRANTED AN API # OF 43-007-31232. THE LOCATIONWAS CONSTRUCTED BUT THE WELL WAS NEVER
DRILLEDAND THATAPPLICATIONHASEXPIRED. THISAPPLICATIONISAN UPDATE TO THE EXPIRED

APPLICATION.

1. SURFACE GEOLOGICFORMATION

Emery Sandstone Member of the Mancos Shale

2. ESTIMATED TOPS OF IMPORTANTGEOLOGICMARKERS

Mancos Blue Gate Shale top: 1,787' KB

Lower Blue Gate Bentonite Marker: 3,556' KB

Ferron SS: 3,691' KB

3. PROJECTED GAS& H,0 ZONES

While no groundwater is expected to be encountered, groundwater may be encountered within the
Emery Sandstone Member of the Mancos Shale. Any water encountered will be reported on a Form
7 "Report of Water Encountered During Drilling". All indications of usable water will be reported.

Casing & cementing will be done to protect potentially productive hydrocarbons, lost
circulation zones, abnormal pressure zones and prospectively valuable mineral deposits.

Surface casing will be tested to 500 psi and the Production casing will be tested to 1,500 psi, with a
minimum of 1 psi/ft of the last casing string setting depth.

4. PROPOSED CASINGAND CEMENTINGPROGRAMS

Refer to EXHIBIT "A" for casing design information

RECEIVED: September 20,

API Well Number: 43007502420000

DRILLINGPLANand PROGRAM

Attached to UDOGM Form 3

GORDON CREEK, LLC.
SW-7-14-8

832.53' FSL & 2,010.67' FWL

SE/4 of SW/4 of Section 7-145-8E

Carbon County, Utah

** NOTE: AN APD FOR THISWELL WASAPPLIED FOR AND APPROVED ON APRIL19'", 2007 AND

GRANTED AN API # OF 43-007-31232. THE LOCATIONWAS CONSTRUCTED BUT THE WELL WAS NEVER
DRILLEDAND THATAPPLICATIONHASEXPIRED. THISAPPLICATIONISAN UPDATE TO THE EXPIRED

APPLICATION.

1. SURFACE GEOLOGICFORMATION

Emery Sandstone Member of the Mancos Shale

2. ESTIMATED TOPS OF IMPORTANTGEOLOGICMARKERS

Mancos Blue Gate Shale top: 1,787' KB

Lower Blue Gate Bentonite Marker: 3,556' KB

Ferron SS: 3,691' KB

3. PROJECTED GAS& H,0 ZONES

While no groundwater is expected to be encountered, groundwater may be encountered within the
Emery Sandstone Member of the Mancos Shale. Any water encountered will be reported on a Form
7 "Report of Water Encountered During Drilling". All indications of usable water will be reported.

Casing & cementing will be done to protect potentially productive hydrocarbons, lost
circulation zones, abnormal pressure zones and prospectively valuable mineral deposits.

Surface casing will be tested to 500 psi and the Production casing will be tested to 1,500 psi, with a
minimum of 1 psi/ft of the last casing string setting depth.

4. PROPOSED CASINGAND CEMENTINGPROGRAMS

Refer to EXHIBIT "A" for casing design information

RECEIVED: September 20,

API Well Number: 43007502420000

DRILLINGPLANand PROGRAM

Attached to UDOGM Form 3

GORDON CREEK, LLC.
SW-7-14-8

832.53' FSL & 2,010.67' FWL

SE/4 of SW/4 of Section 7-145-8E

Carbon County, Utah

** NOTE: AN APD FOR THISWELL WASAPPLIED FOR AND APPROVED ON APRIL19'", 2007 AND

GRANTED AN API # OF 43-007-31232. THE LOCATIONWAS CONSTRUCTED BUT THE WELL WAS NEVER
DRILLEDAND THATAPPLICATIONHASEXPIRED. THISAPPLICATIONISAN UPDATE TO THE EXPIRED

APPLICATION.

1. SURFACE GEOLOGICFORMATION

Emery Sandstone Member of the Mancos Shale

2. ESTIMATED TOPS OF IMPORTANTGEOLOGICMARKERS

Mancos Blue Gate Shale top: 1,787' KB

Lower Blue Gate Bentonite Marker: 3,556' KB

Ferron SS: 3,691' KB

3. PROJECTED GAS& H,0 ZONES

While no groundwater is expected to be encountered, groundwater may be encountered within the
Emery Sandstone Member of the Mancos Shale. Any water encountered will be reported on a Form
7 "Report of Water Encountered During Drilling". All indications of usable water will be reported.

Casing & cementing will be done to protect potentially productive hydrocarbons, lost
circulation zones, abnormal pressure zones and prospectively valuable mineral deposits.

Surface casing will be tested to 500 psi and the Production casing will be tested to 1,500 psi, with a
minimum of 1 psi/ft of the last casing string setting depth.

4. PROPOSED CASINGAND CEMENTINGPROGRAMS

Refer to EXHIBIT "A" for casing design information

RECEIVED: September 20,



 

A. CASING PROGRAM 

HOLE SIZE 

(in) 

CASING SIZE 

(in) 

WEIGHT 

(#/ft) 
GRADE JOINT 

DEPTH SET 

(ft) 

17 12 
3
/4 40.5 H-40 ST&C 0 – 40 

11 8 
5
/8 24.00 J-55 ST&C 0 – 450 

7 
7
/8 5 

1
/2 17.00 N-80 LT&C 0 – 4,161 

 

 

B. CEMENTING PROGRAM 

 

The 8 
5
/8” surface casing will be set and cemented full length with approximately 212 sacks of 0-

1-0 Class “G” cement + 2% CaCl2 + 0.25 #/sk of cellophane flakes mixed at 15.84 ppg (yield = 

1.142 ft
3
/sk); volume based on nominal hole size + 100% excess.  The cement will be circulated 

back to surface.  In the event that the cement is not circulated back to surface, a 1” top out job 

will be performed with 0-1-0 Class “G” cement + 2% CaCl2 + 0.25 #/sk of cellophane flakes mixed 

at 15.84 ppg (yield = 1.142 ft
3
/sk). 

 

The 5 ½” production casing will be set and cemented full length using 362 sx of 0-1-0 “G” Light 

Weight cement  incorporating 42%  “SuperBall” centrospheres to lighten the cement density + 

3% NaCl, 0.3% Air-out,  1.5% SFl-300, 0.2% SCR-2.  The cement will be mixed at 10.7 ppg (yield = 

2.69 ft3/sk); volume based on nominal hole size + 35% excess.  The cement will be circulated 

back to surface. 

 

 

THE FOLLOWING SHALL BE ENTERED INTO THE DRILLER’S LOG: 

 

I. Blowout preventer pressure tests, including test pressures and results;  

II. Blowout preventer tests for proper functioning; 

III. Blowout prevention drills conducted; 

IV. Casing run, including size, grade, weight, and depth set; 

V. How the pipe was cemented, including amount of cement, type, whether cement was 

circulated back to surface, location of the cementing tools, etc.; 

VI. Waiting on cement time for each casing string; 

VII. Casing pressure tests after cementing, including test pressures and results. 

 

 

 

 

 

 

 

API Well Number: 43007502420000

A. CASINGPROGRAM

HOLE SIZE CASINGSIZE WEIGHT DEPTHSET
GRADE JOINT

(in) (in) (#/ft) (ft)
17 12 */4 40.5 H-40 ST&C 0 - 40
11 8 */s 24.00 J-55 ST&C 0 - 450

7'/s 5 /2 17.00 N-80 LT&C 0-4,161

B. CEMENTINGPROGRAM

The 8 6/s" surface casing will be set and cemented full length with approximately 212 sacks of 0-
1-0 Class "G" cement + 2% CaCl2 + 0.25 #/sk of cellophane flakes mixed at 15.84 ppg (yield =

1.142 ft*/sk); volume based on nominal hole size + 100% excess. The cement will be circulated
back to surface. In the event that the cement is not circulated back to surface, a 1" top out job
will be performed with 0-1-0 Class "G" cement + 2% CaCl2 + 0.25 #/sk of cellophane flakes mixed
at 15.84 ppg (yield = 1.142 ft3/sk).

The 5 ½" production casing will be set and cemented full length using 362 sx of 0-1-0 "G" Light

Weight cement incorporating 42% "SuperBall" centrospheres to lighten the cement density +

3% NaCI, 0.3% Air-out, 1.5% SFI-300, 0.2% SCR-2. The cement will be mixed at 10.7 ppg (yield =

2.69 ft3/sk); volume based on nominal hole size + 35% excess. The cement will be circulated
back to surface.

THE FOLLOWINGSHALL BE ENTERED INTO THE DRILLER'SLOG:

I. Blowout preventer pressure tests, including test pressures and results;
II. Blowout preventer tests for proper functioning;

III. Blowout prevention drills conducted;
IV. Casing run, including size, grade, weight, and depth set;
V. How the pipe was cemented, including amount of cement, type, whether cement was

circulated back to surface, location of the cementing tools, etc.;
VI. Waiting on cement time for each casing string;

Vll. Casing pressure tests after cementing, including test pressures and results.

RECEIVED: September 20,

API Well Number: 43007502420000

A. CASINGPROGRAM

HOLE SIZE CASINGSIZE WEIGHT DEPTHSET
GRADE JOINT

(in) (in) (#/ft) (ft)
17 12 */4 40.5 H-40 ST&C 0 - 40
11 8 */s 24.00 J-55 ST&C 0 - 450

7'/s 5 /2 17.00 N-80 LT&C 0-4,161

B. CEMENTINGPROGRAM

The 8 6/s" surface casing will be set and cemented full length with approximately 212 sacks of 0-
1-0 Class "G" cement + 2% CaCl2 + 0.25 #/sk of cellophane flakes mixed at 15.84 ppg (yield =

1.142 ft*/sk); volume based on nominal hole size + 100% excess. The cement will be circulated
back to surface. In the event that the cement is not circulated back to surface, a 1" top out job
will be performed with 0-1-0 Class "G" cement + 2% CaCl2 + 0.25 #/sk of cellophane flakes mixed
at 15.84 ppg (yield = 1.142 ft3/sk).

The 5 ½" production casing will be set and cemented full length using 362 sx of 0-1-0 "G" Light

Weight cement incorporating 42% "SuperBall" centrospheres to lighten the cement density +

3% NaCI, 0.3% Air-out, 1.5% SFI-300, 0.2% SCR-2. The cement will be mixed at 10.7 ppg (yield =

2.69 ft3/sk); volume based on nominal hole size + 35% excess. The cement will be circulated
back to surface.

THE FOLLOWINGSHALL BE ENTERED INTO THE DRILLER'SLOG:

I. Blowout preventer pressure tests, including test pressures and results;
II. Blowout preventer tests for proper functioning;

III. Blowout prevention drills conducted;
IV. Casing run, including size, grade, weight, and depth set;
V. How the pipe was cemented, including amount of cement, type, whether cement was

circulated back to surface, location of the cementing tools, etc.;
VI. Waiting on cement time for each casing string;

Vll. Casing pressure tests after cementing, including test pressures and results.

RECEIVED: September 20,

API Well Number: 43007502420000

A. CASINGPROGRAM

HOLE SIZE CASINGSIZE WEIGHT DEPTHSET
GRADE JOINT

(in) (in) (#/ft) (ft)
17 12 */4 40.5 H-40 ST&C 0 - 40
11 8 */s 24.00 J-55 ST&C 0 - 450

7'/s 5 /2 17.00 N-80 LT&C 0-4,161

B. CEMENTINGPROGRAM

The 8 6/s" surface casing will be set and cemented full length with approximately 212 sacks of 0-
1-0 Class "G" cement + 2% CaCl2 + 0.25 #/sk of cellophane flakes mixed at 15.84 ppg (yield =

1.142 ft*/sk); volume based on nominal hole size + 100% excess. The cement will be circulated
back to surface. In the event that the cement is not circulated back to surface, a 1" top out job
will be performed with 0-1-0 Class "G" cement + 2% CaCl2 + 0.25 #/sk of cellophane flakes mixed
at 15.84 ppg (yield = 1.142 ft3/sk).

The 5 ½" production casing will be set and cemented full length using 362 sx of 0-1-0 "G" Light

Weight cement incorporating 42% "SuperBall" centrospheres to lighten the cement density +

3% NaCI, 0.3% Air-out, 1.5% SFI-300, 0.2% SCR-2. The cement will be mixed at 10.7 ppg (yield =

2.69 ft3/sk); volume based on nominal hole size + 35% excess. The cement will be circulated
back to surface.

THE FOLLOWINGSHALL BE ENTERED INTO THE DRILLER'SLOG:

I. Blowout preventer pressure tests, including test pressures and results;
II. Blowout preventer tests for proper functioning;

III. Blowout prevention drills conducted;
IV. Casing run, including size, grade, weight, and depth set;
V. How the pipe was cemented, including amount of cement, type, whether cement was

circulated back to surface, location of the cementing tools, etc.;
VI. Waiting on cement time for each casing string;

Vll. Casing pressure tests after cementing, including test pressures and results.

RECEIVED: September 20,



 

5. THE OPERATOR’S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL  

 

Below is a schematic diagram of the blowout preventer equipment requirements for this drilling 

operation.  A 9’ X 3,000 psi double gate BOP will be used with a 2,000 psi Rotating Head utilized for 

air drilling operations.   ALL BOPE will be pressure tested to the required operating pressures of each 

component.   All tests will be recorded in the Driller's Report Book.  The physical operation of each 

component of the BOP's will be checked on each trip. 
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3,000 psi AIR DRILLING BOP STACK 
 

6. THE TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATING FLUIDS / MUDS 

 

0’ – 450’  11" Surface Hole Drill with air, will mud-up if necessary. 

450’ – TMD  7 
7
/8" Main Hole Drill with air, 500 psi @ 1500-2300 ft

3
/min 

 

Will “mud up” at Total Depth to run logs and casing.  Will mud up sooner if hole conditions dictate.  

It is anticipated that drilling fluid densities of 8.3 – 8.7 #/gal will be utilized when “mudded up”. 

 

7. THE TESTING, LOGGING AND CORING PROGRAMS  

 

API Well Number: 43007502420000

3,000 psi AIR DRILLING BOP STACK

6. THE TYPE AND CHARACTERISTICSOF THE PROPOSED CIRCULATINGFLUIDS/ MUDS

O'-450' 11" Surface Hole Drill with air, will mud-up if necessary.
450'-TMD 7'/s" Main Hole Drill with air, 500 psi @ 1500-2300 ft*/min

Will "mud up" at Total Depth to run logs and casing. Will mud up sooner if hole conditions dictate.
It is anticipated that drilling fluid densities of 8.3-8.7 #/gal will be utilized when "mudded up".

7. THE TESTING,LOGGINGAND CORINGPROGRAMS
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O'-450' 11" Surface Hole Drill with air, will mud-up if necessary.
450'-TMD 7'/s" Main Hole Drill with air, 500 psi @ 1500-2300 ft*/min
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7. THE TESTING,LOGGINGAND CORINGPROGRAMS
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Open hole logs consisting of a CNL-LDT-GR-GAL will  be run from above the Blue Gate Shale to TMD.  

A DIL-GR-SP log will be run from TMD to surface. 

 

ANY ANTICIPATED ABNORMAL PRESSURES or TEMPURATURES 

  

No abnormal pressures or temperatures have been noted or reported in wells drilled in the area nor 

at the depths anticipated in this well.  Bottom hole pressure expected is approximately 1250 psi 

maximum.  No hydrogen sulfide or other hazardous gases or fluids have been found, reported or are 

known to exist at these depths in the area. 

 

8. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS 

 

The well will be drilled between late September and the end of November, 2011.  Verbal and/or 

written notifications listed below shall be submitted in accordance with instructions from the 

Division of Oil, Gas & Mining:  

 

a) prior to beginning construction; 

b) prior to spudding; 

c) prior to running any casing or BOP tests; 

d) prior to plugging the well, for verbal plugging instructions.  

 

Spills, blowouts, fires, leaks, accidents or other unusual occurrences shall IMMEDIATELY be reported 

to the Division of Oil, Gas & Mining. 

  

API Well Number: 43007502420000

Open hole logs consisting of a CNL-LDT-GR-GAL will be run from above the Blue Gate Shale to TMD.

A DIL-GR-SP log will be run from TMD to surface.

ANYANTICIPATED ABNORMAL PRESSURESor TEMPURATURES

No abnormal pressures or temperatures have been noted or reported in wells drilled in the area nor
at the depths anticipated in this well. Bottom hole pressure expected is approximately 1250 psi
maximum. No hydrogen sulfide or other hazardous gases or fluids have been found, reported or are
known to exist at these depths in the area.

8. ANTICIPATED STARTINGDATE AND DURATION OF THE OPERATIONS

The well will be drilled between late September and the end of November, 2011. Verbal and/or
written notifications listed below shall be submitted in accordance with instructions from the
Division of Oil, Gas & Mining:

a) prior to beginning construction;
b) prior to spudding;
c) prior to running any casing or BOPtests;
d) prior to plugging the well, for verbal plugging instructions.

Spills, blowouts, fires, leaks, accidents or other unusual occurrences shall IMMEDIATELYbe reported
to the Division of Oil, Gas & Mining.
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EXHIBIT “A” 

 

CASING DESIGN 

GORDON CREEK ST  SW-7-14-8 

PROJECTED TD:  4,161’ KB 
 

 

 

SURFACE CASING (0’ – 450’) 
 

Diameter 8 
5
/8“ 

Interval 450’ to Surface 

Weight 24 #/ft  

Grade  J-55 

Coupling ST&C 

 

 

Burst Design 

 

The recommended practice is to base on the burst rating of the casing string in psi to be at least 

numerically equal to 0.225 psi/ft times the setting depth in feet of the next casing string.  The rating 

chosen was also intended to match the BOPE pressure rating and exceed the highest possible surface 

pressure of approximately 936 psig. 

 

Burst required = 0.225 x 4,161 936 psig 

Burst rating of casing string: 2,950 psi   

Safety factor = 2,950 psi / 825 psi  = 3.15 

   

 

Collapse Design 

 

Collapse pressure is negligible on this surface string. 

 

Tension Design 

 

String weight in air 10,800 # 

Tensile strength of joint 244,000 lbf 

Safety factor of joint 22.6 

 

 

 

 

API Well Number: 43007502420000

EXHIBIT"A"

CASING DESIGN
GORDON CREEKST SW-7-14-8

PROJECTEDTD: 4,161' KB

SURFACECASING(0'-450')
Diameter 8 "h"
Interval 450' to Surface
Weight 24 #/ft
Grade J-55
Coupling ST&C

Burst Design

The recommended practice is to base on the burst rating of the casing string in psi to be at least
numerically equal to 0.225 psi/ft times the setting depth in feet of the next casing string. The rating
chosen was also intended to match the BOPE pressure rating and exceed the highest possible surface
pressure of approximately 936 psig.

Burst required = 0.225 x 4,161 936 psig
Burst rating of casing string: 2,950 psi
Safety factor = 2,950 psi/825 psi = 3.15

Collapse Design

Collapse pressure is negligible on this surface string.

Tension Design

String weight in air 10,800 #
Tensile strength of joint 244,000 lbf
Safety factor of joint 22.6
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EXHIBIT"A"

CASING DESIGN
GORDON CREEKST SW-7-14-8

PROJECTEDTD: 4,161' KB

SURFACECASING(0'-450')
Diameter 8 "h"
Interval 450' to Surface
Weight 24 #/ft
Grade J-55
Coupling ST&C

Burst Design

The recommended practice is to base on the burst rating of the casing string in psi to be at least
numerically equal to 0.225 psi/ft times the setting depth in feet of the next casing string. The rating
chosen was also intended to match the BOPE pressure rating and exceed the highest possible surface
pressure of approximately 936 psig.

Burst required = 0.225 x 4,161 936 psig
Burst rating of casing string: 2,950 psi
Safety factor = 2,950 psi/825 psi = 3.15

Collapse Design

Collapse pressure is negligible on this surface string.

Tension Design

String weight in air 10,800 #
Tensile strength of joint 244,000 lbf
Safety factor of joint 22.6
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PRODUCTION CASING (0’ – 4,161’) 
 

Diameter 5 ½“ 

Interval 4,161’ to surface 

Weight 17 #/ft 

Grade N-80 

Coupling LT&C 

 

 

Burst Design 

 

An internal pressure gradient of 0.4863 psi/ft has been used as a basis for these calculations. 

 

Burst rating of casing string: 7,740 psi  

Burst rating required: 4,161’ X 0.4863  = 2,023 psig 

Safety factor = 7,740 psi / 2,023 psi  = 3.83 

 

 

Tension Design 

 

1.6 Safety factor of top joint, neglecting buoyancy and without over pull. 

 

Tensile rating of casing joint: 348,000 lbf  

String Weight: 4,161’ X 17 #/ft  = 70,737 lbf 

Safety factor = 348,000 lbf / 70,737 lbf  = 4.91 

 

 

Collapse Design 

 

Maximum anticipated mud weight is 10.0 ppg based on a mud gradient of 0.53 psi/ft. 

 

Collapse rating of csg string: 6,280 psi  

Collapse rating required: 4,161’ X 0.53 psi/ft  = 2,205 psi 

Safety factor = 6,280 psi / 2,205 psi  = 2.85 

 

 

 

Production Casing Design 

 

Interval 

(ft) 

Weight 

(#/ft) 

Grade S.F. 

Burst 

S.F. 

Collapse 

S.F. 

Tension 

 

3,669’ – 0’ 

 

 

17 

 

N-80 

 

3.83 

 

4.91 

 

2.85 

      

 

 

API Well Number: 43007502420000

PRODUCTION CASING(0'- 4,161')

Diameter 5 ½"
Interval 4,161' to surface
Weight 17 #/ft
Grade N-80
Coupling LT&C

Burst Design

An internal pressure gradient of 0.4863 psi/ft has been used as a basis for these calculations.

Burst rating of casing string: 7,740 psi
Burst rating required: 4,161'X 0.4863 = 2,023 psig
Safety factor = 7,740 psi/2,023 psi = B

Tension Design

1.6 Safety factor of top joint, neglecting buoyancy and without over pull.

Tensile rating of casing joint: 348,000 lbf
String Weight: 4,161' X 17 #/ft = 70,737 Ibf
Safety factor = 348,000 Ibf/70,737 Ibf =

Collapse Design

Maximum anticipated mud weight is 10.0 ppg based on a mud gradient of 0.53 psi/ft.

Collapse rating of csg string: 6,280 psi
Collapse rating required: 4,161'X 0.53 psi/ft = 2,205 psi
Safety factor = 6,280 psi/2,205 psi = B

Production Casing Design

Interval Weight Grade S.F. S.F. S.F.
(ft) (#|ft) Burst Collapse Tension

3,669' - 0' 17 N-80 3.83 4.91 2.85
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MULTI-POINT SURFACE USE PLAN 

 

Attached to UDOGM Form 3 

 

GORDON CREEK, LLC. 

SW-7-14-8 

832.53’ FSL & 2,010.67’ FWL 

SE/4 of SW/4 of Section 7-14S-8E 

Carbon County, Utah 

 

1. EXISTING ROADS  

 

a. We do not plan to change, alter or improve upon ANY existing State or County roads. 

b. Existing roads will be maintained in the same or better condition.  

 

2. PLANNED ACCESS  

 

a. No new access is required, as this well was previously permitted and the access and location 

were built in accordance with that permit.  The current route will be re-conditioned to ensure 

adequate access. 

b. If the well is productive, the road will be maintained as necessary to prevent soil erosion and 

maintain year-round traffic.   However, we may allow the access road to be gated and closed off 

during winter production operations and access the site with a snowmobile or other winter ATV. 

c. Maximum Width: 24' travel surface with 27' base. 

d. Maximum grade: 25% 

e. Road culverts may be required.  Surface water will be diverted around the well pad as necessary. 

f. Any power lines and / or pipelines to/from the well will follow the proposed access route. 

 

3. LOCATION OF EXISTING WELLS  

 

a. As shown on the Civil Location Survey Plat for the well. 

  

4. LOCATION OF EXISTING and/or PROPOSED FACILITIES  

 

a. If the well is a producer, installation of required production facilities will follow the drilling and 

completion phase of well operations.  Buried flow lines, water lines and electrical cable will 

follow the proposed access road and other existing access ROWs to the intersection with 

Thunderbird’s main 12’ pipeline corridor. 

b. Rehabilitation of all pad areas not used for production facilities will be made in accordance with 

landowner stipulations.  

 

 

API Well Number: 43007502420000

MULTI-POINTSURFACE USE PLAN

Attached to UDOGM Form 3

GORDON CREEK, LLC.
SW-7-14-8

832.53' FSL & 2,010.67 FWL

SE/4 of SW/4 of Section 7-145-8E

Carbon County, Utah

1. EXISTINGROADS

a. We do not plan to change, alter or improve upon ANYexisting State or County roads.
b. Existing roads will be maintained in the same or better condition.

2. PLANNED ACCESS

a. No new access is required, as this well was previously permitted and the access and location
were built in accordance with that permit. The current route will be re-conditioned to ensure
adequate access.

b. If the well is productive, the road will be maintained as necessary to prevent soil erosion and
maintain year-round traffic. However, we may allow the access road to be gated and closed off
during winter production operations and access the site with a snowmobile or other winter ATV.

c. Maximum Width: 24' travel surface with 2T base.
d. Maximum grade: 25%

e. Road culverts may be required. Surface water will be diverted around the well pad as necessary.
f. Any power lines and / or pipelines to/from the well will follow the proposed access route.

3. LOCATION OF EXISTINGWELLS

a. As shown on the CivilLocation Survey Plat for the well.

4. LOCATIONOF EXISTINGand/or PROPOSED FACILITIES

a. If the well is a producer, installation of required production facilities will follow the drilling and
completion phase of well operations. Buried flow lines, water lines and electrical cable will
follow the proposed access road and other existing access ROWs to the intersection with
Thunderbird's main 12' pipeline corridor.

b. Rehabilitation of all pad areas not used for production facilities will be made in accordance with
landowner stipulations.
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1. EXISTINGROADS

a. We do not plan to change, alter or improve upon ANYexisting State or County roads.
b. Existing roads will be maintained in the same or better condition.

2. PLANNED ACCESS

a. No new access is required, as this well was previously permitted and the access and location
were built in accordance with that permit. The current route will be re-conditioned to ensure
adequate access.

b. If the well is productive, the road will be maintained as necessary to prevent soil erosion and
maintain year-round traffic. However, we may allow the access road to be gated and closed off
during winter production operations and access the site with a snowmobile or other winter ATV.

c. Maximum Width: 24' travel surface with 2T base.
d. Maximum grade: 25%

e. Road culverts may be required. Surface water will be diverted around the well pad as necessary.
f. Any power lines and / or pipelines to/from the well will follow the proposed access route.

3. LOCATION OF EXISTINGWELLS

a. As shown on the CivilLocation Survey Plat for the well.

4. LOCATIONOF EXISTINGand/or PROPOSED FACILITIES

a. If the well is a producer, installation of required production facilities will follow the drilling and
completion phase of well operations. Buried flow lines, water lines and electrical cable will
follow the proposed access road and other existing access ROWs to the intersection with
Thunderbird's main 12' pipeline corridor.

b. Rehabilitation of all pad areas not used for production facilities will be made in accordance with
landowner stipulations.
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5. LOCATION AND TYPE OF WATER SUPPLY  

 

a. All water to be used for drilling operations will be obtained from area water wells drilled and 

owned by Gordon Creek, LLC. 

b. Water will be transported to location by truck over approved access roads.  

 

6. SOURCE OF CONSTRUCTION MATERIALS  

 

a. Any necessary construction materials needed will be obtained locally from a private source and 

hauled to the location on existing roads. 

b. No construction or surfacing materials will be taken from Federal / Indian lands.  

 

7. METHODS FOR HANDLING WASTE DISPOSAL  

 

a. As the well is expected to be air drilled, a small reserve pit will be constructed with a minimum 

of one-half the total depth below the original ground surface on the lowest point within the pit. 

The pit will not be lined unless conditions encountered during construction warrant it or if 

deemed necessary by the DOGM Representative during pre-site inspection.  Three sides of the 

reserve pit will be fenced within 24 hours after completion of construction and the fourth side 

within 24 hours after drilling operations cease with four strands of barbed wire, or woven wire 

topped with barbed wire to a height of not less than four feet.  The fence will be kept in good 

repair while the pit is drying. 

b. Following drilling, the liquid waste will be evaporated from the pit and the pit backfilled and 

returned to natural grade. No liquid hydrocarbons will be discharged to the reserve pit or 

location.  

c. In the event that wellbore fluids are produced, any oil will be retained in tanks until sold and any 

water produced will be retained until its quality can be determined.  The quality and quantity of 

the water will determine the method of disposal.  

d. Trash will be contained in a portable metal container and will be hauled from location 

periodically and disposed of at an approved disposal site.  Chemical toilets will be placed on 

location and sewage will be disposed of at an appropriate disposal site.  

 

8. ANCILLARY FACILITIES  

 

a. We anticipate no need for ancillary facilities with the exception of a trailer to be located on the 

drill site. 
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9. WELLSITE LAYOUT  

 

a. Gordon Creek, LLC. has reduced to surface lease size (area stripped and levelled) for this 

location to the smallest lease size possible to accommodate the required drilling rig and support 

equipment. 

b. Any available topsoil will be removed from the location and stockpiled.  The location of the rig, 

mud tanks, reserve and berm pits and all other drilling support equipment will be located as per 

common oilfield rig layouts.  

b. A blooie pit will be located 100' from the drill hole.  A line will be placed on the surface from the 

center hole to the blooie pit.  The blooie pit will not be lined, but will be fenced on four sides to 

protect livestock/wildlife.  

c. Access to the well pad will be as shown on the Civil Location Survey Plat for the well. 

d. Natural runoff will be diverted around the well pad.  

 

10. PLANS FOR RESTORATION OF SURFACE  

 

a. All surface areas not required for producing operations will be graded to as near original 

condition as possible and contoured to minimize possible erosion.  

b. Available topsoil will be stockpiled and will be evenly distributed over the disturbed areas and 

the area will be reseeded as prescribed by the landowner.  

c. Pits and any other area that would present a hazard to wildlife or livestock will be fenced off 

when the rig is released and removed.  

d. Rehabilitation will commence following completion of the well.  Rat and mouse holes will be 

filled in immediately upon release of the drilling rig from the location.  If the well site is to be 

abandoned, all disturbed areas will be re-contoured to the natural terrain found prior to 

location construction. 

 

11. SURFACE OWNERSHIP  

 

a. The well site and access road are on and across lands originally owned through the State of Utah 

School and Institutional Trust Lands Administration and covered by Surface Use Agreement # 

ML-46537.  Under this Surface Use Agreement AND the original APD Approval, this well 

location and access road were constructed and remain in a rig-ready state.  Since the 

expiration of the original APD for this well, ownership of these lands have since been transferred 

to the State of Utah Department of Natural Resources, Division  of Wildlife Resources, 1594 W. 

North Temple, Suite 2110, P.O. Box 146301, Salt Lake City, Utah, 84114-6301.  The operator 

shall contact the landowner and the Division of Oil, Gas and Mining 48 hours prior to beginning 

construction activities.   
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12. OTHER INFORMATION  

 

a. The primary surface use is wildlife habitat.  The nearest dwelling is approximately 12  

Miles east (Price, Utah).  The nearest live water is an unnamed natural spring located 

approximately ½ Mile East of the proposed well location.  

b. If there is snow on the ground when construction begins, it will be removed before the soil is 

disturbed and piled downhill from the topsoil stockpile location.  

c. The back-slope and fore-slope will be constructed no steeper than 4:1.  

d. All equipment and vehicles will be confined to the access road and well pad.  

e. A complete copy of the approved Application for Permit to Drill (APD,) including all conditions 

and stipulations shall be on the well-site during construction and drilling operations.  

 

There will be no deviation from the proposed drilling and/or workover program without prior 

approval from the Division of Oil, Gas & Mining.  

 

13. COMPANY REPRESENTATIVE  

 

Barry Brumwell, C.E.T. 

Vice President, Operations 

Gordon Creek LLC., a wholly owned subsidiary of 

Thunderbird Energy Corp. 

#550, 1010 – 1
st

 Street S.W. 

Calgary, Alberta, Canada 

(403) 453-1608  (office) 

(403) 818-0696  (mobile) 

bbrumwell@thunderbirdenergy.com 

 

 

14. CERTIFICATION  

 

I hereby certify that I, or persons under my direct supervision have inspected the proposed drill site and 

access route;  that I am familiar with the conditions which presently exist;  that the statements made in 

this plan are, to the best of my knowledge, true and correct, and that the work associated with the 

operations proposed herein will be performed by Gordon Creek, LLC. and its subcontractors in 

conformity with this plan and the terms and conditions under which it is approved. 

 

 

_______________     ____________________________________ 

DATE       Barry Brumwell, C.E.T. 

       Vice President, Operations 

       Gordon Creek LLC. / Thunderbird Energy Inc. 
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Well Name: GORDON CREEK ST SW-7-14-8
API Number: 4300750242
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APD - Aproved Permit

H DRL - Spuded (Drilling Commenced)

4 GIW - Gas Injection

!* GS - Gas Storage

N LA - Location Abandoned

! LOC - New Location

7 OPS - Operation Suspended

ª PA - Plugged Abandoned

* PGW - Producing Gas Well

' POW - Producing Oil Well

O RET - Returned APD

¸ SGW - Shut-in Gas Well
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BOPE REVIEW           GORDON CREEK, LLC   GORDON CREEK ST SW-7-14-8  43007502420000

Well Name GORDON CREEK, LLC GORDON CREEK ST SW-7-14-8 43007502420000

String SURF PROD

Casing Size(") 8.625 5.500

Setting Depth (TVD) 450 4161

Previous Shoe Setting Depth (TVD) 0 450

Max Mud Weight (ppg) 8.7 10.0

BOPE Proposed (psi) 500 3000

Casing Internal Yield (psi) 2950 7740

Operators Max Anticipated Pressure (psi) 1700 7.9

  Calculations SURF String 8.625 "

Max BHP (psi) .052*Setting Depth*MW= 204  

   BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 150 YES  air drill

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 105 YES  OK

   *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 105 NO  OK

Required Casing/BOPE Test Pressure= 450 psi

*Max Pressure Allowed @ Previous Casing Shoe= 0 psi     *Assumes 1psi/ft frac gradient

  Calculations PROD String 5.500 "

Max BHP (psi) .052*Setting Depth*MW= 2164  

   BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 1665 YES  air drill

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 1249 YES  OK

   *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 1348 NO  Reasonable

Required Casing/BOPE Test Pressure= 3000 psi

*Max Pressure Allowed @ Previous Casing Shoe= 450 psi     *Assumes 1psi/ft frac gradient

  Calculations String "

Max BHP (psi) .052*Setting Depth*MW=  

   BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= NO  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= NO  

   *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= NO  

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @ Previous Casing Shoe= psi     *Assumes 1psi/ft frac gradient

  Calculations String "

Max BHP (psi) .052*Setting Depth*MW=  

   BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= NO  

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= NO  

   *Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= NO  

Required Casing/BOPE Test Pressure= psi

API Well Number: 43007502420000

BOPE REVIEW GORDON CREEK, LLC GORDON CREEK ST SW-7-14-8 43007502420000

Well Name GORDON CREEK, LLC GORDON CREEK ST SW-7-14-8 430

String SURF PROD

Casing Size(") 8.625 5.500

Setting Depth (TVD) 450 4161

Previous Shoe Setting Depth (TVD) 450

Max Mud Weight (ppg) 8.7 10.0

BOPE Proposed (psi) Soo 3000

Casing Internal Yield (psi) 2950 7740

Operators Max Anticipated Pressure (psi) 1700 7.9

Calculations SURF String 8.625 "

Max BHP (psi) .052*Setting Depth*MW=
204

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 150 YES air drill

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 105 YES OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoc Depth)= 105 NO OK

Required Casing/BOPE Test Pressure= 450 pSi

*Max Pressure Allowed @Previous Casing Shoe= psi *Assumes lpsi/ft frac gradient

Calculations PROD String 5.500 "

Max BHP (psi) .052*Setting Depth*MW=
2164

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 1665 YES air drill

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 1249 YES OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 1348 NO Reasonable

Required Casing/BOPE Test Pressure= 3000 pSi

*Max Pressure Allowed @Previous Casing Shoe= 450 psi *Assumes 1psi/ft frac gradient

Calculations String "

Max BHP (psi) .052*Setting Depth*MW=

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= NO

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @Previous Casing Shoe= psi *Assumes 1psi/ft frac gradient

Calculations String "

Max BHP (psi) .052*Setting Depth*MW=

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= NO

Required Casing/BOPE Test Pressure= psi

RECEIVED: October 17,

API Well Number: 43007502420000

BOPE REVIEW GORDON CREEK, LLC GORDON CREEK ST SW-7-14-8 43007502420000

Well Name GORDON CREEK, LLC GORDON CREEK ST SW-7-14-8 430

String SURF PROD

Casing Size(") 8.625 5.500

Setting Depth (TVD) 450 4161

Previous Shoe Setting Depth (TVD) 450

Max Mud Weight (ppg) 8.7 10.0

BOPE Proposed (psi) 500 3000

Casing Internal Yield (psi) 2950 7740

Operators Max Anticipated Pressure (psi) 1700 7.9

Calculations SURF String 8.625 "

Max BHP (psi) .052*Setting Depth*MW=
204

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 150 YES air drill

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 105 YES OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
105 NO OK

Required Casing/BOPE Test Pressure= 450 PSi

*Max Pressure Allowed @ Previous Casing Shoe- psi *Assumes 1psi/ft frac gradient

Calculations PROD String 5.500 "

Max BHP (psi) .052*Setting Depth*MW=
2164

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 1665 YES air drill

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 1249 YES OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 1348 NO Reasonable

Required Casing/BOPE Test Pressure= 3000 PS

*Max Pressure Allowed @ Previous Casing Shoe¯
450 psi *Assumes 1psi/ft frac gradient

Calculations String "

Max BHP (psi) .052*Setting Depth*MW=

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= NO

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @ Previous Casing Shoe- psi *Assumes 1psi/ft frac gradient

Calculations String "

Max BHP (psi) .052*Setting Depth*MW=

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= NO

Required Casing/BOPE Test Pressure= psi

RECEIVED: October 17,

API Well Number: 43007502420000

BOPE REVIEW GORDON CREEK, LLC GORDON CREEK ST SW-7-14-8 43007502420000

Well Name GORDON CREEK, LLC GORDON CREEK ST SW-7-14-8 430

String SURF PROD

Casing Size(") 8.625 5.500

Setting Depth (TVD) 450 4161

Previous Shoe Setting Depth (TVD) 450

Max Mud Weight (ppg) 8.7 10.0

BOPE Proposed (psi) 500 3000

Casing Internal Yield (psi) 2950 7740

Operators Max Anticipated Pressure (psi) 1700 7.9

Calculations SURF String 8.625 "

Max BHP (psi) .052*Setting Depth*MW=
204

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 150 YES air drill

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 105 YES OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)=
105 NO OK

Required Casing/BOPE Test Pressure= 450 PSi

*Max Pressure Allowed @ Previous Casing Shoe- psi *Assumes 1psi/ft frac gradient

Calculations PROD String 5.500 "

Max BHP (psi) .052*Setting Depth*MW=
2164

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)= 1665 YES air drill

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= 1249 YES OK

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= 1348 NO Reasonable

Required Casing/BOPE Test Pressure= 3000 PS

*Max Pressure Allowed @ Previous Casing Shoe¯
450 psi *Assumes 1psi/ft frac gradient

Calculations String "

Max BHP (psi) .052*Setting Depth*MW=

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= NO

Required Casing/BOPE Test Pressure= psi

*Max Pressure Allowed @ Previous Casing Shoe- psi *Assumes 1psi/ft frac gradient

Calculations String "

Max BHP (psi) .052*Setting Depth*MW=

BOPE Adequate For Drilling And Setting Casing at Depth?

MASP (Gas) (psi) Max BHP-(0.12*Setting Depth)=
NO

MASP (Gas/Mud) (psi) Max BHP-(0.22*Setting Depth)= NO

*Can Full Expected Pressure Be Held At Previous Shoe?

Pressure At Previous Shoe Max BHP-.22*(Setting Depth - Previous Shoe Depth)= NO

Required Casing/BOPE Test Pressure= psi

RECEIVED: October 17,



*Max Pressure Allowed @ Previous Casing Shoe= psi     *Assumes 1psi/ft frac gradient

API Well Number: 43007502420000
*Max Pressure Allowed @ Previous Casing Shoe-- psi *Assumes 1psi/ft frac gradient

RECEIVED: October 17,

API Well Number: 43007502420000
*Max Pressure Allowed @ Previous Casing Shoe-- psi *Assumes 1psi/ft frac gradient

RECEIVED: October 17,

API Well Number: 43007502420000
*Max Pressure Allowed @ Previous Casing Shoe-- psi *Assumes 1psi/ft frac gradient

RECEIVED: October 17,



API Well Number: 43007502420000

43007502420000 GORDON CREEK ST SW-7-14-8
Casing Schempic

8-5/8" 406, Surface
MW 8.7 450. MD
Frac 19.3

5-1/2" Production
MW 10. 4161.

API Well Number: 43007502420000

43007502420000 GORDON CREEK ST SW-7-14-8
Casing Schempic

8-5/8" 406, Surface
MW 8.7 450. MD
Frac 19.3

5-1/2" Production
MW 10. 4161.

API Well Number: 43007502420000

43007502420000 GORDON CREEK ST SW-7-14-8
Casing Schempic

8-5/8" 406, Surface
MW 8.7 450. MD
Frac 19.3

5-1/2" Production
MW 10. 4161.



API Well Number: 43007502420000

Well name: 43007502420000 GORDON CREEK ST SW-7-14-8
Operator: GORDON CREEK, LLC
String type: Surface Project ID:

43-007-50242
Location: CARBON COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.700 ppg Design factor 1.125 Surface temperature: 74 °F
Design is based on evacuated pipe. Bottom hole temperature: 80 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 396 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 450 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.70 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 4,161 ft
Tension is based on air weight. Next mud weight: 10.000 ppg
Neutral point: 391 ft Next setting BHP: 2,162 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 450 ft
Injection pressure: 450 psi

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 450 8.625 24.00 J-55 ST&C 450 450 7.972 2317

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 203 1370 6.736 450 2950 6.56 10.8 244 22.59 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: October 5,2011
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 450 ft, a mud weight of 8.7 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the

API Well Number: 43007502420000

Well name: 43007502420000 GORDON CREEK ST SW-7-14-8
Operator: GORDON CREEK, LLC
String type: Surface Project ID:

43-007-50242
Location: CARBON COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.700 ppg Design factor 1.125 Surface temperature: 74 °F
Design is based on evacuated pipe. Bottom hole temperature: 80 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 396 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 450 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.70 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 4,161 ft
Tension is based on air weight. Next mud weight: 10.000 ppg
Neutral point: 391 ft Next setting BHP: 2,162 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 450 ft
Injection pressure: 450 psi

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 450 8.625 24.00 J-55 ST&C 450 450 7.972 2317

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 203 1370 6.736 450 2950 6.56 10.8 244 22.59 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: October 5,2011
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 450 ft, a mud weight of 8.7 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the

API Well Number: 43007502420000

Well name: 43007502420000 GORDON CREEK ST SW-7-14-8
Operator: GORDON CREEK, LLC
String type: Surface Project ID:

43-007-50242
Location: CARBON COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.700 ppg Design factor 1.125 Surface temperature: 74 °F
Design is based on evacuated pipe. Bottom hole temperature: 80 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 396 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 450 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.70 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 4,161 ft
Tension is based on air weight. Next mud weight: 10.000 ppg
Neutral point: 391 ft Next setting BHP: 2,162 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 450 ft
Injection pressure: 450 psi

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 450 8.625 24.00 J-55 ST&C 450 450 7.972 2317

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 203 1370 6.736 450 2950 6.56 10.8 244 22.59 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: October 5,2011
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 450 ft, a mud weight of 8.7 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the



API Well Number: 43007502420000

Well name: 43007502420000 GORDON CREEK ST SW-7-14-8
Operator: GORDON CREEK, LLC
String type: Production Project ID:

43-007-50242
Location: CARBON COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.000 ppg Design factor 1.125 Surface temperature: 74 °F
Design is based on evacuated pipe. Bottom hole temperature: 132 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 406 ft

Burst
Max anticipated surface

pressure: 1,246 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 2,162 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.60 (B)

Tension is based on air weight.
Neutral point: 3,530 ft

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 4161 5.5 17.00 N-80 LT&C 4161 4161 4.767 23453

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 2162 6290 2.910 2162 7740 3.58 70.7 348 4.92 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: October 5,2011
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 4161 ft, a mud weight of 10 ppg The casing is considered to be evacuated for collapse purposes
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the

API Well Number: 43007502420000

Well name: 43007502420000 GORDON CREEK ST SW-7-14-8
Operator: GORDON CREEK, LLC
String type: Production Project ID:

43-007-50242
Location: CARBON COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.000 ppg Design factor 1.125 Surface temperature: 74 °F
Design is based on evacuated pipe. Bottom hole temperature: 132 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 406 ft

Burst
Max anticipated surface

pressure: 1,246 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 2,162 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.60 (B)

Tension is based on air weight.
Neutral point: 3,530 ft

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 4161 5.5 17.00 N-80 LT&C 4161 4161 4.767 23453

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 2162 6290 2.910 2162 7740 3.58 70.7 348 4.92 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: October 5,2011
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 4161 ft, a mud weight of 10 ppg The casing is considered to be evacuated for collapse purposes
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the

API Well Number: 43007502420000

Well name: 43007502420000 GORDON CREEK ST SW-7-14-8
Operator: GORDON CREEK, LLC
String type: Production Project ID:

43-007-50242
Location: CARBON COUNTY

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.000 ppg Design factor 1.125 Surface temperature: 74 °F
Design is based on evacuated pipe. Bottom hole temperature: 132 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 100 ft

Burst:
Design factor 1.00 Cement top: 406 ft

Burst
Max anticipated surface

pressure: 1,246 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 2,162 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.60 (B)

Tension is based on air weight.
Neutral point: 3,530 ft

Run Segment Nominal End True Vert Measured Drift Est.
Seq Length Size Weight Grade Finish Depth Depth Diameter Cost

(ft) (in) (Ibs/ft) (ft) (ft) (in) ($)
1 4161 5.5 17.00 N-80 LT&C 4161 4161 4.767 23453

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (kips) (kips) Factor
1 2162 6290 2.910 2162 7740 3.58 70.7 348 4.92 J

Prepared Helen Sadik-Macdonald Phone: 801 538-5357 Date: October 5,2011
by: Div of Oil,Gas & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 4161 ft, a mud weight of 10 ppg The casing is considered to be evacuated for collapse purposes
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the



ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining 

Operator GORDON CREEK, LLC 

Well Name GORDON CREEK ST SW-7-14-8

API Number 43007502420000 APD No 4671 Field/Unit UNDESIGNATED

Location: 1/4,1/4 SESW       Sec  7   Tw  14.0S    Rng  8.0E    833   FSL   2011   FWL

GPS Coord (UTM)   Surface Owner State of Utah Division of Wildlife Resources
 

Participants

M. Jones (UDOGM), Barry Brumwell, Steve Lessar (Tbird), A. Childs, E. Bonner (SITLA), N. Nielson (DWR).
 

Regional/Local Setting & Topography

This proposed new wellbore is planned on previously disturbed surface. The site is in the upper Gordon Creek area

of Carbon County, Utah. Topography changes dramatically in the area. The exact location of the well pad is sloped

to the east. A well pad was originally permitted at this site and has had the permitt recinded due to inactivity. The

surface has since changed ownership from SITLA to DWR. This posses issues to surface use agreements.

Thunderbird and DWR are currently in negotiations in regards to surface use agreements. An ammendment to the

surface use agreement that SITLA had is being drafted and hoped to have signitures in place by the end of this

week to the first of next week. Both parties are in cooperation at this point. The pad is constructed and there are no

plans to disturb the surface beyond the existing disturbances. Pits were reclaimed awhile back and at this point a

central pit for multiple wells is planned at a different location from this pad. The cuttings will be contained on this

location inside portable metal tanks. The cuttings will be trucked from the tanks to the central pit for more

permanent storage and disposal. Drainages should be diverted and maintained. Berms should be maintained to

contain spills on location.
 

Surface Use Plan

Current Surface Use

Wildlfe Habitat

Existing Well Pad
 

New Road

Miles
Well Pad Src Const Material Surface Formation

0 Width 210   Length 285 Onsite
 

Ancillary Facilities  
 

Waste Management Plan Adequate?
 

Environmental Parameters

Affected Floodplains and/or Wetlands  N
 

Flora / Fauna

existing pad. Surrounding area is dominated by sagebrush, grasses, and buckbrush.
 

Soil Type and Characteristics

clay loam.
 

Erosion Issues  N
 

Sedimentation Issues  N

10/25/2011 Page 1

API Well Number: 43007502420000

ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator GORDON CREEK, LLC
Well Name GORDON CREEK ST SW-7-14-8

API Number 43007502420000 APD No 4671 Field/Unit UNDESIGNATED
Location: 1/4,1/4 SESW Sec 7 Tw 14.0S Rng 8.0E 833 FSL 2011 FWL
GPS Coord (UTM) Surface Owner State of Utah Division of Wildlife Resources

Participants
M. Jones (UDOGM), Barry Brumwell, Steve Lessar (Tbird), A. Childs, E. Bonner (SITLA), N. Nielson (DWR).

Regional/Local Setting & Topography
This proposed new wellbore is planned on previously disturbed surface. The site is in the upper Gordon Creek area
of Carbon County, Utah. Topography changes dramatically in the area. The exact location of the well pad is sloped
to the east. A well pad was originally permitted at this site and has had the permitt recinded due to inactivity. The
surface has since changed ownership from SITLA to DWR. This posses issues to surface use agreements.
Thunderbird and DWR are currently in negotiations in regards to surface use agreements. An ammendment to the
surface use agreement that SITLA had is being drafted and hoped to have signitures in place by the end of this
week to the first of next week. Both parties are in cooperation at this point. The pad is constructed and there are no
plans to disturb the surface beyond the existing disturbances. Pits were reclaimed awhile back and at this point a
central pit for multiple wells is planned at a different location from this pad. The cuttings will be contained on this
location inside portable metal tanks. The cuttings will be trucked from the tanks to the central pit for more
permanent storage and disposal. Drainages should be diverted and maintained. Berms should be maintained to
contain spills on location.

Surface Use Plan
Current Surface Use
Wildlfe Habitat
Existing Well Pad

New Road Well Pad Src Const Material Surface Formation
Miles
0 Width 210 Length 285 Onsite

Ancillary Facilities

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetlands N

Flora / Fauna
existing pad. Surrounding area is dominated by sagebrush, grasses, and buckbrush.

Soil Type and Characteristics
clay loam.

Erosion Issues N

Sedimentation Issues N

I
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API Well Number: 43007502420000

ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator GORDON CREEK, LLC
Well Name GORDON CREEK ST SW-7-14-8

API Number 43007502420000 APD No 4671 Field/Unit UNDESIGNATED
Location: 1/4,1/4 SESW Sec 7 Tw 14.0S Rng 8.0E 833 FSL 2011 FWL
GPS Coord (UTM) Surface Owner State of Utah Division of Wildlife Resources

Participants
M. Jones (UDOGM), Barry Brumwell, Steve Lessar (Tbird), A. Childs, E. Bonner (SITLA), N. Nielson (DWR).

Regional/Local Setting & Topography
This proposed new wellbore is planned on previously disturbed surface. The site is in the upper Gordon Creek area
of Carbon County, Utah. Topography changes dramatically in the area. The exact location of the well pad is sloped
to the east. A well pad was originally permitted at this site and has had the permitt recinded due to inactivity. The
surface has since changed ownership from SITLA to DWR. This posses issues to surface use agreements.
Thunderbird and DWR are currently in negotiations in regards to surface use agreements. An ammendment to the
surface use agreement that SITLA had is being drafted and hoped to have signitures in place by the end of this
week to the first of next week. Both parties are in cooperation at this point. The pad is constructed and there are no
plans to disturb the surface beyond the existing disturbances. Pits were reclaimed awhile back and at this point a
central pit for multiple wells is planned at a different location from this pad. The cuttings will be contained on this
location inside portable metal tanks. The cuttings will be trucked from the tanks to the central pit for more
permanent storage and disposal. Drainages should be diverted and maintained. Berms should be maintained to
contain spills on location.

Surface Use Plan
Current Surface Use
Wildlfe Habitat
Existing Well Pad

New Road Well Pad Src Const Material Surface Formation
Miles
0 Width 210 Length 285 Onsite

Ancillary Facilities

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetlands N

Flora / Fauna
existing pad. Surrounding area is dominated by sagebrush, grasses, and buckbrush.

Soil Type and Characteristics
clay loam.

Erosion Issues N

Sedimentation Issues N

I
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API Well Number: 43007502420000

ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator GORDON CREEK, LLC
Well Name GORDON CREEK ST SW-7-14-8

API Number 43007502420000 APD No 4671 Field/Unit UNDESIGNATED
Location: 1/4,1/4 SESW Sec 7 Tw 14.0S Rng 8.0E 833 FSL 2011 FWL
GPS Coord (UTM) Surface Owner State of Utah Division of Wildlife Resources

Participants
M. Jones (UDOGM), Barry Brumwell, Steve Lessar (Tbird), A. Childs, E. Bonner (SITLA), N. Nielson (DWR).

Regional/Local Setting & Topography
This proposed new wellbore is planned on previously disturbed surface. The site is in the upper Gordon Creek area
of Carbon County, Utah. Topography changes dramatically in the area. The exact location of the well pad is sloped
to the east. A well pad was originally permitted at this site and has had the permitt recinded due to inactivity. The
surface has since changed ownership from SITLA to DWR. This posses issues to surface use agreements.
Thunderbird and DWR are currently in negotiations in regards to surface use agreements. An ammendment to the
surface use agreement that SITLA had is being drafted and hoped to have signitures in place by the end of this
week to the first of next week. Both parties are in cooperation at this point. The pad is constructed and there are no
plans to disturb the surface beyond the existing disturbances. Pits were reclaimed awhile back and at this point a
central pit for multiple wells is planned at a different location from this pad. The cuttings will be contained on this
location inside portable metal tanks. The cuttings will be trucked from the tanks to the central pit for more
permanent storage and disposal. Drainages should be diverted and maintained. Berms should be maintained to
contain spills on location.

Surface Use Plan
Current Surface Use
Wildlfe Habitat
Existing Well Pad

New Road Well Pad Src Const Material Surface Formation
Miles
0 Width 210 Length 285 Onsite

Ancillary Facilities

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetlands N

Flora / Fauna
existing pad. Surrounding area is dominated by sagebrush, grasses, and buckbrush.

Soil Type and Characteristics
clay loam.

Erosion Issues N

Sedimentation Issues N

I
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Site Stability Issues  N
 

Drainage Diverson Required?  Y

Divert drainage around location and away from access road.
 

Berm Required?  Y

Maintain berms around location to contain spills.
 

Erosion Sedimentation Control Required?  N
 

Paleo Survey Run?  Y     Paleo Potental Observed?  N     Cultural Survey Run?  Y     Cultural Resources?  N
 

Reserve Pit
 

Site-Specific Factors Site Ranking  

Distance to Groundwater (feet) 100 to 200 5

Distance to Surface Water (feet) >1000 0

Dist. Nearest Municipal Well (ft) >5280 0

Distance to Other Wells (feet) >1320 0

Native Soil Type Mod permeability 10

Fluid Type Fresh Water 5

Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to 20 5

Affected Populations

Presence Nearby Utility Conduits Not Present 0

 

Final Score 25  Sensitivity Level
 

Characteristics / Requirements

Plans to use metal flat tanks for cuttings. No earthen pit planned at this point outside of a small blooie pit.
 

Closed Loop Mud Required? N   Liner Required? Y   Liner Thickness 16   Pit Underlayment Required? N 
 

Other Observations / Comments
 

Mark Jones 10/17/2011

Evaluator Date / Time
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API Well Number: 43007502420000

Site Stability Issues N

Drainage Diverson Required? Y
Divert drainage around location and away from access road.

Berm Required? Y
Maintain berms around location to contain spills.

Erosion Sedimentation Control Required? N

Paleo Survey Run? Y Paleo Potental Observed? N Cultural Survey Run? Y Cultural Resources? N

Reserve Pit

Site-Specific Factors Site Ranking

Distance to Groundwater (feet) 100 to 200 5
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0

Distance to Other Wells (feet) >1320 0
Native Soil Type Mod permeability 10

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to 20 5
Affected Populations

Presence Nearby Utility Conduits Not Present 0
Final Score 25 Sensitivity Level

Characteristics / Requirements
Plans to use metal flat tanks for cuttings. No earthen pit planned at this point outside of a small blooie pit.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 16 Pit Underlayment Required? N

Other Observations / Comments

Mark Jones 10/17/2011
Evaluator Date / Time

I
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API Well Number: 43007502420000

Site Stability Issues N

Drainage Diverson Required? Y
Divert drainage around location and away from access road.

Berm Required? Y
Maintain berms around location to contain spills.

Erosion Sedimentation Control Required? N

Paleo Survey Run? Y Paleo Potental Observed? N Cultural Survey Run? Y Cultural Resources? N

Reserve Pit

Site-Specific Factors Site Ranking

Distance to Groundwater (feet) 100 to 200 5
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0

Distance to Other Wells (feet) >1320 0
Native Soil Type Mod permeability 10

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to 20 5
Affected Populations

Presence Nearby Utility Conduits Not Present 0
Final Score 25 Sensitivity Level

Characteristics / Requirements
Plans to use metal flat tanks for cuttings. No earthen pit planned at this point outside of a small blooie pit.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 16 Pit Underlayment Required? N

Other Observations / Comments

Mark Jones 10/17/2011
Evaluator Date / Time

I
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API Well Number: 43007502420000

Site Stability Issues N

Drainage Diverson Required? Y
Divert drainage around location and away from access road.

Berm Required? Y
Maintain berms around location to contain spills.

Erosion Sedimentation Control Required? N

Paleo Survey Run? Y Paleo Potental Observed? N Cultural Survey Run? Y Cultural Resources? N

Reserve Pit

Site-Specific Factors Site Ranking

Distance to Groundwater (feet) 100 to 200 5
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0

Distance to Other Wells (feet) >1320 0
Native Soil Type Mod permeability 10

Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0

Annual Precipitation (inches) 10 to 20 5
Affected Populations

Presence Nearby Utility Conduits Not Present 0
Final Score 25 Sensitivity Level

Characteristics / Requirements
Plans to use metal flat tanks for cuttings. No earthen pit planned at this point outside of a small blooie pit.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 16 Pit Underlayment Required? N

Other Observations / Comments

Mark Jones 10/17/2011
Evaluator Date / Time

I
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APD No API WellNo Status Well Type Surf Owner CBM

4671 43007502420000 LOCKED GW S No

Operator GORDON CREEK, LLC Surface Owner-APD
State of Utah Division of Wildlife

Resources

Well Name GORDON CREEK ST SW-7-14-8 Unit

Field UNDESIGNATED Type of Work DRILL

Location SESW    7    14S    8E    S    833 FSL    2011 FWL    GPS Coord (UTM)    493825E    4385100N

Geologic Statement of Basis

Tunderbird Energy proposes to drill the well to a total depth of 4,161' and plans to set surface casing from

0'-450'. The surface string will be drilled using air unless hole conditons require the need to "mud-up" with

water and gel chem. Within a 10,000 foot radius of the center of section 7, there are 71 filed water rights,

however, only one is a subsurface groundwater right. Gordon Creek, LLC, has applied for a 4 acre/foot well for

oil & gas field operations. This location is within a small north-south trending graben valley. The poorly

permeable silty soil has been formed from the erosion of the Upper Blue Gate Member of the Mancos Shale.

Several units of the Emery Sandstone Member of the Mancos Shale are present at the near surface or within the

subsurface, these strata should be included within the interval to be protected by the surface casing string. The

operator should be informed of the likelihood of these units being water saturated and to respond to protecting

these zones by extending the surface casing as necessary. Proposed surface casing and cement should

adequately isolate any shallow zones containing water.

Ammon McDonald

APD Evaluator

10/13/2011

Date / Time

Surface Statement of Basis

This proposed new wellbore is planned on previously disturbed surface. The site is in the upper Gordon Creek

area of Carbon County, Utah. Topography changes dramatically in the area. The exact location of the well pad

is sloped to the east. A well pad was originally permitted at this site and has had the permitt recinded due to

inactivity. The surface has since changed ownership from SITLA to DWR. This posses issues to surface use

agreements. Thunderbird and DWR are currently in negotiations in regards to surface use agreements. An

ammendment to the surface use agreement that SITLA had is being drafted and hoped to have signitures in

place by the end of this week to the first of next week. Both parties are in cooperation at this point. The pad is

constructed and there are no plans to disturb the surface beyond the existing disturbances. Pits were reclaimed

awhile back and at this point a central pit for multiple wells is planned at a different location from this pad. The

cuttings will be contained on this location inside portable metal tanks. The cuttings will be trucked from the

tanks to the central pit for more permanent storage and disposal. Drainages should be diverted and maintained.

Berms should be maintained to contain spills on location.

Mark Jones

Onsite Evaluator

10/17/2011

Date / Time

Conditions of Approval / Application for Permit to Drill

Category Condition

Surface All activities should be contained within the permit boundaries of the access road and well pad.

Surface The well site shall be bermed to prevent fluids from leaving the pad.

Surface Drainages adjacent to the proposed pad shall be diverted around the location.

 

Application for Permit to Drill

Statement of Basis
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APD No API WellNo Status Well Type Surf Owner CBM
4671 43007502420000 LOCKED GW S No

Operator GORDON CREEK, LLC Surface Owner-APD State of Utah Division of Wildlife
Resources

Well Name GORDON CREEK ST SW-7-14-8 Unit
Field UNDESIGNATED Type of Work DRILL
Location SESW 7 14S 8E S 833 FSL 2011 FWL GPS Coord (UTM) 493825E 4385100N
Geolooic Statement of Basis

Tunderbird Energy proposes to drill the well to a total depth of 4,161' and plans to set surface casing from
0'-450'. The surface string will be drilled using air unless hole conditons require the need to "mud-up" with
water and gel chem. Within a 10,000 foot radius of the center of section 7, there are 71 filed water rights,
however, only one is a subsurface groundwater right. Gordon Creek, LLC, has applied for a 4 acre/foot well for
oil & gas field operations. This location is within a small north-south trending graben valley. The poorly
permeable silty soil has been formed from the erosion of the Upper Blue Gate Member of the Mancos Shale.
Several units of the Emery Sandstone Member of the Mancos Shale are present at the near surface or within the
subsurface, these strata should be included within the interval to be protected by the surface casing string. The
operator should be informed of the likelihood of these units being water saturated and to respond to protecting
these zones by extending the surface casing as necessary. Proposed surface casing and cement should
adequately isolate any shallow zones containing water.

Ammon McDonald 10/13/2011
APD Evaluator Date / Time

Surface Statement of Basis
This proposed new wellbore is planned on previously disturbed surface. The site is in the upper Gordon Creek
area of Carbon County, Utah. Topography changes dramatically in the area. The exact location of the well pad
is sloped to the east. A well pad was originally permitted at this site and has had the permitt recinded due to
inactivity. The surface has since changed ownership from SITLA to DWR. This posses issues to surface use
agreements. Thunderbird and DWR are currently in negotiations in regards to surface use agreements. An
ammendment to the surface use agreement that SITLA had is being drafted and hoped to have signitures in
place by the end of this week to the first of next week. Both parties are in cooperation at this point. The pad is
constructed and there are no plans to disturb the surface beyond the existing disturbances. Pits were reclaimed
awhile back and at this point a central pit for multiple wells is planned at a different location from this pad. The
cuttings will be contained on this location inside portable metal tanks. The cuttings will be trucked from the
tanks to the central pit for more permanent storage and disposal. Drainages should be diverted and maintained.
Berms should be maintained to contain spills on location.

Mark Jones 10/17/2011
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Surface All activities should be contained within the permit boundaries of the access road and well pad.
Surface The well site shall be bermed to prevent fluids from leaving the pad.
Surface Drainages adjacent to the proposed pad shall be diverted around the location.

RECEIVED: October 25,
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APD No API WellNo Status Well Type Surf Owner CBM
4671 43007502420000 LOCKED GW S No

Operator GORDON CREEK, LLC Surface Owner-APD State of Utah Division of Wildlife
Resources

Well Name GORDON CREEK ST SW-7-14-8 Unit
Field UNDESIGNATED Type of Work DRILL
Location SESW 7 14S 8E S 833 FSL 2011 FWL GPS Coord (UTM) 493825E 4385100N
Geolooic Statement of Basis

Tunderbird Energy proposes to drill the well to a total depth of 4,161' and plans to set surface casing from
0'-450'. The surface string will be drilled using air unless hole conditons require the need to "mud-up" with
water and gel chem. Within a 10,000 foot radius of the center of section 7, there are 71 filed water rights,
however, only one is a subsurface groundwater right. Gordon Creek, LLC, has applied for a 4 acre/foot well for
oil & gas field operations. This location is within a small north-south trending graben valley. The poorly
permeable silty soil has been formed from the erosion of the Upper Blue Gate Member of the Mancos Shale.
Several units of the Emery Sandstone Member of the Mancos Shale are present at the near surface or within the
subsurface, these strata should be included within the interval to be protected by the surface casing string. The
operator should be informed of the likelihood of these units being water saturated and to respond to protecting
these zones by extending the surface casing as necessary. Proposed surface casing and cement should
adequately isolate any shallow zones containing water.

Ammon McDonald 10/13/2011
APD Evaluator Date / Time

Surface Statement of Basis
This proposed new wellbore is planned on previously disturbed surface. The site is in the upper Gordon Creek
area of Carbon County, Utah. Topography changes dramatically in the area. The exact location of the well pad
is sloped to the east. A well pad was originally permitted at this site and has had the permitt recinded due to
inactivity. The surface has since changed ownership from SITLA to DWR. This posses issues to surface use
agreements. Thunderbird and DWR are currently in negotiations in regards to surface use agreements. An
ammendment to the surface use agreement that SITLA had is being drafted and hoped to have signitures in
place by the end of this week to the first of next week. Both parties are in cooperation at this point. The pad is
constructed and there are no plans to disturb the surface beyond the existing disturbances. Pits were reclaimed
awhile back and at this point a central pit for multiple wells is planned at a different location from this pad. The
cuttings will be contained on this location inside portable metal tanks. The cuttings will be trucked from the
tanks to the central pit for more permanent storage and disposal. Drainages should be diverted and maintained.
Berms should be maintained to contain spills on location.

Mark Jones 10/17/2011
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Surface All activities should be contained within the permit boundaries of the access road and well pad.
Surface The well site shall be bermed to prevent fluids from leaving the pad.
Surface Drainages adjacent to the proposed pad shall be diverted around the location.

RECEIVED: October 25,

API Well Number: 43007502420000
I

Application for Permit to Drill
Statement of Basis

10/25/2011 Utah Division of Oil, Gas and Mining Page l
I

APD No API WellNo Status Well Type Surf Owner CBM
4671 43007502420000 LOCKED GW S No

Operator GORDON CREEK, LLC Surface Owner-APD State of Utah Division of Wildlife
Resources

Well Name GORDON CREEK ST SW-7-14-8 Unit
Field UNDESIGNATED Type of Work DRILL
Location SESW 7 14S 8E S 833 FSL 2011 FWL GPS Coord (UTM) 493825E 4385100N
Geolooic Statement of Basis

Tunderbird Energy proposes to drill the well to a total depth of 4,161' and plans to set surface casing from
0'-450'. The surface string will be drilled using air unless hole conditons require the need to "mud-up" with
water and gel chem. Within a 10,000 foot radius of the center of section 7, there are 71 filed water rights,
however, only one is a subsurface groundwater right. Gordon Creek, LLC, has applied for a 4 acre/foot well for
oil & gas field operations. This location is within a small north-south trending graben valley. The poorly
permeable silty soil has been formed from the erosion of the Upper Blue Gate Member of the Mancos Shale.
Several units of the Emery Sandstone Member of the Mancos Shale are present at the near surface or within the
subsurface, these strata should be included within the interval to be protected by the surface casing string. The
operator should be informed of the likelihood of these units being water saturated and to respond to protecting
these zones by extending the surface casing as necessary. Proposed surface casing and cement should
adequately isolate any shallow zones containing water.

Ammon McDonald 10/13/2011
APD Evaluator Date / Time

Surface Statement of Basis
This proposed new wellbore is planned on previously disturbed surface. The site is in the upper Gordon Creek
area of Carbon County, Utah. Topography changes dramatically in the area. The exact location of the well pad
is sloped to the east. A well pad was originally permitted at this site and has had the permitt recinded due to
inactivity. The surface has since changed ownership from SITLA to DWR. This posses issues to surface use
agreements. Thunderbird and DWR are currently in negotiations in regards to surface use agreements. An
ammendment to the surface use agreement that SITLA had is being drafted and hoped to have signitures in
place by the end of this week to the first of next week. Both parties are in cooperation at this point. The pad is
constructed and there are no plans to disturb the surface beyond the existing disturbances. Pits were reclaimed
awhile back and at this point a central pit for multiple wells is planned at a different location from this pad. The
cuttings will be contained on this location inside portable metal tanks. The cuttings will be trucked from the
tanks to the central pit for more permanent storage and disposal. Drainages should be diverted and maintained.
Berms should be maintained to contain spills on location.

Mark Jones 10/17/2011
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Surface All activities should be contained within the permit boundaries of the access road and well pad.
Surface The well site shall be bermed to prevent fluids from leaving the pad.
Surface Drainages adjacent to the proposed pad shall be diverted around the location.

RECEIVED: October 25,



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 9/20/2011 API NO. ASSIGNED: 43007502420000

WELL NAME: GORDON CREEK ST SW-7-14-8   

OPERATOR: GORDON CREEK, LLC (N3245) PHONE NUMBER: 403 453-1608

CONTACT: Barry Brumwell   

PROPOSED LOCATION: SESW 07 140S 080E Permit Tech Review:

SURFACE: 0833 FSL 2011 FWL Engineering Review:

BOTTOM: 0833 FSL 2011 FWL Geology Review:

COUNTY: CARBON 

LATITUDE: 39.61752 LONGITUDE: -111.07194

UTM SURF EASTINGS: 493825.00 NORTHINGS: 4385100.00

FIELD NAME: UNDESIGNATED   

LEASE TYPE: 3 - State   

LEASE NUMBER: ML-46537             PROPOSED PRODUCING FORMATION(S): FERRON SANDSTONE 

SURFACE OWNER: 3 - State COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: STATE - RLB0010790      Unit:  

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: 91-5193           Board Cause No:  Cause 248-01

RDCC Review:           Effective Date:  5/16/2002

Fee Surface Agreement           Siting:  460' Fr Outer Bdry & 920' Fr Other Wells

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  SURF OWNER DWR: 

Stipulations:         5 - Statement of Basis - bhill

API Well Number: 43007502420000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I
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OPERATOR: GORDON CREEK, LLC (N3245) PHONE NUMBER: 403 453-1608
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Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: 91-5193 Board Cause No: Cause 248-01

RDCC Review: Effective Date: 5/16/2002

Fee Surface Agreement Siting: 460' Fr Outer Bdry & 920' Fr Other Wells

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed
SURF OWNER DWR:

Stipulations: 5 - Statement of Basis - bhill

RECEIVED: October 25,
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PROPOSED LOCATION: SESW 07 140S 080E Permit Tech Review:
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RECEIVED: October 25,



Permit To Drill

******************
Well Name:  GORDON CREEK ST SW-7-14-8

API Well Number:  43007502420000

Lease Number:  ML-46537

Surface Owner:   STATE 

Approval Date:  10/25/2011

Issued to:
GORDON CREEK, LLC, 1179 E Main #345, Price, UT 84501

Authority:
Pursuant to Utah Code Ann. §40-6-1 et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of Cause 248-01. The expected
producing formation or pool is the FERRON SANDSTONE Formation(s), completion into any other
zones will require filing a Sundry Notice (Form 9). Completion and commingling of more than one
pool will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis (copy attached). 

Additional Approvals:
The operator is required to obtain approval from the Division of Oil, Gas and mining before
performing any of the following actions during the drilling of this well:
   • Any changes to the approved drilling plan – contact Dustin Doucet
   • Significant plug back of the well – contact Dustin Doucet
   • Plug and abandonment of the well – contact Dustin Doucet

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:
   • Within 24 hours following the spudding of the well – contact Carol Daniels
     OR 
     submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
     at http://oilgas.ogm.utah.gov

API Well No: 43007502420000API Well No: 43007502420000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

-/ MICHAEL R. STYLER

GAR RH BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: GORDON CREEK ST SW-7-14-8
API Well Number: 43007502420000

Lease Number: ML-46537
Surface Owner: STATE
Approval Date: 10/25/2011

Issued to:
GORDON CREEK, LLC, 1179 E Main #345, Price, UT 84501

Authority:
Pursuant to Utah Code Ann. §40-6-1et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of Cause 248-01. The expected
producing formation or pool is the FERRON SANDSTONE Formation(s), completion into any other
zones will require filing a Sundry Notice (Form 9). Completion and commingling of more than one
pool will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis (copy attached).

Additional Approvals:
The operator is required to obtain approval from the Division of Oil, Gas and mining before
performing any of the following actions during the drilling of this well:

• Any changes to the approved drilling plan - contact Dustin Doucet
• Significant plug back of the well - contact Dustin Doucet
• Plug and abandonment of the well - contact Dustin Doucet

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at

API Well No: 43007502420000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

-/ MICHAEL R. STYLER

GAR RH BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
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well. This permit is issued in accordance with the requirements of Cause 248-01. The expected
producing formation or pool is the FERRON SANDSTONE Formation(s), completion into any other
zones will require filing a Sundry Notice (Form 9). Completion and commingling of more than one
pool will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis (copy attached).

Additional Approvals:
The operator is required to obtain approval from the Division of Oil, Gas and mining before
performing any of the following actions during the drilling of this well:

• Any changes to the approved drilling plan - contact Dustin Doucet
• Significant plug back of the well - contact Dustin Doucet
• Plug and abandonment of the well - contact Dustin Doucet

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at



   • 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
   • 24 hours prior to cementing or testing casing – contact Dan Jarvis
   • Within 24 hours of making any emergency changes to the approved drilling program
     – contact Dustin Doucet
   • 24 hours prior to commencing operations to plug and abandon the well – contact Dan Jarvis

Contact Information:
The following are Division of Oil, Gas and Mining contacts and their telephone numbers (please
leave a voicemail message if the person is not available to take the call):
   • Carol Daniels   801-538-5284 - office
   • Dustin Doucet  801-538-5281 - office
                              801-733-0983 - after office hours
   • Dan Jarvis        801-538-5338 - office
                              801-231-8956 - after office hours

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:
   • Entity Action Form (Form 6) – due within 5 days of spudding the well
   • Monthly Status Report (Form 9) – due by 5th day of the following calendar month
   • Requests to Change Plans (Form 9) – due prior to implementation
   • Written Notice of Emergency Changes (Form 9) – due within 5 days
   • Notice of Operations Suspension or Resumption (Form 9) – due prior to implementation
   • Report of Water Encountered (Form 7) – due within 30 days after completion
   • Well Completion Report (Form 8) – due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 

API Well No: 43007502420000API Well No: 43007502420000

•24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
•24 hours prior to cementing or testing casing - contact Dan Jarvis
• Within 24 hours of making any emergency changes to the approved drilling program

- contact Dustin Doucet
•24 hours prior to commencing operations to plug and abandon the well - contact Dan Jarvis

Contact Information:
The following are Division of Oil, Gas and Mining contacts and their telephone numbers (please
leave a voicemail message if the person is not available to take the call):

• Carol Daniels 801-538-5284 - office
• Dustin Doucet 801-538-5281 - office

801-733-0983 - after office hours
• Dan Jarvis 801-538-5338 - office

801-231-8956 - after office hours

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil &
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46537 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 GORDON CREEK ST SW-7-14-8 

2. NAME OF OPERATOR:
 GORDON CREEK, LLC

9. API NUMBER:
 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1179 E Main #345 , Price, UT, 84501 403 453-1608  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0833 FSL 2011 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

11/11/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 As per discussions with Mark Jones of DOGM (Price) we wish to now construct
a 100' X 50' X 10' mud pit on location (copy of updated survey plat showing
mud pit location) to handle any fresh water we may encounter when drilling

this well.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Barry Brumwell 403 453-1608

TITLE
 Vice President-Operations

SIGNATURE
 N/A

DATE
 11/9/2011

11/30/2011

Nov. 09, 2011

Sundry Number: 20258 API Well Number: 43007502420000

FORM 9
STATE OF UTAH
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Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDON CREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 E×t UNDESIGNATED

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: CARBON
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Qtr/Qtr: SESW Section: 07 Township: 14.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR
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Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/11/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
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mud pit location) to handle any fresh water we may encounter when drilling Accepted by the

this well. Utah Division of
Oil, Gas and Mining

Date: 11/30/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations
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Nov. 09, 2011

Sundry Number: 20258 API Well Number: 43007502420000

EX
ISTIN

G
TO

PSO
IL

PILE

o
so

EX
ISTIN

G
PA

D
'

SW
-7-14-8

B
ev.

7529.3'
\

TA
LO

N
R

ESO
U

R
C

ES,
IN

C
.

615N
orth400EastP.O

.B
ox1230

H
untington,U

tah
84528

o
O

Phone (435)687-5310
Fax (435)687-5311

E-M
ailtalonsetv.net

TH
U

N
D

ER
SIR

D

LO
C

A
TIO

N
LA

Y
O

U
T

...
Section

7,
T14S,

R
8E,

S.L.B
.&

M
.

7530
D

raw
n

SW
-7-14-c8hecked

B
y:

X
IST

IN
O

N
.

B
U

TK
O

V
IC

H
A

.P.C
.

T
0

PSO
IL

D
raw

ing
N

o.
D

ate:

PILE
'

A
-2

.$.

1
>s

1
=

60
Job

N
o.

R
evision:

11/9/11
Sheet

of
3

EX
ISTIN

G
TO

PSO
IL

PILE

o
so

EX
ISTIN

G
PA

D
'

SW
-7-14-8

B
ev.

7529.3'
\

TA
LO

N
R

ESO
U

R
C

ES,
IN

C
.

615N
orth400EastP.O

.B
ox1230

H
untington,U

tah
84528

o
O

Phone (435)687-5310
Fax (435)687-5311

E-M
ailtalonsetv.net

TH
U

N
D

ER
SIR

D

LO
C

A
TIO

N
LA

Y
O

U
T

...
Section

7,
T14S,

R
8E,

S.L.B
.&

M
.

7530
D

raw
n

SW
-7-14-c8hecked

B
y:

X
IST

IN
O

N
.

B
U

TK
O

V
IC

H
A

.P.C
.

T
0

PSO
IL

D
raw

ing
N

o.
D

ate:

PILE
'

A
-2

.$.

1
>s

1
=

60
Job

N
o.

R
evision:

11/9/11
Sheet

of
3

EX
ISTIN

G
TO

PSO
IL

PILE

o
so

EX
ISTIN

G
PA

D
'

SW
-7-14-8

B
ev.

7529.3'
\

TA
LO

N
R

ESO
U

R
C

ES,
IN

C
.

615N
orth400EastP.O

.B
ox1230

H
untington,U

tah
84528

o
O

Phone (435)687-5310
Fax (435)687-5311

E-M
ailtalonsetv.net

TH
U

N
D

ER
SIR

D

LO
C

A
TIO

N
LA

Y
O

U
T

...
Section

7,
T14S,

R
8E,

S.L.B
.&

M
.

7530
D

raw
n

SW
-7-14-c8hecked

B
y:

X
IST

IN
O

N
.

B
U

TK
O

V
IC

H
A

.P.C
.

T
0

PSO
IL

D
raw

ing
N

o.
D

ate:

PILE
'

A
-2

.$.

1
>s

1
=

60
Job

N
o.

R
evision:

11/9/11
Sheet

of
3



CONFIDENTIAL

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company GORDON CREEK, LLC

Well Name: GORDON CREEK ST SW 7-14-8

Api No: 43-007-50242 Lease Type STATE

Section 02 Township 14S Range 08E County CARBON

Drilling Contractor RIG #

SPUDDED:
Date 11/18/2011

Time

How DRY

Drilling will
Commence:

Reported by CHUCK WALTERS

Telephone # (702) 575-3581

Date 11/18/2011 Signed

CONFIDENTIAL

DIVISION OF OIL, GAS AND MINING
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DIVISION OF OIL, GAS AND MINING
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Date 11/18/2011

Time

How DRY
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Date 11/18/2011 Signed



STATE OF UTAH FORM 6
DEPARTMENT OF NATURAL RESOURCES

DIVISiON OF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Gordon Creek, LLC· Operator Account Number: N

Address: 1179 E. Main, #345

city Price

state UT z¡p 84501 Phone Number: (435) 820-1489

WeH 1

API Number Well Name QQ Sec Twp Rng County

4300750242 GORDON CREEK ST SW-7-14-8 SESW 7 14 8 g CARBON

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

A Û ' g 11/18/2011 |
Comments:

WELL WAS SPUDDED AT 19:00 HRS ON 11/18/2011 AND RIG RELEASED A N

Well 2

API Number Well Name QQ See Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) BARRY BRUMWELL

B - Add new well to existing entity (groupor unit well) Name (Please PrintL
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existingentity to a new entity signature
E - Other (Explain in 'comments' section) VP of OPERATIONS 12/28/2011

RECENED Title Date

(5/2000)

DEC2 9 2011

Jy 0FGL,¾S&

STATE OF UTAH FORM 6
DEPARTMENT OF NATURAL RESOURCES

DIVISiON OF OIL, GAS AND MINING
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Number Number Effective Date

Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) BARRY BRUMWELL

B - Add new well to existing entity (groupor unit well) Name (Please PrintL
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existingentity to a new entity signature
E - Other (Explain in 'comments' section) VP of OPERATIONS 12/28/2011

RECENED Title Date

(5/2000)

DEC2 9 2011

Jy 0FGL,¾S&

STATE OF UTAH FORM 6
DEPARTMENT OF NATURAL RESOURCES

DIVISiON OF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Gordon Creek, LLC· Operator Account Number: N

Address: 1179 E. Main, #345

city Price

state UT z¡p 84501 Phone Number: (435) 820-1489

WeH 1

API Number Well Name QQ Sec Twp Rng County

4300750242 GORDON CREEK ST SW-7-14-8 SESW 7 14 8 g CARBON

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

A Û ' g 11/18/2011 |
Comments:

WELL WAS SPUDDED AT 19:00 HRS ON 11/18/2011 AND RIG RELEASED A N

Well 2

API Number Well Name QQ See Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) BARRY BRUMWELL

B - Add new well to existing entity (groupor unit well) Name (Please PrintL
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existingentity to a new entity signature
E - Other (Explain in 'comments' section) VP of OPERATIONS 12/28/2011

RECENED Title Date

(5/2000)

DEC2 9 2011

Jy 0FGL,¾S&



CONFilENTIAL
STATE OF UTAH FORM7

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL,GASANDMINING

REPORT OF WATER ENCOUNTEREDDURINGDRILLING

RECElVED
Wellname and number: GORDON CREEK ST SW-7-14-8

API number: 4300750242

WellLocation: QQ SESW Section 7 Township 14 $ Range 8 6" County CARBON
OFOIL,GAS&MINING

Welloperator: GORDON CREEK, LLC.

Address: 1179 E. MAIN,#345

cityPRICE state UT zip 84501 Phone: (435) 820-1489

Drillingcontractor: CBMPARTNERS

Address: #36 CR 350 PO BOX27

city FLORA VISTA state NM zip 87415 Phone: (505) 333-2500

Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY

FROM TO (FLOWRATEOR HEAD) (FRESH OR SALTY)

1,080 1,200 100 FRESH

Formation tops: 1 EMERY SANDSTONE 2
(Top to Bottom)

4 6

8 9

10 11 12

If an analysis has been made of the water encountered, please attach a copy of the report to this form.

I hereby certify that this report is true and complete to the best of my knowledge.

NAME(PLEASE PRINT) BARRYBRUMWELL, C.E.T. TITLE VICEPRESIDENT of OPERATIONS

SIGNATURE DATE
1/5/2012

CONFilENTIAL
STATE OF UTAH FORM7

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL,GASANDMINING

REPORT OF WATER ENCOUNTEREDDURINGDRILLING

RECElVED
Wellname and number: GORDON CREEK ST SW-7-14-8

API number: 4300750242

WellLocation: QQ SESW Section 7 Township 14 $ Range 8 6" County CARBON
OFOIL,GAS&MINING

Welloperator: GORDON CREEK, LLC.

Address: 1179 E. MAIN,#345

cityPRICE state UT zip 84501 Phone: (435) 820-1489

Drillingcontractor: CBMPARTNERS

Address: #36 CR 350 PO BOX27

city FLORA VISTA state NM zip 87415 Phone: (505) 333-2500

Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY

FROM TO (FLOWRATEOR HEAD) (FRESH OR SALTY)

1,080 1,200 100 FRESH

Formation tops: 1 EMERY SANDSTONE 2
(Top to Bottom)

4 6

8 9

10 11 12

If an analysis has been made of the water encountered, please attach a copy of the report to this form.

I hereby certify that this report is true and complete to the best of my knowledge.

NAME(PLEASE PRINT) BARRYBRUMWELL, C.E.T. TITLE VICEPRESIDENT of OPERATIONS

SIGNATURE DATE
1/5/2012

CONFilENTIAL
STATE OF UTAH FORM7

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL,GASANDMINING

REPORT OF WATER ENCOUNTEREDDURINGDRILLING

RECElVED
Wellname and number: GORDON CREEK ST SW-7-14-8

API number: 4300750242

WellLocation: QQ SESW Section 7 Township 14 $ Range 8 6" County CARBON
OFOIL,GAS&MINING

Welloperator: GORDON CREEK, LLC.

Address: 1179 E. MAIN,#345

cityPRICE state UT zip 84501 Phone: (435) 820-1489

Drillingcontractor: CBMPARTNERS

Address: #36 CR 350 PO BOX27

city FLORA VISTA state NM zip 87415 Phone: (505) 333-2500

Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY

FROM TO (FLOWRATEOR HEAD) (FRESH OR SALTY)

1,080 1,200 100 FRESH

Formation tops: 1 EMERY SANDSTONE 2
(Top to Bottom)

4 6

8 9

10 11 12

If an analysis has been made of the water encountered, please attach a copy of the report to this form.

I hereby certify that this report is true and complete to the best of my knowledge.

NAME(PLEASE PRINT) BARRYBRUMWELL, C.E.T. TITLE VICEPRESIDENT of OPERATIONS

SIGNATURE DATE
1/5/2012



RECEIVED: Jul. 12, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46537 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 GORDON CREEK ST SW-7-14-8 

2. NAME OF OPERATOR:
 GORDON CREEK, LLC

9. API NUMBER:
 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1179 E Main #345 , Price, UT, 84501 403 453-1608  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0833 FSL 2011 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

7 /15 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  RUN CASED HOLE LOGS

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 THE INTENT OF THIS SUNDRY NOTICE IS TO MOVE AN ELECTRIC
WIRELINE UNIT ONTO THE WELL AND RUN A PULSED NEUTRON CASED
HOLE LOG ACROSS THE FERRON ZONE UP TO THE DEPTH WHERE OPEN
HOLE LOGS WERE UNABLE TO GET PASSED, THEN RUN A CASED HOLE

GE-CBL-CCL LOG FROM TOTAL DEPTH TO SURFACE CASING, AND ALSO
PRESSURE TEST THE 5 1/2" PRODUCTION CASING TO 3,000 psi. WE

WOULD THEN SUSPEND OPERATIONS UNTIL PERFORATING AND
STIMULATION OPERATIONS ARE PLANNED & PREPARED, WHICH WOULD

BE DONE UNDER THE COVER OF A SEPARATE SUNDRY NOTICE.

NAME (PLEASE PRINT) PHONE NUMBER 
 Barry Brumwell 403 453-1608

TITLE
 Vice President-Operations

SIGNATURE
 N/A

DATE
 7 /12 /2012

July 12, 2012

Sundry Number: 27726 API Well Number: 43007502420000Sundry Number: 27726 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/15/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: RUN CASED HOLE LOGS

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE INTENTOF THIS SUNDRY NOTICE IS TO MOVE AN ELECTRIC Approved by the
WIRELINE UNITONTO THE WELLAND RUN A PULSED NEUTRON CASED Utah Division of
HOLE LOG ACROSS THE FERRON ZONE UP TO THE DEPTH WHERE OPEN Oil, Gas and Mining

HOLE LOGS WERE UNABLETO GET PASSED, THEN RUNA CASED HOLE Date: July 12, 2012
GE-CBL-CCL LOG FROM TOTAL DEPTH TO SURFACE CASING, AND ALSO \

PRESSURE TEST THE 5 1/2" PRODUCTION CASING TO 3,000 psi. WE By: 19/(i
WOULDTHEN SUSPEND OPERATIONS UNTILPERFORATING AND

STIMULATIONOPERATIONS ARE PLANNED& PREPARED, WHICH WOULD
BE DONE UNDER THE COVER OF A SEPARATE SUNDRY NOTICE.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 7/12/2012

RECEIVED: Jul. 12,

Sundry Number: 27726 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/15/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: RUN CASED HOLE LOGS

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE INTENTOF THIS SUNDRY NOTICE IS TO MOVE AN ELECTRIC Approved by the
WIRELINE UNITONTO THE WELLAND RUN A PULSED NEUTRON CASED Utah Division of
HOLE LOG ACROSS THE FERRON ZONE UP TO THE DEPTH WHERE OPEN Oil, Gas and Mining

HOLE LOGS WERE UNABLETO GET PASSED, THEN RUNA CASED HOLE Date: July 12, 2012
GE-CBL-CCL LOG FROM TOTAL DEPTH TO SURFACE CASING, AND ALSO \

PRESSURE TEST THE 5 1/2" PRODUCTION CASING TO 3,000 psi. WE By: 19/(i
WOULDTHEN SUSPEND OPERATIONS UNTILPERFORATING AND

STIMULATIONOPERATIONS ARE PLANNED& PREPARED, WHICH WOULD
BE DONE UNDER THE COVER OF A SEPARATE SUNDRY NOTICE.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 7/12/2012

RECEIVED: Jul. 12,

Sundry Number: 27726 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/15/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: RUN CASED HOLE LOGS

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE INTENTOF THIS SUNDRY NOTICE IS TO MOVE AN ELECTRIC Approved by the
WIRELINE UNITONTO THE WELLAND RUN A PULSED NEUTRON CASED Utah Division of
HOLE LOG ACROSS THE FERRON ZONE UP TO THE DEPTH WHERE OPEN Oil, Gas and Mining

HOLE LOGS WERE UNABLETO GET PASSED, THEN RUNA CASED HOLE Date: July 12, 2012
GE-CBL-CCL LOG FROM TOTAL DEPTH TO SURFACE CASING, AND ALSO \

PRESSURE TEST THE 5 1/2" PRODUCTION CASING TO 3,000 psi. WE By: 19/(i
WOULDTHEN SUSPEND OPERATIONS UNTILPERFORATING AND

STIMULATIONOPERATIONS ARE PLANNED& PREPARED, WHICH WOULD
BE DONE UNDER THE COVER OF A SEPARATE SUNDRY NOTICE.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 7/12/2012

RECEIVED: Jul. 12,



RECEIVED: Jun. 29, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46537 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 GORDON CREEK ST SW-7-14-8 

2. NAME OF OPERATOR:
 GORDON CREEK, LLC

9. API NUMBER:
 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1179 E Main #345 , Price, UT, 84501 403 453-1608  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0833 FSL 2011 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

7 /5 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  RUN CASED HOLE LOGS

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 ONCE THE AREA FOREST FIRES HAVE SUBSIDED AND WE ARE ALLOWED
ONTO LOCATION, THE INTENT OF THIS SUNDRY NOTICE IS TO MOVE AN

ELECTRIC WIRELINE UNIT ONTO THE WELL AND RUN A CASED HOLE
GE-CBL-CCL LOG FROM TOTAL DEPTH TO SURFACE CASING, AND ALSO

PRESSURE TEST THE 5 1/2" PRODUCTION CASING TO 3,000 psi. WE
WOULD THEN SUSPEND OPERATIONS UNTIL PERFORATING AND

STIMULATION OPERATIONS ARE PLANNED & PREPARED, WHICH WOULD
BE DONE UNDER THE COVER OF A SEPARATE SUNDRY NOTICE.

NAME (PLEASE PRINT) PHONE NUMBER 
 Barry Brumwell 403 453-1608

TITLE
 Vice President-Operations

SIGNATURE
 N/A

DATE
 6 /29 /2012

July 12, 2012

Sundry Number: 27196 API Well Number: 43007502420000Sundry Number: 27196 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/5/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: RUN CASED HOLE LOGS

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ONCE THE AREA FOREST FIRES HAVESUBSIDED ANDWE ARE ALLOWED Approved by the
ONTO LOCATION, THE INTENT OF THIS SUNDRY NOTICE IS TO MOVE AN Utah Division of

ELECTRIC WIRELINE UNITONTO THE WELLAND RUN A CASED HOLE Oil, Gas and Mining
GE-CBL-CCL LOG FROM TOTAL DEPTH TO SURFACE CASING, AND ALSO Date: July 12, 2012

PRESSURE TEST THE 5 1/2" PRODUCTION CASING TO 3,000 psi. WE
WOULDTHEN SUSPEND OPERATIONS UNTILPERFORATING AND sy: \ 9/(i

STIMULATIONOPERATIONS ARE PLANNED& PREPARED, WHICH WOULD
BE DONE UNDER THE COVER OF A SEPARATE SUNDRY NOTICE.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 6/29/2012

RECEIVED: Jun. 29,

Sundry Number: 27196 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/5/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: RUN CASED HOLE LOGS

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ONCE THE AREA FOREST FIRES HAVESUBSIDED ANDWE ARE ALLOWED Approved by the
ONTO LOCATION, THE INTENT OF THIS SUNDRY NOTICE IS TO MOVE AN Utah Division of

ELECTRIC WIRELINE UNITONTO THE WELLAND RUN A CASED HOLE Oil, Gas and Mining

GE-CBL-CCL LOG FROM TOTAL DEPTH TO SURFACE CASING, AND ALSO Date: July 12, 2012
PRESSURE TEST THE 5 1/2" PRODUCTION CASING TO 3,000 psi. WE

WOULDTHEN SUSPEND OPERATIONS UNTILPERFORATING AND sy: \ 9/(i

STIMULATIONOPERATIONS ARE PLANNED& PREPARED, WHICH WOULD
BE DONE UNDER THE COVER OF A SEPARATE SUNDRY NOTICE.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 6/29/2012

RECEIVED: Jun. 29,

Sundry Number: 27196 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/5/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: RUN CASED HOLE LOGS

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ONCE THE AREA FOREST FIRES HAVESUBSIDED ANDWE ARE ALLOWED Approved by the
ONTO LOCATION, THE INTENT OF THIS SUNDRY NOTICE IS TO MOVE AN Utah Division of

ELECTRIC WIRELINE UNITONTO THE WELLAND RUN A CASED HOLE Oil, Gas and Mining

GE-CBL-CCL LOG FROM TOTAL DEPTH TO SURFACE CASING, AND ALSO Date: July 12, 2012
PRESSURE TEST THE 5 1/2" PRODUCTION CASING TO 3,000 psi. WE

WOULDTHEN SUSPEND OPERATIONS UNTILPERFORATING AND sy: \ 9/(i

STIMULATIONOPERATIONS ARE PLANNED& PREPARED, WHICH WOULD
BE DONE UNDER THE COVER OF A SEPARATE SUNDRY NOTICE.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 6/29/2012

RECEIVED: Jun. 29,



RECEIVED: Aug. 21, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46537 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 GORDON CREEK ST SW-7-14-8 

2. NAME OF OPERATOR:
 GORDON CREEK, LLC

9. API NUMBER:
 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1179 E Main #345 , Price, UT, 84501 403 453-1608  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0833 FSL 2011 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

12 /1 /2011

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Executive Summary and Drilling Reports attached.

NAME (PLEASE PRINT) PHONE NUMBER 
 Barry Brumwell 403 453-1608

TITLE
 Vice President-Operations

SIGNATURE
 N/A

DATE
 8 /21 /2012

August 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

12/1/2011
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Executive Summary and Drilling Reports attached. Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
August 21, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 8/21/2012

RECEIVED: Aug. 21,

Sundry Number: 29127 API Well Number: 43007502420000
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STATE OF UTAH
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Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8
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1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED
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FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

12/1/2011
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Executive Summary and Drilling Reports attached. Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
August 21, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 8/21/2012

RECEIVED: Aug. 21,

Sundry Number: 29127 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

12/1/2011
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Executive Summary and Drilling Reports attached. Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
August 21, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 8/21/2012

RECEIVED: Aug. 21,



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

EXECUTIVESUMMARY REPORT

WELL: GORDONCREEKSW-7-14-8 API#: 43000750242

COUNTY: CARBONCOUNTY,UTAH SPUD: 01:30 HRS, 11/18/2011

OBJECTIVE: To drill & complete as a Ferron Gas well R.R.: 24:00 HRS, 12/01/2011

RIG CONTRACTOR: CBM Partners Rig #101

BIT INFORMATION:

SIZE DEPTH DEPTH ROT. TOTAL
TYPE

(inches) IN (ft) OUT (ft) HOURS HOURS

Tricone 14 3/4 0 40 2.5 2.5

PDC 11 40 907 15.5 18

PDC 7 7/8 907 3990 60.75 78.75

Tricone 7 7/8 3990 4275 22.75 101.5

CONDUCTORCASING:
HOLESIZE: 14 3/4" CONDUCTORSET FROM: 0' to 40'

The 12 ¾" conductor pipe was run to 40' and cemented full length.

SURFACECASING:

HOLESIZE: 11" SURFACECASINGFROM: 0' to 907

Ran a total of 20 joints of 8 5/8", 24 #/ft, J-55, ST&Ccasing landed at 906' KB. Cemented with 400 sks Class G cement mixed with 15.8

ppg. No returns. Top job through 1" jointed pipe with 100 sks Class6 15.5 ppg cement.

PRODUCTION CASING:

HOLESIZE: 7 7/8" SURFACECASINGFROM: 0' to 4233.46'

Ran a total of 103 joints of 5 ½", 17.0 #/ft, N-80, LT&Ccasing landed at 4,233.46' KB. Cemented with 474 sks Premium Class "G" +

0.2% airout, 40% Superball, 2% CaCl2, 1% Super FL300, ¼# Super Flake, 3% Super GR mixed at 10.7 ppg. Bumped plug, floats held, no

cement returns. Marker joints at 3,980' and 3,636'.

PLEASEREFERTO THE ATTACHEDDRILLINGREPORTSFOR SPECIFICDAILYWELL

Sundry Number: 29127 API Well Number: 43007502420000

EXECUTIVESUMMARY REPORT
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PLEASEREFERTO THE ATTACHEDDRILLINGREPORTSFOR SPECIFICDAILYWELL
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RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

E iLJND RB!RD DAIL3 DRILLING RE;*ORT

WELL NAME: GORDEN CREEK ST SWL14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR CHUCK WALTER REPORTING O BARRY BRUMWELL

CELLULAR # PHONE #:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R DATE: DAILÝCOST:

CONTRACTO I: CBM PARTNERS CBM #100 CUM. COST:

EST T.D: AFE EST (D8u ): (D&C)

DAY: 1 EPORT DATE 17 N¤v-11 STATUS 06:0 Prep to mpve rg

DEPTH: PROG KB: 7542.30 GL 7529.30 MACP

SURVEYS:

MUD TYPE: WT VISC WL PH: FC:

ADDITíVES:

BIT SERlAL# SIZE MFG Ti'PE JETS WOB RPM FEET HOlJRS ROP GRADE

0000 0600 Waiting on daylight
0600 1800 RD, 5 loads moved onto new location. Camp moved and set up on new location

1800 2400 Shut down for night

WT. OF D.C. WT. OF STRING

Sundry Number: 29127 API Well Number: 43007502420000

E iLJND RB!RD DAIL3 DRILLING RE;*ORT
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WT. OF D.C. WT. OF STRING

Sundry Number: 29127 API Well Number: 43007502420000

E iLJND RB!RD DAIL3 DRILLING RE;*ORT
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DAY: 1 EPORT DATE 17 N¤v-11 STATUS 06:0 Prep to mpve rg

DEPTH: PROG KB: 7542.30 GL 7529.30 MACP

SURVEYS:

MUD TYPE: WT VISC WL PH: FC:

ADDITíVES:

BIT SERlAL# SIZE MFG Ti'PE JETS WOB RPM FEET HOlJRS ROP GRADE

0000 0600 Waiting on daylight
0600 1800 RD, 5 loads moved onto new location. Camp moved and set up on new location

1800 2400 Shut down for night

WT. OF D.C. WT. OF STRING



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

TH LANDE RBIRD DAILY DRILLINGRE:'ORT

lìNfKGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY, UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING 0: BARRYBRUMWELL

CELLULAR #: PHONE#:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST:

CONTRACTOR: CBMPARTNERS CBM#100 CUM.COST:

EST. T.D: AFE EST (D&t.): (D&C):

DAY: 2 REPORT DATE 18-Nov 11 STATUS 06:0; Moving rig -40% moved 0% RU

DEPTH: PROG: KB: 7542.30 GL: 7529.30 _MACP:

SURVEYS:

MUD TYPE: WT: VISC: WL: PH: FC:

ADDITIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

TIME DISTRIB ITION
DRILLING ASSEMI LY MOVEme: 1800 L.D.D.S..

TOOL OD ID LENGTH RIGTosPUD LOGGING

WELD ON BBL: CEMENT;

RIG SERVICE WAFT MOVE 6 00
SURVEY: WOC:
PRESSURE TEST RUN CSG

DRILL: DST:

HANDLETOOLS: TRIP:
C1RCULATE: WATT ON:

NIPPLE DN BOP: WELD BOWL

DRILLOtiT: DIR.WORK:

REAM: PA50N
SAFETY MEETING SLIP LINE:

3TUCK & FISH: WORK CON

IfG DOWN TIME Other

TOTAL lig Out Nipple Up

LAST CASING SUMMARY FOTALHOURs: 24 00

RAN JTS mm <g/m CSG.

LANDED AT MKB. TOTAL LENGTH METERS.
CEMENTED WITH
PLUG DOWN AT HRS. ON WITH M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0600 Waitingfor day light
0600 2400 Move in an spot rig. Crew contiued to rig up under lights. Haulwater

WT OF D C. WT OF STRING

Sundry Number: 29127 API Well Number: 43007502420000

TH LANDE RBIRD DAILY DRILLINGRE:'ORT

lìNfKGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY, UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING 0: BARRYBRUMWELL

CELLULAR #: PHONE#:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST:

CONTRACTOR: CBMPARTNERS CBM#100 CUM.COST:

EST. T.D: AFE EST (D&t.): (D&C):

DAY: 2 REPORT DATE 18-Nov 11 STATUS 06:0; Moving rig -40% moved 0% RU

DEPTH: PROG: KB: 7542.30 GL: 7529.30 _MACP:

SURVEYS:

MUD TYPE: WT: VISC: WL: PH: FC:

ADDITIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

TIME DISTRIB ITION
DRILLING ASSEMI LY MOVEme: 1800 L.D.D.S..

TOOL OD ID LENGTH RIGTosPUD LOGGING

WELD ON BBL: CEMENT;

RIG SERVICE WAFT MOVE 6 00
SURVEY: WOC:
PRESSURE TEST RUN CSG

DRILL: DST:

HANDLETOOLS: TRIP:
C1RCULATE: WATT ON:

NIPPLE DN BOP: WELD BOWL

DRILLOtiT: DIR.WORK:

REAM: PA50N
SAFETY MEETING SLIP LINE:

3TUCK & FISH: WORK CON

IfG DOWN TIME Other

TOTAL lig Out Nipple Up

LAST CASING SUMMARY FOTALHOURs: 24 00

RAN JTS mm <g/m CSG.

LANDED AT MKB. TOTAL LENGTH METERS.
CEMENTED WITH
PLUG DOWN AT HRS. ON WITH M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0600 Waitingfor day light
0600 2400 Move in an spot rig. Crew contiued to rig up under lights. Haulwater

WT OF D C. WT OF STRING

Sundry Number: 29127 API Well Number: 43007502420000

TH LANDE RBIRD DAILY DRILLINGRE:'ORT

lìNfKGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY, UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING 0: BARRYBRUMWELL

CELLULAR #: PHONE#:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST:

CONTRACTOR: CBMPARTNERS CBM#100 CUM.COST:

EST. T.D: AFE EST (D&t.): (D&C):

DAY: 2 REPORT DATE 18-Nov 11 STATUS 06:0; Moving rig -40% moved 0% RU

DEPTH: PROG: KB: 7542.30 GL: 7529.30 _MACP:

SURVEYS:

MUD TYPE: WT: VISC: WL: PH: FC:

ADDITIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

TIME DISTRIB ITION
DRILLING ASSEMI LY MOVEme: 1800 L.D.D.S..

TOOL OD ID LENGTH RIGTosPUD LOGGING

WELD ON BBL: CEMENT;

RIG SERVICE WAFT MOVE 6 00
SURVEY: WOC:
PRESSURE TEST RUN CSG

DRILL: DST:

HANDLETOOLS: TRIP:
C1RCULATE: WATT ON:

NIPPLE DN BOP: WELD BOWL

DRILLOtiT: DIR.WORK:

REAM: PA50N
SAFETY MEETING SLIP LINE:

3TUCK & FISH: WORK CON

IfG DOWN TIME Other

TOTAL lig Out Nipple Up

LAST CASING SUMMARY FOTALHOURs: 24 00

RAN JTS mm <g/m CSG.

LANDED AT MKB. TOTAL LENGTH METERS.
CEMENTED WITH
PLUG DOWN AT HRS. ON WITH M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0600 Waitingfor day light
0600 2400 Move in an spot rig. Crew contiued to rig up under lights. Haulwater

WT OF D C. WT OF STRING



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THUNDERSIRD DAILY DRILLING RE 'ORT

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING 0 BARRY BRUMWELL

CELLULAR#: PHONE#:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $26 395

CONTRACTOR: CBM PARTNERS CBM #100 cuM. CosT: 557 145

EST. T.D: AFE EST (D&t ); (D&C):

DAY: 3 ;1EPORT DATE 19-Nov 11 STATUS 06:01 Depth. 467, Workmg on rotatmq head

DEPTH: 218 PROG: 218 KB: 7542.30 GL: 7529.30 MACP¿
SURVEYS:

MUD TYPE: aerated water | WT: VISC: WL: PH: FC:
ADDFTIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE
1 11 Retip - rerun
2 $25 g Shear SV 616 6 x 18 8 - 10 80 218 7.5 29

UMP DESCR LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L &J F-100 Triplex 6" T'
L&J F-100 Triplex 6" 7'

TIME DISTRIB ITION

DRILLING ASSEME LY MOVE RIG: LD.DS.

TOOL OD ID LENGTH nioTosPuo: LOGGING:

Bit, 9.25" PDC 9 25" 1 70 WELDoN 880 CEMENT: 3 00

XO 8" 2 75 5 21 RIG SERVICE: WAITMOVE

9 DCs 6 25 2 25 277 27 SURVEY: WOC:

PRESSURE TEST: 1 50 RUN CSG. 3 50
DRILL: 7 50 osT

HANDLETOOLs: 4 00 TRIP.

CIRCULATE: WAITON:

NIPPLE DN BOP: WEl.D ElOWL

DRILLOUT; DIR.WORK:

REAM. PASON

SAFETY MEETlNG SUP LINE:
ITUCK & FisH: WORK CON:
11GDOWN TIME other 1 00

TOTAL 284 18 tig Qut NeppleUp 3 50

LAST CASING SUMMARY TOTALHouRs 24 00

RAN JTS mm Kg/m CSG.
LANDED AT MKB. TOTAL LENGTH METERS.
CEMENTED WITH
PLUG DOWN AT HRS.ON WITH M3CEMENT RETURNS.
LOGS RUN

I
REMARKS

0000 0130 Rig up - prep to spud - haul water
0130 0400 Spud w/g3 bit. Drillto 40'
0400 0700 LDbit,couart.
0700 1200 PU conductor, workdown to 40'
1200 1300 Cement conductor with 2 culyds ready mix grout.
1300 1400 Rough cut conductor. Measure and final cut conductor
1400 1630 NUriser, rotating head. RUblooie line
1630 1730 PU fI" bit,bit sub and DCs.
1730 1900 Te IIair lines withhigh and lowpressure
1900 0000 Drill 218'

WT. OF D.C. WT. OF STRING
Weather: Blowing drifting snow

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERSIRD DAILY DRILLING RE 'ORT

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING 0 BARRY BRUMWELL

CELLULAR#: PHONE#:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $26 395

CONTRACTOR: CBM PARTNERS CBM #100 cuM. CosT: 557 145

EST. T.D: AFE EST (D&t ); (D&C):

DAY: 3 ;1EPORT DATE 19-Nov 11 STATUS 06:01 Depth. 467, Workmg on rotatmq head

DEPTH: 218 PROG: 218 KB: 7542.30 GL: 7529.30 MACP¿
SURVEYS:

MUD TYPE: aerated water | WT: VISC: WL: PH: FC:
ADDFTIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE
1 11 Retip - rerun
2 $25 g Shear SV 616 6 x 18 8 - 10 80 218 7.5 29

UMP DESCR LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L &J F-100 Triplex 6" T'
L&J F-100 Triplex 6" 7'

TIME DISTRIB ITION

DRILLING ASSEME LY MOVE RIG: LD.DS.

TOOL OD ID LENGTH nioTosPuo: LOGGING:

Bit, 9.25" PDC 9 25" 1 70 WELDoN 880 CEMENT: 3 00

XO 8" 2 75 5 21 RIG SERVICE: WAITMOVE

9 DCs 6 25 2 25 277 27 SURVEY: WOC:

PRESSURE TEST: 1 50 RUN CSG. 3 50
DRILL: 7 50 osT

HANDLETOOLs: 4 00 TRIP.

CIRCULATE: WAITON:

NIPPLE DN BOP: WEl.D ElOWL

DRILLOUT; DIR.WORK:

REAM. PASON

SAFETY MEETlNG SUP LINE:
ITUCK & FisH: WORK CON:
11GDOWN TIME other 1 00

TOTAL 284 18 tig Qut NeppleUp 3 50

LAST CASING SUMMARY TOTALHouRs 24 00

RAN JTS mm Kg/m CSG.
LANDED AT MKB. TOTAL LENGTH METERS.
CEMENTED WITH
PLUG DOWN AT HRS.ON WITH M3CEMENT RETURNS.
LOGS RUN

I
REMARKS

0000 0130 Rig up - prep to spud - haul water
0130 0400 Spud w/g3 bit. Drillto 40'
0400 0700 LDbit,couart.
0700 1200 PU conductor, workdown to 40'
1200 1300 Cement conductor with 2 culyds ready mix grout.
1300 1400 Rough cut conductor. Measure and final cut conductor
1400 1630 NUriser, rotating head. RUblooie line
1630 1730 PU fI" bit,bit sub and DCs.
1730 1900 Te IIair lines withhigh and lowpressure
1900 0000 Drill 218'

WT. OF D.C. WT. OF STRING
Weather: Blowing drifting snow

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERSIRD DAILY DRILLING RE 'ORT

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING 0 BARRY BRUMWELL

CELLULAR#: PHONE#:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $26 395

CONTRACTOR: CBM PARTNERS CBM #100 cuM. CosT: 557 145

EST. T.D: AFE EST (D&t ); (D&C):

DAY: 3 ;1EPORT DATE 19-Nov 11 STATUS 06:01 Depth. 467, Workmg on rotatmq head

DEPTH: 218 PROG: 218 KB: 7542.30 GL: 7529.30 MACP¿
SURVEYS:

MUD TYPE: aerated water | WT: VISC: WL: PH: FC:
ADDFTIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE
1 11 Retip - rerun
2 $25 g Shear SV 616 6 x 18 8 - 10 80 218 7.5 29

UMP DESCR LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L &J F-100 Triplex 6" T'
L&J F-100 Triplex 6" 7'

TIME DISTRIB ITION

DRILLING ASSEME LY MOVE RIG: LD.DS.

TOOL OD ID LENGTH nioTosPuo: LOGGING:

Bit, 9.25" PDC 9 25" 1 70 WELDoN 880 CEMENT: 3 00

XO 8" 2 75 5 21 RIG SERVICE: WAITMOVE

9 DCs 6 25 2 25 277 27 SURVEY: WOC:

PRESSURE TEST: 1 50 RUN CSG. 3 50
DRILL: 7 50 osT

HANDLETOOLs: 4 00 TRIP.

CIRCULATE: WAITON:

NIPPLE DN BOP: WEl.D ElOWL

DRILLOUT; DIR.WORK:

REAM. PASON

SAFETY MEETlNG SUP LINE:
ITUCK & FisH: WORK CON:
11GDOWN TIME other 1 00

TOTAL 284 18 tig Qut NeppleUp 3 50

LAST CASING SUMMARY TOTALHouRs 24 00

RAN JTS mm Kg/m CSG.
LANDED AT MKB. TOTAL LENGTH METERS.
CEMENTED WITH
PLUG DOWN AT HRS.ON WITH M3CEMENT RETURNS.
LOGS RUN

I
REMARKS

0000 0130 Rig up - prep to spud - haul water
0130 0400 Spud w/g3 bit. Drillto 40'
0400 0700 LDbit,couart.
0700 1200 PU conductor, workdown to 40'
1200 1300 Cement conductor with 2 culyds ready mix grout.
1300 1400 Rough cut conductor. Measure and final cut conductor
1400 1630 NUriser, rotating head. RUblooie line
1630 1730 PU fI" bit,bit sub and DCs.
1730 1900 Te IIair lines withhigh and lowpressure
1900 0000 Drill 218'

WT. OF D.C. WT. OF STRING
Weather: Blowing drifting snow



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THLINDERBIRD DAILYDRILLING REPORT

UNDRGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY,UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING :0: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E.#:

R.R. DATE: DAILYCOST: $33,860

CONTRACTOR: CBM PARTNERS CBM#100 CUM. COST: $113,918

EST. T.D: 4000± AFE EST (Das.): (D&C):

DAY: 4 WEPORT DATE 20-Nov-11 STATUS 06:01 Waiting on cemeri

DEPTH: 907 PROG: 689 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS: | 1 degree @ 508
i degree @ 900

MUD TYPE: air/water WT: VISC:' WL: PH:
_

FC:

ADDITIVES:

BIT SERIAL # SIZE/ MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

2 TJ 20880 Se25 shear sv 616 6 x 18 10 75 689 10 68 No wearor damage

'UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6 7
L & J F-100 Triplex 6 7

TIME DISTRIB ITION
DRILLINGASSEMBLY MOVERIG: LDDS.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 9 25 1 70 WELDON BBL: CEMENT:

X - O 8" 2 75 5 21 RIG SERVICE: 1 00 WAIT MOVE

9 6.25 DCs 6 25 2 25 277 27 SURVEY: 1 00 Woc:

PRESSURE TEST RUN CSG: 1 50
DRILL 10 00 osT:

HANDLETOOLs: 2 50 TRIP: 2 00

CIRCULATE: 1 50 WAITON:

NIPPLE DN BOP: WELD BOWL

DRILL QUT: DIR. WORK:

REAM: PASON

SAFETY MEETING SLIP UNE:

STUCK & FISH: WORK CON:

RIG DOWN TIME 2 50 Other 2 00

TOTAL 284.18 Reg Out Napple Up

LAST CASING SUMMARY FOTALHOURs: 24 00

RAN 20 JTS 8 675 mm 24 Kg/m ST&C 8 rd CSG.

LANDED AT 906 00 MKB. TOTAL LENGTH 908 82 METERS.

CEMENTED WITH
PLUGDOWNAT HRS.ON WITH M3CEMENTRETURNS.

LOGS RUN

REMARKS
0000 0100 Dnll fl 218' to 27T
0100 0200 Repair air slips
0200 0300 Drillfl 277 to 371
0300 0430 Repair rotatinghead element
0430 0645 Drillfl 371 to 506
0645 0745 Wireline survey @506, 1 degree
0745 1400 Drill fl 506 to 907
1400 1530 Circulatehole clean, wireline survey @900', 1 degree (repaired geolograph line)

1530 1730 POH LD drill stringfor casing
1730 1830 Service rig, &prep to run casing.
1830 2000 Move csg on pipe rack
2000 2230 Change out subs on top drive for runningcasing
2230 2400 MU shoe, shoe jt,collarand run 8.675" casing. See surface casing details for placementof stablizers&cement baskets

Do not have all truckingcosts at this time.

WT. OF D.C. WT. OF STRING
Weather Cold,no wind Mild by Calgary

Sundry Number: 29127 API Well Number: 43007502420000

THLINDERBIRD DAILYDRILLING REPORT

UNDRGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY,UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING :0: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E.#:

R.R. DATE: DAILYCOST: $33,860

CONTRACTOR: CBM PARTNERS CBM#100 CUM. COST: $113,918

EST. T.D: 4000± AFE EST (Das.): (D&C):

DAY: 4 WEPORT DATE 20-Nov-11 STATUS 06:01 Waiting on cemeri

DEPTH: 907 PROG: 689 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS: | 1 degree @ 508
i degree @ 900

MUD TYPE: air/water WT: VISC:' WL: PH:
_

FC:

ADDITIVES:

BIT SERIAL # SIZE/ MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

2 TJ 20880 Se25 shear sv 616 6 x 18 10 75 689 10 68 No wearor damage

'UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6 7
L & J F-100 Triplex 6 7

TIME DISTRIB ITION
DRILLINGASSEMBLY MOVERIG: LDDS.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 9 25 1 70 WELDON BBL: CEMENT:

X - O 8" 2 75 5 21 RIG SERVICE: 1 00 WAIT MOVE

9 6.25 DCs 6 25 2 25 277 27 SURVEY: 1 00 Woc:

PRESSURE TEST RUN CSG: 1 50
DRILL 10 00 osT:

HANDLETOOLs: 2 50 TRIP: 2 00

CIRCULATE: 1 50 WAITON:

NIPPLE DN BOP: WELD BOWL

DRILL QUT: DIR. WORK:

REAM: PASON

SAFETY MEETING SLIP UNE:

STUCK & FISH: WORK CON:

RIG DOWN TIME 2 50 Other 2 00

TOTAL 284.18 Reg Out Napple Up

LAST CASING SUMMARY FOTALHOURs: 24 00

RAN 20 JTS 8 675 mm 24 Kg/m ST&C 8 rd CSG.

LANDED AT 906 00 MKB. TOTAL LENGTH 908 82 METERS.

CEMENTED WITH
PLUGDOWNAT HRS.ON WITH M3CEMENTRETURNS.

LOGS RUN

REMARKS
0000 0100 Dnll fl 218' to 27T
0100 0200 Repair air slips
0200 0300 Drillfl 277 to 371
0300 0430 Repair rotatinghead element
0430 0645 Drillfl 371 to 506
0645 0745 Wireline survey @506, 1 degree
0745 1400 Drill fl 506 to 907
1400 1530 Circulatehole clean, wireline survey @900', 1 degree (repaired geolograph line)

1530 1730 POH LD drill stringfor casing
1730 1830 Service rig, &prep to run casing.
1830 2000 Move csg on pipe rack
2000 2230 Change out subs on top drive for runningcasing
2230 2400 MU shoe, shoe jt,collarand run 8.675" casing. See surface casing details for placementof stablizers&cement baskets

Do not have all truckingcosts at this time.

WT. OF D.C. WT. OF STRING
Weather Cold,no wind Mild by Calgary

Sundry Number: 29127 API Well Number: 43007502420000

THLINDERBIRD DAILYDRILLING REPORT

UNDRGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY,UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING :0: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E.#:

R.R. DATE: DAILYCOST: $33,860

CONTRACTOR: CBM PARTNERS CBM#100 CUM. COST: $113,918

EST. T.D: 4000± AFE EST (Das.): (D&C):

DAY: 4 WEPORT DATE 20-Nov-11 STATUS 06:01 Waiting on cemeri

DEPTH: 907 PROG: 689 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS: | 1 degree @ 508
i degree @ 900

MUD TYPE: air/water WT: VISC:' WL: PH:
_

FC:

ADDITIVES:

BIT SERIAL # SIZE/ MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

2 TJ 20880 Se25 shear sv 616 6 x 18 10 75 689 10 68 No wearor damage

'UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6 7
L & J F-100 Triplex 6 7

TIME DISTRIB ITION
DRILLINGASSEMBLY MOVERIG: LDDS.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 9 25 1 70 WELDON BBL: CEMENT:

X - O 8" 2 75 5 21 RIG SERVICE: 1 00 WAIT MOVE

9 6.25 DCs 6 25 2 25 277 27 SURVEY: 1 00 Woc:

PRESSURE TEST RUN CSG: 1 50
DRILL 10 00 osT:

HANDLETOOLs: 2 50 TRIP: 2 00

CIRCULATE: 1 50 WAITON:

NIPPLE DN BOP: WELD BOWL

DRILL QUT: DIR. WORK:

REAM: PASON

SAFETY MEETING SLIP UNE:

STUCK & FISH: WORK CON:

RIG DOWN TIME 2 50 Other 2 00

TOTAL 284.18 Reg Out Napple Up

LAST CASING SUMMARY FOTALHOURs: 24 00

RAN 20 JTS 8 675 mm 24 Kg/m ST&C 8 rd CSG.

LANDED AT 906 00 MKB. TOTAL LENGTH 908 82 METERS.

CEMENTED WITH
PLUGDOWNAT HRS.ON WITH M3CEMENTRETURNS.

LOGS RUN

REMARKS
0000 0100 Dnll fl 218' to 27T
0100 0200 Repair air slips
0200 0300 Drillfl 277 to 371
0300 0430 Repair rotatinghead element
0430 0645 Drillfl 371 to 506
0645 0745 Wireline survey @506, 1 degree
0745 1400 Drill fl 506 to 907
1400 1530 Circulatehole clean, wireline survey @900', 1 degree (repaired geolograph line)

1530 1730 POH LD drill stringfor casing
1730 1830 Service rig, &prep to run casing.
1830 2000 Move csg on pipe rack
2000 2230 Change out subs on top drive for runningcasing
2230 2400 MU shoe, shoe jt,collarand run 8.675" casing. See surface casing details for placementof stablizers&cement baskets

Do not have all truckingcosts at this time.

WT. OF D.C. WT. OF STRING
Weather Cold,no wind Mild by Calgary



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THUNDERISIRD DAILYDRILLING REPORT

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY, UTAH

WELL LICEN( E: APW43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $22,890

CONTRACTOR: CBM PARTNERS CBM #100 CUM. COST: $135 318

EST. T.D: 4000 ± AFE EST (D&r.): (D&C):

DAY: 5
__

REPORT DATE Nov 21, 2011 STATUSO6:01 Tnp in hole

DEPTH: 907 PROG: 0' KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: Water/air _ _

WT: VISC: WL: PH: FC:

ADDITIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.875 Shram SM 616 6 x 20

'UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L&J F-100 Triplex 6 7
L&J F-100 Triplex 6 7

TIME DISTRIB ITION
DRILLINGASSEMI LY MOVERlO: LD.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit #3, PDC 7 875 WEIDON BBL CEMENT: 2 50
RIGSERVICE: 100 WATTMOVE

SURVEY: Woc: 4 50
PRESSURE TEST 1 75 RUN csG: 1 00
DRfLL: DST:

HANDLE TOOLS: TRIP: 1 25

CIRCULATE: WAITON:

NIPPLE DN BDP: WELD BOWL

DRILL OUT: DIR. WORK:

REAM: PASON

SAFETY MEETlNG SLIP UNE-

STUCK & FESH: WORK CON:

RIG DOWNTIME Other 5 50
TOTAL tog Out Nipple Up 6 50

LAST CASING SUMMARY fQTALHOURS: 24 00

RAN 20 JTS 8675 mm 24 Kg/m ST&C 8md CSG.

LANDED AT 907 00 MKB. TOTAL LEN, ITH 906 00 METERS.
CEMENTED WITH 1st stage 400 sx 15 8 'G', 2nd »tage (top ¡ob) 00 sx 15 8 'G
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0100 Contmue to run 8.675", 24 lb/ft, J-55, ST&C, 8 md casing. Landed @ 906", s oe @857', centralizers every other jt., CB @500' & 30'

0100 0330 RU cement casing w/ 400 sx 'G' 15.8# cement. No retums. Top job w/ 100 sx 'G' 15.5# cement. Cement 10' fl top. See surf cement details

0330 0800 WOC - rig maintence
0800 0900 Rig service
0900 1030 Prep cellar for welder
1030 1630 Weld on casing flange. (Rig crew RU blooie line)
1630 2200 NUBOP &choke manifold.
2200 2345 Test BOP,choke lines &manifold, blind ram, killline, kill valve pipe ram & inside valve safety valve, &upper kelly valve to2500 psi high

and 250 psi low. Choke filledwl methanol upon colpletionof testing.
2345 2400 Trip in hole wl7.875" PDC bit.

Note: Nippling up BOP is listed as 'other' under time distribution.

WT. OF D.C. WT OF STRING
Weather Cold, clear, no

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERISIRD DAILYDRILLING REPORT

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY, UTAH

WELL LICEN( E: APW43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $22,890

CONTRACTOR: CBM PARTNERS CBM #100 CUM. COST: $135 318

EST. T.D: 4000 ± AFE EST (D&r.): (D&C):

DAY: 5
__

REPORT DATE Nov 21, 2011 STATUSO6:01 Tnp in hole

DEPTH: 907 PROG: 0' KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: Water/air _ _

WT: VISC: WL: PH: FC:

ADDITIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.875 Shram SM 616 6 x 20

'UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L&J F-100 Triplex 6 7
L&J F-100 Triplex 6 7

TIME DISTRIB ITION
DRILLINGASSEMI LY MOVERlO: LD.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit #3, PDC 7 875 WEIDON BBL CEMENT: 2 50
RIGSERVICE: 100 WATTMOVE

SURVEY: Woc: 4 50
PRESSURE TEST 1 75 RUN csG: 1 00
DRfLL: DST:

HANDLE TOOLS: TRIP: 1 25

CIRCULATE: WAITON:

NIPPLE DN BDP: WELD BOWL

DRILL OUT: DIR. WORK:

REAM: PASON

SAFETY MEETlNG SLIP UNE-

STUCK & FESH: WORK CON:

RIG DOWNTIME Other 5 50
TOTAL tog Out Nipple Up 6 50

LAST CASING SUMMARY fQTALHOURS: 24 00

RAN 20 JTS 8675 mm 24 Kg/m ST&C 8md CSG.

LANDED AT 907 00 MKB. TOTAL LEN, ITH 906 00 METERS.
CEMENTED WITH 1st stage 400 sx 15 8 'G', 2nd »tage (top ¡ob) 00 sx 15 8 'G
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0100 Contmue to run 8.675", 24 lb/ft, J-55, ST&C, 8 md casing. Landed @ 906", s oe @857', centralizers every other jt., CB @500' & 30'

0100 0330 RU cement casing w/ 400 sx 'G' 15.8# cement. No retums. Top job w/ 100 sx 'G' 15.5# cement. Cement 10' fl top. See surf cement details

0330 0800 WOC - rig maintence
0800 0900 Rig service
0900 1030 Prep cellar for welder
1030 1630 Weld on casing flange. (Rig crew RU blooie line)
1630 2200 NUBOP &choke manifold.
2200 2345 Test BOP,choke lines &manifold, blind ram, killline, kill valve pipe ram & inside valve safety valve, &upper kelly valve to2500 psi high

and 250 psi low. Choke filledwl methanol upon colpletionof testing.
2345 2400 Trip in hole wl7.875" PDC bit.

Note: Nippling up BOP is listed as 'other' under time distribution.

WT. OF D.C. WT OF STRING
Weather Cold, clear, no

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERISIRD DAILYDRILLING REPORT

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY, UTAH

WELL LICEN( E: APW43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $22,890

CONTRACTOR: CBM PARTNERS CBM #100 CUM. COST: $135 318

EST. T.D: 4000 ± AFE EST (D&r.): (D&C):

DAY: 5
__

REPORT DATE Nov 21, 2011 STATUSO6:01 Tnp in hole

DEPTH: 907 PROG: 0' KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: Water/air _ _

WT: VISC: WL: PH: FC:

ADDITIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.875 Shram SM 616 6 x 20

'UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L&J F-100 Triplex 6 7
L&J F-100 Triplex 6 7

TIME DISTRIB ITION
DRILLINGASSEMI LY MOVERlO: LD.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit #3, PDC 7 875 WEIDON BBL CEMENT: 2 50
RIGSERVICE: 100 WATTMOVE

SURVEY: Woc: 4 50
PRESSURE TEST 1 75 RUN csG: 1 00
DRfLL: DST:

HANDLE TOOLS: TRIP: 1 25

CIRCULATE: WAITON:

NIPPLE DN BDP: WELD BOWL

DRILL OUT: DIR. WORK:

REAM: PASON

SAFETY MEETlNG SLIP UNE-

STUCK & FESH: WORK CON:

RIG DOWNTIME Other 5 50
TOTAL tog Out Nipple Up 6 50

LAST CASING SUMMARY fQTALHOURS: 24 00

RAN 20 JTS 8675 mm 24 Kg/m ST&C 8md CSG.

LANDED AT 907 00 MKB. TOTAL LEN, ITH 906 00 METERS.
CEMENTED WITH 1st stage 400 sx 15 8 'G', 2nd »tage (top ¡ob) 00 sx 15 8 'G
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0100 Contmue to run 8.675", 24 lb/ft, J-55, ST&C, 8 md casing. Landed @ 906", s oe @857', centralizers every other jt., CB @500' & 30'

0100 0330 RU cement casing w/ 400 sx 'G' 15.8# cement. No retums. Top job w/ 100 sx 'G' 15.5# cement. Cement 10' fl top. See surf cement details

0330 0800 WOC - rig maintence
0800 0900 Rig service
0900 1030 Prep cellar for welder
1030 1630 Weld on casing flange. (Rig crew RU blooie line)
1630 2200 NUBOP &choke manifold.
2200 2345 Test BOP,choke lines &manifold, blind ram, killline, kill valve pipe ram & inside valve safety valve, &upper kelly valve to2500 psi high

and 250 psi low. Choke filledwl methanol upon colpletionof testing.
2345 2400 Trip in hole wl7.875" PDC bit.

Note: Nippling up BOP is listed as 'other' under time distribution.

WT. OF D.C. WT OF STRING
Weather Cold, clear, no



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THUNDERY>lRD DAILYDRILLING RE:'ORT

ENTRGY

WELL NAME: GORDEN CF EEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CMUCKWAL TER REPORT1NG 0: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, N )V. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $42,525

CONTRACTO;:: CBM PARTN ERS CBM #100 CUM. COST: $177,842

EST. T.D: 4000 ± AFE EST (D&r.): (D&C):

DAY: 6 ::EPORT DATE Nov 22, 2011 STATUS 06:0l )nlhng ahead 247t

DEPTH: 967 PROG: 60 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: air/water WT: VISC: WL: PH: FC:

ADDITIVES:

BIT SERIAL# SlZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.675 Shram SM 616 6 X 20 11 90 67 4.5 20

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L&J F-100 Triplex 6 7
L&J F-100 Triplex 6 7

TIME DISTRIB ITION

DRILLINGASSEMI LY MOVERIG; LD.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 675 1 00 WELD ON BBL: CEMENT

Bit Sub 6 25 2 25 3 00 niosERVICE: 0 50 WAIT MOVE

9 Drill Collars 6 25 2 25 277 07 SuRVEY: WOC:

PRESSURE TEST: RUN CSG:

DRILL: 4 50 DST:

HANDLE TOOLS: TRir: 8 50
CIRCULATE: WAff ON:

NIPPLE DN BOP: 2 50 WELD BOWL

DRILLOUT: DIR.WORK:

REAM: PASON

3AFETYMEETING SLIP LINE:

ITUCK & FISH: WORK CON:

IIG DOWNTIME 3 00 other 2 00
TOTAL 281 07 Isg Out Nipple up 3 00

LAST CASING SUMMARY TOTAL HouRS: 24 00

RAN 20JTS 8675 mm 24 (gm ST&C Bend CSG.

LANDED AT 907 00 MKB. TOTAL LENGTH 906 00 METERS.
CEMENTED WITH
PLUG DOWN AT HRS. ON WITH M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 00 NU Blooie Line
0300 600 RIH, tag cement @756' (90' high)

. 0600 0700 Prepared to turn on air. Blooieline was to high and not orientatedto the pit.
0700 0930 POH
0930 1 0 NDrotatinghead. Remove 3' riser (lowers blooie line 3'at the stack). Tum &NU rotating head on topof BOP stack. NUblooie line.

1200 5 RIH to 756', TOC.
1500 1530 Drillcement fl 756' to 846'
1530 1600 Rig service
1600 1900 Rig repair. Pulldown was not working.
1900 2000 RU rig water, prime pumps to drillw/ air water.
2000 2115 Drillcement fl 846' (collar) 90T (shoe)
2115 0:00 Drill formation fl 907 to 967

Today's cost include lease acquisition($15999)and surveying($7000)costs.

WT. OF D.C. WT. OF STRING
Weather Cold,

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERY>lRD DAILYDRILLING RE:'ORT

ENTRGY

WELL NAME: GORDEN CF EEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CMUCKWAL TER REPORT1NG 0: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, N )V. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $42,525

CONTRACTO;:: CBM PARTN ERS CBM #100 CUM. COST: $177,842

EST. T.D: 4000 ± AFE EST (D&r.): (D&C):

DAY: 6 ::EPORT DATE Nov 22, 2011 STATUS 06:0l )nlhng ahead 247t

DEPTH: 967 PROG: 60 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: air/water WT: VISC: WL: PH: FC:

ADDITIVES:

BIT SERIAL# SlZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.675 Shram SM 616 6 X 20 11 90 67 4.5 20

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L&J F-100 Triplex 6 7
L&J F-100 Triplex 6 7

TIME DISTRIB ITION

DRILLINGASSEMI LY MOVERIG; LD.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 675 1 00 WELD ON BBL: CEMENT

Bit Sub 6 25 2 25 3 00 niosERVICE: 0 50 WAIT MOVE

9 Drill Collars 6 25 2 25 277 07 SuRVEY: WOC:

PRESSURE TEST: RUN CSG:

DRILL: 4 50 DST:

HANDLE TOOLS: TRir: 8 50
CIRCULATE: WAff ON:

NIPPLE DN BOP: 2 50 WELD BOWL

DRILLOUT: DIR.WORK:

REAM: PASON

3AFETYMEETING SLIP LINE:

ITUCK & FISH: WORK CON:

IIG DOWNTIME 3 00 other 2 00
TOTAL 281 07 Isg Out Nipple up 3 00

LAST CASING SUMMARY TOTAL HouRS: 24 00

RAN 20JTS 8675 mm 24 (gm ST&C Bend CSG.

LANDED AT 907 00 MKB. TOTAL LENGTH 906 00 METERS.
CEMENTED WITH
PLUG DOWN AT HRS. ON WITH M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 00 NU Blooie Line
0300 600 RIH, tag cement @756' (90' high)

. 0600 0700 Prepared to turn on air. Blooieline was to high and not orientatedto the pit.

0700 0930 POH
0930 1 0 NDrotatinghead. Remove 3' riser (lowers blooie line 3'at the stack). Tum &NU rotating head on topof BOP stack. NUblooie line.

1200 5 RIH to 756', TOC.
1500 1530 Drillcement fl 756' to 846'
1530 1600 Rig service
1600 1900 Rig repair. Pulldown was not working.
1900 2000 RU rig water, prime pumps to drillw/ air water.
2000 2115 Drillcement fl 846' (collar) 90T (shoe)
2115 0:00 Drill formation fl 907 to 967

Today's cost include lease acquisition($15999)and surveying($7000)costs.

WT. OF D.C. WT. OF STRING
Weather Cold,

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERY>lRD DAILYDRILLING RE:'ORT

ENTRGY

WELL NAME: GORDEN CF EEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CMUCKWAL TER REPORT1NG 0: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, N )V. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $42,525

CONTRACTO;:: CBM PARTN ERS CBM #100 CUM. COST: $177,842

EST. T.D: 4000 ± AFE EST (D&r.): (D&C):

DAY: 6 ::EPORT DATE Nov 22, 2011 STATUS 06:0l )nlhng ahead 247t

DEPTH: 967 PROG: 60 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: air/water WT: VISC: WL: PH: FC:

ADDITIVES:

BIT SERIAL# SlZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.675 Shram SM 616 6 X 20 11 90 67 4.5 20

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L&J F-100 Triplex 6 7
L&J F-100 Triplex 6 7

TIME DISTRIB ITION

DRILLINGASSEMI LY MOVERIG; LD.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 675 1 00 WELD ON BBL: CEMENT

Bit Sub 6 25 2 25 3 00 niosERVICE: 0 50 WAIT MOVE

9 Drill Collars 6 25 2 25 277 07 SuRVEY: WOC:

PRESSURE TEST: RUN CSG:

DRILL: 4 50 DST:

HANDLE TOOLS: TRir: 8 50
CIRCULATE: WAff ON:

NIPPLE DN BOP: 2 50 WELD BOWL

DRILLOUT: DIR.WORK:

REAM: PASON

3AFETYMEETING SLIP LINE:

ITUCK & FISH: WORK CON:

IIG DOWNTIME 3 00 other 2 00
TOTAL 281 07 Isg Out Nipple up 3 00

LAST CASING SUMMARY TOTAL HouRS: 24 00

RAN 20JTS 8675 mm 24 (gm ST&C Bend CSG.

LANDED AT 907 00 MKB. TOTAL LENGTH 906 00 METERS.
CEMENTED WITH
PLUG DOWN AT HRS. ON WITH M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 00 NU Blooie Line
0300 600 RIH, tag cement @756' (90' high)

. 0600 0700 Prepared to turn on air. Blooieline was to high and not orientatedto the pit.

0700 0930 POH
0930 1 0 NDrotatinghead. Remove 3' riser (lowers blooie line 3'at the stack). Tum &NU rotating head on topof BOP stack. NUblooie line.

1200 5 RIH to 756', TOC.
1500 1530 Drillcement fl 756' to 846'
1530 1600 Rig service
1600 1900 Rig repair. Pulldown was not working.
1900 2000 RU rig water, prime pumps to drillw/ air water.
2000 2115 Drillcement fl 846' (collar) 90T (shoe)
2115 0:00 Drill formation fl 907 to 967

Today's cost include lease acquisition($15999)and surveying($7000)costs.

WT. OF D.C. WT. OF STRING
Weather Cold,



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THUNDERBRD DAILYDRILLING RE:'ORT
PNDRGV

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICEN( E: API#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: a PHONE #:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $22,907

CONTRACTOR: CBM PARTNERS CBM #100 CUM. COST: $201,650

EST. T.D: 4000 ± AFE EST (D&t.): (D&C):

DAY: 7 REPORT DATE Nov 23, 2011 STATUS 06:01 O illinq ahead @29 17

DEPTH: 2746 PROG: 1109 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS: 1 75 @ 1414

1 5 @ 2006

MUD TYPE: Air/water WT VISC: WL: PH: FC:

ADDITIVES: Air 1750 SCFM

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.875 Shram SM 616 6 x 20 | 11 to 12 85 95 1109 23 48.0

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7" 12 33 gpm 550
L & J F-100 Triplex 6" 7"

T1MEDISTRIB ITION
DRILLINGASSEME LY MOVERIG: L.D.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

PDC Bit 7 875 1 00 WELDON BBL- CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAITMOVE

9 DCs 6 25 2 25 277 07 suRvEY: 1 00 woc:
PRESSURE TEST RUN CSG:

DRILL: 23 00 osT:

HANDLE TOOLS: TRIP:

CIRCULATE: WAITON:

NIPPLE DN BOP: WELD BOWL

DRILL OUT DIR. WORK:

REAM: PASON

3AFETY MEET1NG SUP UNE:

STUCK& FISH: WORK CON:

RIG DOWN TIME Other

TOTAL 28107 AmOut NyleUp

LAST CASING SUMMARY FOTALHOURS: 24 00

RAN 20 JTS 8 675 In. 24 bs/ft LT&C 8 md CSG.

LANDED AT 906 00 MKB. TOTAL LEN•;TH 906 00 FEET
CEMENTED WITH 1 st stage, 40Dx #15 8' G 2 rd stage, (top ¡ob) 10D sx #15 8 i
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011| WITH No CEMENTRETURNS.

LNOGSRUN

REMARKS
0000 1230 Dnil formation fl 96T to 2016'
1203 0130 Wirelinesurvey @2006 -

1.0°

0130 2400 Drill formation fl 2016' to 2746'

Weather: Mild, sunshine, no

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERBRD DAILYDRILLING RE:'ORT
PNDRGV

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICEN( E: API#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: a PHONE #:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $22,907

CONTRACTOR: CBM PARTNERS CBM #100 CUM. COST: $201,650

EST. T.D: 4000 ± AFE EST (D&t.): (D&C):

DAY: 7 REPORT DATE Nov 23, 2011 STATUS 06:01 O illinq ahead @29 17

DEPTH: 2746 PROG: 1109 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS: 1 75 @ 1414

1 5 @ 2006

MUD TYPE: Air/water WT VISC: WL: PH: FC:

ADDITIVES: Air 1750 SCFM

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.875 Shram SM 616 6 x 20 | 11 to 12 85 95 1109 23 48.0

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7" 12 33 gpm 550
L & J F-100 Triplex 6" 7"

T1MEDISTRIB ITION
DRILLINGASSEME LY MOVERIG: L.D.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

PDC Bit 7 875 1 00 WELDON BBL- CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAITMOVE

9 DCs 6 25 2 25 277 07 suRvEY: 1 00 woc:
PRESSURE TEST RUN CSG:

DRILL: 23 00 osT:

HANDLE TOOLS: TRIP:

CIRCULATE: WAITON:

NIPPLE DN BOP: WELD BOWL

DRILL OUT DIR. WORK:

REAM: PASON

3AFETY MEET1NG SUP UNE:

STUCK& FISH: WORK CON:

RIG DOWN TIME Other

TOTAL 28107 AmOut NyleUp

LAST CASING SUMMARY FOTALHOURS: 24 00

RAN 20 JTS 8 675 In. 24 bs/ft LT&C 8 md CSG.

LANDED AT 906 00 MKB. TOTAL LEN•;TH 906 00 FEET
CEMENTED WITH 1 st stage, 40Dx #15 8' G 2 rd stage, (top ¡ob) 10D sx #15 8 i
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011| WITH No CEMENTRETURNS.

LNOGSRUN

REMARKS
0000 1230 Dnil formation fl 96T to 2016'
1203 0130 Wirelinesurvey @2006 -

1.0°

0130 2400 Drill formation fl 2016' to 2746'

Weather: Mild, sunshine, no

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERBRD DAILYDRILLING RE:'ORT
PNDRGV

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICEN( E: API#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: a PHONE #:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $22,907

CONTRACTOR: CBM PARTNERS CBM #100 CUM. COST: $201,650

EST. T.D: 4000 ± AFE EST (D&t.): (D&C):

DAY: 7 REPORT DATE Nov 23, 2011 STATUS 06:01 O illinq ahead @29 17

DEPTH: 2746 PROG: 1109 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS: 1 75 @ 1414

1 5 @ 2006

MUD TYPE: Air/water WT VISC: WL: PH: FC:

ADDITIVES: Air 1750 SCFM

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.875 Shram SM 616 6 x 20 | 11 to 12 85 95 1109 23 48.0

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7" 12 33 gpm 550
L & J F-100 Triplex 6" 7"

T1MEDISTRIB ITION
DRILLINGASSEME LY MOVERIG: L.D.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

PDC Bit 7 875 1 00 WELDON BBL- CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAITMOVE

9 DCs 6 25 2 25 277 07 suRvEY: 1 00 woc:
PRESSURE TEST RUN CSG:

DRILL: 23 00 osT:

HANDLE TOOLS: TRIP:

CIRCULATE: WAITON:

NIPPLE DN BOP: WELD BOWL

DRILL OUT DIR. WORK:

REAM: PASON

3AFETY MEET1NG SUP UNE:

STUCK& FISH: WORK CON:

RIG DOWN TIME Other

TOTAL 28107 AmOut NyleUp

LAST CASING SUMMARY FOTALHOURS: 24 00

RAN 20 JTS 8 675 In. 24 bs/ft LT&C 8 md CSG.

LANDED AT 906 00 MKB. TOTAL LEN•;TH 906 00 FEET
CEMENTED WITH 1 st stage, 40Dx #15 8' G 2 rd stage, (top ¡ob) 10D sx #15 8 i
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011| WITH No CEMENTRETURNS.

LNOGSRUN

REMARKS
0000 1230 Dnil formation fl 96T to 2016'
1203 0130 Wirelinesurvey @2006 -

1.0°

0130 2400 Drill formation fl 2016' to 2746'

Weather: Mild, sunshine, no



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THLJNDt RISIRD DAIL' DRILLING RE:'ORT

PMRGy

WELL NAME: GORDEN CREEK ST SW , -14-8 LOCATION: CARBON COUNTY,UTAH

WELL LICENE E: APl#43007502420000

SUPERVISOR: CHUCKWALTER REPORTING O: RRY BRUMWELL

CELLULAR #: PHONE #:
SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:
R.R. DATE: 2400 HRS NOV 15, 2011 DAILYCOST: $38,869

CONTRACTO;1: CBM PARTNERS CBM #100 CUM. COST: $240,519

EST. T.D: 4309 * AFE EST (D&t.): (D&C);

DAY: 8 IEPORT DATE Nov 24, 2011 STATUS 06:Or D illinq ahead @ 37 .5

DEPTH: 3525 PROG: 779 KB: 7542.30 GL: 7529.30 MACP:
SURVEYS: 2 5 @ 3000

3 @ 3505

MUD TYPE: Water WT: VISC: WL: PH: FC:
ADDITIVES: Alf 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.675" Shram SM 616 6 x 20 11 to 12 85 to 95 779 13.5 57.7

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 6" 7" 72 198 gpm 529 psi

TIME DISTRIB ITION
DRILLINGASSEMI LY MOVE mG: LD.D.S:

TOOL OD ID LENGTH RîGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELD ON BBL: CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAIT MOVE

9 DCs 6 25 2 25 277 07 suRvEY: 2 00 woc:
PRESSURE TEST RUN CSG.

DRILL: 13 50 osT:
rfANDLETOOLS: (RIP: 1 OO

CIRCULATE: 6 SO WAlf ON:

NIPPLE DN BOP: WELD BOWL

DRILLOUT: DIR. WORK:

REAM: PASON

lAFE1Y MEETlNG SUP UNE:

TUCK& FISHME NORK coN:
1 00

TOTAL 28107 tigout weup
LAST CASING SUMMARY foTAL HOURs: 24 00
RAN 20 JTS 8675 In. 24 bstft LT&C 8md CSG.
LANDED AT 906 00 MKB. TOTAL LENGTH 906 00 METERS.
CEMENTED WITH 1 st stage, 400 x #15 8, 'G 2 n i stage (top (ob

,
100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.
LOGS RUN

REMARKS
0000 0600 Dnli f/ 2746' to 3000°

0600 0630 Circulate
0630 0800 Survey, 3000' -

2.5°
0800 1300 Drill fl 3000' to 3431
1300 1400 DP stuck - hole sloughed in - work pipe free.
1400 1500 Pull 10 jts. DP
1500 2100 Circulatewell clean.wlair, mixpill &sweep hole &stage back to bottom
2100 2330 Drillfl 3431' to 3505'
2330 0000 Wirelinesurvey @3501', 3°

Note: Bitperformance is effected bythe amount of circulationtime required on each kelly down for hole clean up. Oftencirculationtime
exceeds the drilling timeper connection.

5.5" Production casing on location.

WT. OF D.C. WT. OF STRING
Weather Clear and

Sundry Number: 29127 API Well Number: 43007502420000

THLJNDt RISIRD DAIL' DRILLING RE:'ORT

PMRGy

WELL NAME: GORDEN CREEK ST SW , -14-8 LOCATION: CARBON COUNTY,UTAH

WELL LICENE E: APl#43007502420000

SUPERVISOR: CHUCKWALTER REPORTING O: RRY BRUMWELL

CELLULAR #: PHONE #:
SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:
R.R. DATE: 2400 HRS NOV 15, 2011 DAILYCOST: $38,869

CONTRACTO;1: CBM PARTNERS CBM #100 CUM. COST: $240,519

EST. T.D: 4309 * AFE EST (D&t.): (D&C);

DAY: 8 IEPORT DATE Nov 24, 2011 STATUS 06:Or D illinq ahead @ 37 .5

DEPTH: 3525 PROG: 779 KB: 7542.30 GL: 7529.30 MACP:
SURVEYS: 2 5 @ 3000

3 @ 3505

MUD TYPE: Water WT: VISC: WL: PH: FC:
ADDITIVES: Alf 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.675" Shram SM 616 6 x 20 11 to 12 85 to 95 779 13.5 57.7

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 6" 7" 72 198 gpm 529 psi

TIME DISTRIB ITION
DRILLINGASSEMI LY MOVE mG: LD.D.S:

TOOL OD ID LENGTH RîGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELD ON BBL: CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAIT MOVE

9 DCs 6 25 2 25 277 07 suRvEY: 2 00 woc:
PRESSURE TEST RUN CSG.

DRILL: 13 50 osT:
rfANDLETOOLS: (RIP: 1 OO

CIRCULATE: 6 SO WAlf ON:

NIPPLE DN BOP: WELD BOWL

DRILLOUT: DIR. WORK:

REAM: PASON

lAFE1Y MEETlNG SUP UNE:

TUCK& FISHME NORK coN:
1 00

TOTAL 28107 tigout weup
LAST CASING SUMMARY foTAL HOURs: 24 00
RAN 20 JTS 8675 In. 24 bstft LT&C 8md CSG.
LANDED AT 906 00 MKB. TOTAL LENGTH 906 00 METERS.
CEMENTED WITH 1 st stage, 400 x #15 8, 'G 2 n i stage (top (ob

,
100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.
LOGS RUN

REMARKS
0000 0600 Dnli f/ 2746' to 3000°

0600 0630 Circulate
0630 0800 Survey, 3000' -

2.5°
0800 1300 Drill fl 3000' to 3431
1300 1400 DP stuck - hole sloughed in - work pipe free.
1400 1500 Pull 10 jts. DP
1500 2100 Circulatewell clean.wlair, mixpill &sweep hole &stage back to bottom
2100 2330 Drillfl 3431' to 3505'
2330 0000 Wirelinesurvey @3501', 3°

Note: Bitperformance is effected bythe amount of circulationtime required on each kelly down for hole clean up. Oftencirculationtime
exceeds the drilling timeper connection.

5.5" Production casing on location.

WT. OF D.C. WT. OF STRING
Weather Clear and

Sundry Number: 29127 API Well Number: 43007502420000

THLJNDt RISIRD DAIL' DRILLING RE:'ORT

PMRGy

WELL NAME: GORDEN CREEK ST SW , -14-8 LOCATION: CARBON COUNTY,UTAH

WELL LICENE E: APl#43007502420000

SUPERVISOR: CHUCKWALTER REPORTING O: RRY BRUMWELL

CELLULAR #: PHONE #:
SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:
R.R. DATE: 2400 HRS NOV 15, 2011 DAILYCOST: $38,869

CONTRACTO;1: CBM PARTNERS CBM #100 CUM. COST: $240,519

EST. T.D: 4309 * AFE EST (D&t.): (D&C);

DAY: 8 IEPORT DATE Nov 24, 2011 STATUS 06:Or D illinq ahead @ 37 .5

DEPTH: 3525 PROG: 779 KB: 7542.30 GL: 7529.30 MACP:
SURVEYS: 2 5 @ 3000

3 @ 3505

MUD TYPE: Water WT: VISC: WL: PH: FC:
ADDITIVES: Alf 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.675" Shram SM 616 6 x 20 11 to 12 85 to 95 779 13.5 57.7

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 6" 7" 72 198 gpm 529 psi

TIME DISTRIB ITION
DRILLINGASSEMI LY MOVE mG: LD.D.S:

TOOL OD ID LENGTH RîGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELD ON BBL: CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAIT MOVE

9 DCs 6 25 2 25 277 07 suRvEY: 2 00 woc:
PRESSURE TEST RUN CSG.

DRILL: 13 50 osT:
rfANDLETOOLS: (RIP: 1 OO

CIRCULATE: 6 SO WAlf ON:

NIPPLE DN BOP: WELD BOWL

DRILLOUT: DIR. WORK:

REAM: PASON

lAFE1Y MEETlNG SUP UNE:

TUCK& FISHME NORK coN:
1 00

TOTAL 28107 tigout weup
LAST CASING SUMMARY foTAL HOURs: 24 00
RAN 20 JTS 8675 In. 24 bstft LT&C 8md CSG.
LANDED AT 906 00 MKB. TOTAL LENGTH 906 00 METERS.
CEMENTED WITH 1 st stage, 400 x #15 8, 'G 2 n i stage (top (ob

,
100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.
LOGS RUN

REMARKS
0000 0600 Dnli f/ 2746' to 3000°

0600 0630 Circulate
0630 0800 Survey, 3000' -

2.5°
0800 1300 Drill fl 3000' to 3431
1300 1400 DP stuck - hole sloughed in - work pipe free.
1400 1500 Pull 10 jts. DP
1500 2100 Circulatewell clean.wlair, mixpill &sweep hole &stage back to bottom
2100 2330 Drillfl 3431' to 3505'
2330 0000 Wirelinesurvey @3501', 3°

Note: Bitperformance is effected bythe amount of circulationtime required on each kelly down for hole clean up. Oftencirculationtime
exceeds the drilling timeper connection.

5.5" Production casing on location.

WT. OF D.C. WT. OF STRING
Weather Clear and



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THLlNDER151RD DAILY DRILLINGREPORT
LNERGY

WELL NAME: GORDEN CREEK ST SW .-144 LOCATION: CARBON COUNTY,UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING 30: BARRYBRUMWELL

CELLULAR #: PHONE #:
SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILYCOST: $15,652

CONTRACTOR: CBM PARTNERS CBM #100 CUM. CosT: $258,505

EST. T.D: 4300 AFE EST (D&J ): (D&C):

DAY: 9 IEPORT DATE Nov 25, 2011 STATUS 06:01 Frillmg @ 3653

DEPTH: 3884 PROG: 359 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: Water WT VISC:I WL: PH: FC:

ADDITIVES: Air 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR 1DE

3 TJ 0569 7.875" Shram SM 616 6 x 20 11 to 12 85 to 95 779 13.5 57.7

'UMP DESCR UNER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex €' 7"
L &J F-100 Triplex 6" 7" 72 231 529 psi

TIME DISTRIB ITION
DRILLING ASSEME LY MOVE RIG LD.0 S..

TOOL OD ID LENGTH RIGTOSPUD LOGGING

Bit, PDC 7 875 1 00 WELDONBBL: CEMENT

Bit Sub 6 25 2 25 3 00 RIG SERVICE WAITMOVE

9 DCs 6 25 2 25 277 07 SURVEY: 0 50 WoC:
PRESSURE TEST RUN CSG

DRILL: 15 50 usT
HANDLE TOOLS. TRIP:
C1RCULATE. 025 WAITON:

NIPPLE DN BOP. WELD BOWL

DRILLOUT: DIR.WORK.

REAM. PASON
SAFETY MEETING SUP UNE:

STUCK & FISH. WORK CON.

RIG OOWN TIME 7 75 omer
TOTAL 28107 RigOut NippleUp

LAST CASING SUMMARY TOTAL HOURS' 24 00
RAN 20 JTS 86751n. 24 Ibs/ft LT&C 8md CSG.

LANDED AT 906 00 MKB. TOTAL LENUTH 906 00 METERS.
CEMENTED WITH 1 st stage, 400 x #15 8, 'G' 2 n i stage (top iob

,
100 sx#1S 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No A3CEMENT RETURNS.
LOGS RUN

I
REMARKS

0000 0030 Continue wire hne survey 3°@ 3503'
0030 Drin fl 3505' to 3884'
1600 1615 Circulate hole
1615 2400 Rig repair, 1" hydraulic hose ruptured. Rigunable to move the top drive up or down.. Spare not kept on rig. Replacement

hose made up in Grand Junction, Coloradoand hot shot to rig.

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT OF STRING
Weather: Clear and

Sundry Number: 29127 API Well Number: 43007502420000

THLlNDER151RD DAILY DRILLINGREPORT
LNERGY

WELL NAME: GORDEN CREEK ST SW .-144 LOCATION: CARBON COUNTY,UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING 30: BARRYBRUMWELL

CELLULAR #: PHONE #:
SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILYCOST: $15,652

CONTRACTOR: CBM PARTNERS CBM #100 CUM. CosT: $258,505

EST. T.D: 4300 AFE EST (D&J ): (D&C):

DAY: 9 IEPORT DATE Nov 25, 2011 STATUS 06:01 Frillmg @ 3653

DEPTH: 3884 PROG: 359 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: Water WT VISC:I WL: PH: FC:

ADDITIVES: Air 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR 1DE

3 TJ 0569 7.875" Shram SM 616 6 x 20 11 to 12 85 to 95 779 13.5 57.7

'UMP DESCR UNER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex €' 7"
L &J F-100 Triplex 6" 7" 72 231 529 psi

TIME DISTRIB ITION
DRILLING ASSEME LY MOVE RIG LD.0 S..

TOOL OD ID LENGTH RIGTOSPUD LOGGING

Bit, PDC 7 875 1 00 WELDONBBL: CEMENT

Bit Sub 6 25 2 25 3 00 RIG SERVICE WAITMOVE

9 DCs 6 25 2 25 277 07 SURVEY: 0 50 WoC:
PRESSURE TEST RUN CSG

DRILL: 15 50 usT
HANDLE TOOLS. TRIP:
C1RCULATE. 025 WAITON:

NIPPLE DN BOP. WELD BOWL

DRILLOUT: DIR.WORK.

REAM. PASON
SAFETY MEETING SUP UNE:

STUCK & FISH. WORK CON.

RIG OOWN TIME 7 75 omer
TOTAL 28107 RigOut NippleUp

LAST CASING SUMMARY TOTAL HOURS' 24 00
RAN 20 JTS 86751n. 24 Ibs/ft LT&C 8md CSG.

LANDED AT 906 00 MKB. TOTAL LENUTH 906 00 METERS.
CEMENTED WITH 1 st stage, 400 x #15 8, 'G' 2 n i stage (top iob

,
100 sx#1S 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No A3CEMENT RETURNS.
LOGS RUN

I
REMARKS

0000 0030 Continue wire hne survey 3°@ 3503'
0030 Drin fl 3505' to 3884'
1600 1615 Circulate hole
1615 2400 Rig repair, 1" hydraulic hose ruptured. Rigunable to move the top drive up or down.. Spare not kept on rig. Replacement

hose made up in Grand Junction, Coloradoand hot shot to rig.

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT OF STRING
Weather: Clear and

Sundry Number: 29127 API Well Number: 43007502420000

THLlNDER151RD DAILY DRILLINGREPORT
LNERGY

WELL NAME: GORDEN CREEK ST SW .-144 LOCATION: CARBON COUNTY,UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING 30: BARRYBRUMWELL

CELLULAR #: PHONE #:
SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILYCOST: $15,652

CONTRACTOR: CBM PARTNERS CBM #100 CUM. CosT: $258,505

EST. T.D: 4300 AFE EST (D&J ): (D&C):

DAY: 9 IEPORT DATE Nov 25, 2011 STATUS 06:01 Frillmg @ 3653

DEPTH: 3884 PROG: 359 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: Water WT VISC:I WL: PH: FC:

ADDITIVES: Air 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR 1DE

3 TJ 0569 7.875" Shram SM 616 6 x 20 11 to 12 85 to 95 779 13.5 57.7

'UMP DESCR UNER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex €' 7"
L &J F-100 Triplex 6" 7" 72 231 529 psi

TIME DISTRIB ITION
DRILLING ASSEME LY MOVE RIG LD.0 S..

TOOL OD ID LENGTH RIGTOSPUD LOGGING

Bit, PDC 7 875 1 00 WELDONBBL: CEMENT

Bit Sub 6 25 2 25 3 00 RIG SERVICE WAITMOVE

9 DCs 6 25 2 25 277 07 SURVEY: 0 50 WoC:
PRESSURE TEST RUN CSG

DRILL: 15 50 usT
HANDLE TOOLS. TRIP:
C1RCULATE. 025 WAITON:

NIPPLE DN BOP. WELD BOWL

DRILLOUT: DIR.WORK.

REAM. PASON
SAFETY MEETING SUP UNE:

STUCK & FISH. WORK CON.

RIG OOWN TIME 7 75 omer
TOTAL 28107 RigOut NippleUp

LAST CASING SUMMARY TOTAL HOURS' 24 00
RAN 20 JTS 86751n. 24 Ibs/ft LT&C 8md CSG.

LANDED AT 906 00 MKB. TOTAL LENUTH 906 00 METERS.
CEMENTED WITH 1 st stage, 400 x #15 8, 'G' 2 n i stage (top iob

,
100 sx#1S 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No A3CEMENT RETURNS.
LOGS RUN

I
REMARKS

0000 0030 Continue wire hne survey 3°@ 3503'
0030 Drin fl 3505' to 3884'
1600 1615 Circulate hole
1615 2400 Rig repair, 1" hydraulic hose ruptured. Rigunable to move the top drive up or down.. Spare not kept on rig. Replacement

hose made up in Grand Junction, Coloradoand hot shot to rig.

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT OF STRING
Weather: Clear and



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THUNDERJSIRD DAILYDRILLING REPORT

LNt RGY

WELL NAME: GORDEN Ci EEK ST SW) 144 LOCATION: CARBONCOUNTY,UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCKWAI TER REPORTING O: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, N3V. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS Ni IV 15, 2011 DAILYCOST: $24,908

CONTRACTOR: CBM PARTN ERS CBM #100 CUM. COST: $283,413

EST. T.D: 4300 AFE EST (Dar.): (D&C)

DAY: 10 JEPORT DATE Nov 26, 2011 STATUS 06:01 Tng in hole

DEPTH: 3950 PROG: ,66 KB: 7542.30 GL: 7529.30 M P:

SURVEYS:

MUD TYPE: Water WT: VISC: WL: PH: FC:

ADDITIVES: Air 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.875" Shram SM 616 6 x 20 11 to 12 85 to 95 66 15.5 4.2

4 135614 7.875 Veral ETD18 3 X20

UMP DESCR. LINER STK SPM RATE PRESS Av DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 6" 7" 72 231 529 psi

TlME DISTRIB ITION

DRILLING ASSEME LY MovE RIG: LD.D.S

TOOL OD ID LENGTH RIGTOSPUD: LOGGING.

Bit, PDC 7 875 1 00 WELDONBBL CEMENT.

Bit Sub 6 25 2 25 3 00 RIG SERV1CE: WAFT MOVE

9 DCs 6 25 2 25 271 86 SURVEY WOC

PRESSURE TEST RUN CSG

DRILL. 16 00 osT-

HANDLETOOLS. TRIP, S 50
CIRCULATE: 200 WAITON.

NIPPLE DN BOP, WELD BOWL

DRILI.GUT. DIR-WORK:

REAM. PASON

SAFETYMEETING SUP UNE.

STUCK & FISH WORK CON

RIG DOWN T1ME O50 other
TOTAL 275 86 Rig Out Nipple Up

LAST CASING SUMMARY ToTAL HOURS 24 00

RAN 20 JTS 8 675 In. 24 lbs/ft LT&C 8 rnd CSG.

LANDED AT 906 00 MKB. TOTAL LENs ITH 906 00 METERS.

CEMENTED WITH 1 st stage 400sx #15 8 'G' 2 n i stage (top lob) 100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0030 Install hydraulic hose
0030 0100 Circulatew/waterl air toestablish returns
0100 4 Drill fl 3884 to 3950
1700 1715 Circulatehole - pump gel sweep
1715 2000 Tripout of hole - pipe stuck - pump soap &air - work pipe - pipe came free

2000 2045 Circulatehole - pump gel sweeps w/ LCM - while recipocating pipe
2045 2400 Tripout of hole

Note: 70' Depth correction @3959' was 3889' (2 jts DP)

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT. OF STRING
Weather Clear, coldand high

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERJSIRD DAILYDRILLING REPORT

LNt RGY

WELL NAME: GORDEN Ci EEK ST SW) 144 LOCATION: CARBONCOUNTY,UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCKWAI TER REPORTING O: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, N3V. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS Ni IV 15, 2011 DAILYCOST: $24,908

CONTRACTOR: CBM PARTN ERS CBM #100 CUM. COST: $283,413

EST. T.D: 4300 AFE EST (Dar.): (D&C)

DAY: 10 JEPORT DATE Nov 26, 2011 STATUS 06:01 Tng in hole

DEPTH: 3950 PROG: ,66 KB: 7542.30 GL: 7529.30 M P:

SURVEYS:

MUD TYPE: Water WT: VISC: WL: PH: FC:

ADDITIVES: Air 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.875" Shram SM 616 6 x 20 11 to 12 85 to 95 66 15.5 4.2

4 135614 7.875 Veral ETD18 3 X20

UMP DESCR. LINER STK SPM RATE PRESS Av DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 6" 7" 72 231 529 psi

TlME DISTRIB ITION

DRILLING ASSEME LY MovE RIG: LD.D.S

TOOL OD ID LENGTH RIGTOSPUD: LOGGING.

Bit, PDC 7 875 1 00 WELDONBBL CEMENT.

Bit Sub 6 25 2 25 3 00 RIG SERV1CE: WAFT MOVE

9 DCs 6 25 2 25 271 86 SURVEY WOC

PRESSURE TEST RUN CSG

DRILL. 16 00 osT-

HANDLETOOLS. TRIP, S 50
CIRCULATE: 200 WAITON.

NIPPLE DN BOP, WELD BOWL

DRILI.GUT. DIR-WORK:

REAM. PASON

SAFETYMEETING SUP UNE.

STUCK & FISH WORK CON

RIG DOWN T1ME O50 other
TOTAL 275 86 Rig Out Nipple Up

LAST CASING SUMMARY ToTAL HOURS 24 00

RAN 20 JTS 8 675 In. 24 lbs/ft LT&C 8 rnd CSG.

LANDED AT 906 00 MKB. TOTAL LENs ITH 906 00 METERS.

CEMENTED WITH 1 st stage 400sx #15 8 'G' 2 n i stage (top lob) 100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0030 Install hydraulic hose
0030 0100 Circulatew/waterl air toestablish returns
0100 4 Drill fl 3884 to 3950
1700 1715 Circulatehole - pump gel sweep
1715 2000 Tripout of hole - pipe stuck - pump soap &air - work pipe - pipe came free

2000 2045 Circulatehole - pump gel sweeps w/ LCM - while recipocating pipe
2045 2400 Tripout of hole

Note: 70' Depth correction @3959' was 3889' (2 jts DP)

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT. OF STRING
Weather Clear, coldand high

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERJSIRD DAILYDRILLING REPORT

LNt RGY

WELL NAME: GORDEN Ci EEK ST SW) 144 LOCATION: CARBONCOUNTY,UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCKWAI TER REPORTING O: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, N3V. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS Ni IV 15, 2011 DAILYCOST: $24,908

CONTRACTOR: CBM PARTN ERS CBM #100 CUM. COST: $283,413

EST. T.D: 4300 AFE EST (Dar.): (D&C)

DAY: 10 JEPORT DATE Nov 26, 2011 STATUS 06:01 Tng in hole

DEPTH: 3950 PROG: ,66 KB: 7542.30 GL: 7529.30 M P:

SURVEYS:

MUD TYPE: Water WT: VISC: WL: PH: FC:

ADDITIVES: Air 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

3 TJ 0569 7.875" Shram SM 616 6 x 20 11 to 12 85 to 95 66 15.5 4.2

4 135614 7.875 Veral ETD18 3 X20

UMP DESCR. LINER STK SPM RATE PRESS Av DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 6" 7" 72 231 529 psi

TlME DISTRIB ITION

DRILLING ASSEME LY MovE RIG: LD.D.S

TOOL OD ID LENGTH RIGTOSPUD: LOGGING.

Bit, PDC 7 875 1 00 WELDONBBL CEMENT.

Bit Sub 6 25 2 25 3 00 RIG SERV1CE: WAFT MOVE

9 DCs 6 25 2 25 271 86 SURVEY WOC

PRESSURE TEST RUN CSG

DRILL. 16 00 osT-

HANDLETOOLS. TRIP, S 50
CIRCULATE: 200 WAITON.

NIPPLE DN BOP, WELD BOWL

DRILI.GUT. DIR-WORK:

REAM. PASON

SAFETYMEETING SUP UNE.

STUCK & FISH WORK CON

RIG DOWN T1ME O50 other
TOTAL 275 86 Rig Out Nipple Up

LAST CASING SUMMARY ToTAL HOURS 24 00

RAN 20 JTS 8 675 In. 24 lbs/ft LT&C 8 rnd CSG.

LANDED AT 906 00 MKB. TOTAL LENs ITH 906 00 METERS.

CEMENTED WITH 1 st stage 400sx #15 8 'G' 2 n i stage (top lob) 100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0030 Install hydraulic hose
0030 0100 Circulatew/waterl air toestablish returns
0100 4 Drill fl 3884 to 3950
1700 1715 Circulatehole - pump gel sweep
1715 2000 Tripout of hole - pipe stuck - pump soap &air - work pipe - pipe came free

2000 2045 Circulatehole - pump gel sweeps w/ LCM - while recipocating pipe
2045 2400 Tripout of hole

Note: 70' Depth correction @3959' was 3889' (2 jts DP)

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT. OF STRING
Weather Clear, coldand high



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THUNDER15lRD DAILY DRILLING RE 'ORT

UNt RGV

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILYcosT: $18,745

CONTRACTO I: CBM PARTNERS CBM #100 CUM. COST: $302 158

EST. T.D: 4300 AFE EST (D&t ): (DSC}:

DAY: 11 _ REPORT DATE 07-Jan-DO STATUS 06:0t Workinq dnli strinq at 3660 & tr xinq LCMpill
DEPTH: 3950 PROG: KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: Water WT: VISC: WL: PH: FC:

ADDITIVES: Air 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR 1DE

4 136814 7.875 Veral ETD18 3 X20

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L& J F-100 Triplex 6" 7" 85 234 281

TIME DISTRIB JTION

DRILLJNGASSEME LY MOVE RIG LD.D.S.

TOOL OD ID LENGTH RIGTOSPUD. LOGGINO.

BIt, PDC 7 875 1 00 WELDON BBL CEMENT

Brt Sub 6 25 2 25 3 00 RIG SERVIGE. WAITMOVE

9 DCs 6 25 2 25 271 86 SURVEY Woc

PRESSURE TEST RUNCSG

DRILL: DST

HANDLETOOLS THIP.

CIRCULATE. WAITON.

NIPPLE DN BOP. WELD BOWL

DRILLOUT. DIR.WORK:

REAM. PASON

3AFETYMEET1NG SUP UNE

STUCK & FISH WORK CON

IIGDOWNTlME Other

TOTAL 275 86 og Out Nipple Up

LASTCASINGSUMMARY fOTALHOURS

RAN 20 JTS 8 675 In. 24 bs/ft LT&C 8 md CSG.

LANDED AT 906 00 MKB. TOTAL LENs:TH 906 00 METERS.

CEMENTED WITH 1 st stage 400sx #15 8, 'G 2 n i stage (top lob 100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0415 Tnp out of hole, LD PDC and bit sub
0415 1000 PU tricone bitand tripin hole, fillat 3100'.
1000 1545 Mix&pumpgel sweeps, worked pipe and got free.
1545 1600 Trip, LD 5 jts DP
1600 1800 Mix100 bbis Hivis (49)LCM(6%), KCL(3% to 4%)pill.
1800 1830 Pump and spot across annulus. Partial retums after 65 bbis
1830 2245 Mix100 bbis Hi vis (49)LCM(6%), KCL(3% to 4%)pill.
2245 2300 Pump pill, full retums after pumping40 bbis.
2300 2400 Wash and ream f/ 3100' to 3260'

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT. OF STRING
Weather Clear,coldand high

Sundry Number: 29127 API Well Number: 43007502420000

THUNDER15lRD DAILY DRILLING RE 'ORT

UNt RGV

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILYcosT: $18,745

CONTRACTO I: CBM PARTNERS CBM #100 CUM. COST: $302 158

EST. T.D: 4300 AFE EST (D&t ): (DSC}:

DAY: 11 _ REPORT DATE 07-Jan-DO STATUS 06:0t Workinq dnli strinq at 3660 & tr xinq LCMpill
DEPTH: 3950 PROG: KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: Water WT: VISC: WL: PH: FC:

ADDITIVES: Air 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR 1DE

4 136814 7.875 Veral ETD18 3 X20

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L& J F-100 Triplex 6" 7" 85 234 281

TIME DISTRIB JTION

DRILLJNGASSEME LY MOVE RIG LD.D.S.

TOOL OD ID LENGTH RIGTOSPUD. LOGGINO.

BIt, PDC 7 875 1 00 WELDON BBL CEMENT

Brt Sub 6 25 2 25 3 00 RIG SERVIGE. WAITMOVE

9 DCs 6 25 2 25 271 86 SURVEY Woc

PRESSURE TEST RUNCSG

DRILL: DST

HANDLETOOLS THIP.

CIRCULATE. WAITON.

NIPPLE DN BOP. WELD BOWL

DRILLOUT. DIR.WORK:

REAM. PASON

3AFETYMEET1NG SUP UNE

STUCK & FISH WORK CON

IIGDOWNTlME Other

TOTAL 275 86 og Out Nipple Up

LASTCASINGSUMMARY fOTALHOURS

RAN 20 JTS 8 675 In. 24 bs/ft LT&C 8 md CSG.

LANDED AT 906 00 MKB. TOTAL LENs:TH 906 00 METERS.

CEMENTED WITH 1 st stage 400sx #15 8, 'G 2 n i stage (top lob 100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0415 Tnp out of hole, LD PDC and bit sub
0415 1000 PU tricone bitand tripin hole, fillat 3100'.
1000 1545 Mix&pumpgel sweeps, worked pipe and got free.
1545 1600 Trip, LD 5 jts DP
1600 1800 Mix100 bbis Hivis (49)LCM(6%), KCL(3% to 4%)pill.
1800 1830 Pump and spot across annulus. Partial retums after 65 bbis
1830 2245 Mix100 bbis Hi vis (49)LCM(6%), KCL(3% to 4%)pill.
2245 2300 Pump pill, full retums after pumping40 bbis.
2300 2400 Wash and ream f/ 3100' to 3260'

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT. OF STRING
Weather Clear,coldand high

Sundry Number: 29127 API Well Number: 43007502420000

THUNDER15lRD DAILY DRILLING RE 'ORT

UNt RGV

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH
WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILYcosT: $18,745

CONTRACTO I: CBM PARTNERS CBM #100 CUM. COST: $302 158

EST. T.D: 4300 AFE EST (D&t ): (DSC}:

DAY: 11 _ REPORT DATE 07-Jan-DO STATUS 06:0t Workinq dnli strinq at 3660 & tr xinq LCMpill
DEPTH: 3950 PROG: KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: Water WT: VISC: WL: PH: FC:

ADDITIVES: Air 574 scfm

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR 1DE

4 136814 7.875 Veral ETD18 3 X20

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L& J F-100 Triplex 6" 7" 85 234 281

TIME DISTRIB JTION

DRILLJNGASSEME LY MOVE RIG LD.D.S.

TOOL OD ID LENGTH RIGTOSPUD. LOGGINO.

BIt, PDC 7 875 1 00 WELDON BBL CEMENT

Brt Sub 6 25 2 25 3 00 RIG SERVIGE. WAITMOVE

9 DCs 6 25 2 25 271 86 SURVEY Woc

PRESSURE TEST RUNCSG

DRILL: DST

HANDLETOOLS THIP.

CIRCULATE. WAITON.

NIPPLE DN BOP. WELD BOWL

DRILLOUT. DIR.WORK:

REAM. PASON

3AFETYMEET1NG SUP UNE

STUCK & FISH WORK CON

IIGDOWNTlME Other

TOTAL 275 86 og Out Nipple Up

LASTCASINGSUMMARY fOTALHOURS

RAN 20 JTS 8 675 In. 24 bs/ft LT&C 8 md CSG.

LANDED AT 906 00 MKB. TOTAL LENs:TH 906 00 METERS.

CEMENTED WITH 1 st stage 400sx #15 8, 'G 2 n i stage (top lob 100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0415 Tnp out of hole, LD PDC and bit sub
0415 1000 PU tricone bitand tripin hole, fillat 3100'.
1000 1545 Mix&pumpgel sweeps, worked pipe and got free.
1545 1600 Trip, LD 5 jts DP
1600 1800 Mix100 bbis Hivis (49)LCM(6%), KCL(3% to 4%)pill.
1800 1830 Pump and spot across annulus. Partial retums after 65 bbis
1830 2245 Mix100 bbis Hi vis (49)LCM(6%), KCL(3% to 4%)pill.
2245 2300 Pump pill, full retums after pumping40 bbis.
2300 2400 Wash and ream f/ 3100' to 3260'

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT. OF STRING
Weather Clear,coldand high



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THUNDERY>lKD DAILYDRILLING REPORT

LNt RGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E.#:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILY coST: $20 215

CONTRACTO :: CBM PARTNERS CBM#100 CUM. COST: $322,173

EST. T.D: 4300 AFE EST (D&t.): (D&C):

DAY: 12 REPORT DATE Nov 28 2011 STATUS 06:01 I:uildmg mud volume

DEPTH: 4050 PROG: 100 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

28-Noy D

MUD TYPE: Get WT:. 8 7 VISC: 45+ WL: PH: FC:

ADDITIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

4 135614 7.875 Veral ETDi8 3X20 20 25 75 100 1025 9.8

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 6" 7" 102 234 475

TIME DISTRIB ITION
DRILLINGASSEMI LY MOVE RIG: LD.DS.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELD ON BOL CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAIT MOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC:

PRESSURE TEST RUN CSG:

3RILL: 10 25 osT:

MNDLE TOOLS: ¶RIP:

CIRCULATE: 12 75 WArt oN:

NIPPLEDN BOP: WELD BOWL

JRILI. GUT: DIR.WORK

REAM: PASON

3AFETY MEETING SUP UNE:
BTUCK & FISH: WORK CON:

IlG DOWN TIME Other 1 00
TOTAL 27586 ftgOut NippleUp

LAST CASING SUMMARY fOTALHouRs: 24 00

RAN 20 JTS 8 675 In. 24 bs/ft LT&C 8 md CSG.

LANDED AT 906 00 MKB. TOTAL LENelTH 906 00 METERS.

CEMENTED WITH 1 st stage, 400sx #15 8, 'G',2 n i stage (top tob
,

100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 1245 Wash &ream fl 3100' to 3950'
1245 1900 Drill fl 3950' to 4090°

1900 2000 Mixing mud with high LCM content, reserve pit drawn down, have to use fresh water

2000 2400 Drill f/ 4020' to 4050'

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT. OF STRING
Weather: old &

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERY>lKD DAILYDRILLING REPORT

LNt RGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E.#:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILY coST: $20 215

CONTRACTO :: CBM PARTNERS CBM#100 CUM. COST: $322,173

EST. T.D: 4300 AFE EST (D&t.): (D&C):

DAY: 12 REPORT DATE Nov 28 2011 STATUS 06:01 I:uildmg mud volume

DEPTH: 4050 PROG: 100 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

28-Noy D

MUD TYPE: Get WT:. 8 7 VISC: 45+ WL: PH: FC:

ADDITIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

4 135614 7.875 Veral ETDi8 3X20 20 25 75 100 1025 9.8

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 6" 7" 102 234 475

TIME DISTRIB ITION
DRILLINGASSEMI LY MOVE RIG: LD.DS.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELD ON BOL CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAIT MOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC:

PRESSURE TEST RUN CSG:

3RILL: 10 25 osT:

MNDLE TOOLS: ¶RIP:

CIRCULATE: 12 75 WArt oN:

NIPPLEDN BOP: WELD BOWL

JRILI. GUT: DIR.WORK

REAM: PASON

3AFETY MEETING SUP UNE:
BTUCK & FISH: WORK CON:

IlG DOWN TIME Other 1 00
TOTAL 27586 ftgOut NippleUp

LAST CASING SUMMARY fOTALHouRs: 24 00

RAN 20 JTS 8 675 In. 24 bs/ft LT&C 8 md CSG.

LANDED AT 906 00 MKB. TOTAL LENelTH 906 00 METERS.

CEMENTED WITH 1 st stage, 400sx #15 8, 'G',2 n i stage (top tob
,

100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 1245 Wash &ream fl 3100' to 3950'
1245 1900 Drill fl 3950' to 4090°

1900 2000 Mixing mud with high LCM content, reserve pit drawn down, have to use fresh water

2000 2400 Drill f/ 4020' to 4050'

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT. OF STRING
Weather: old &

Sundry Number: 29127 API Well Number: 43007502420000

THUNDERY>lKD DAILYDRILLING REPORT

LNt RGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICEN( E: APl#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRY BRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E.#:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILY coST: $20 215

CONTRACTO :: CBM PARTNERS CBM#100 CUM. COST: $322,173

EST. T.D: 4300 AFE EST (D&t.): (D&C):

DAY: 12 REPORT DATE Nov 28 2011 STATUS 06:01 I:uildmg mud volume

DEPTH: 4050 PROG: 100 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

28-Noy D

MUD TYPE: Get WT:. 8 7 VISC: 45+ WL: PH: FC:

ADDITIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

4 135614 7.875 Veral ETDi8 3X20 20 25 75 100 1025 9.8

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 6" 7" 102 234 475

TIME DISTRIB ITION
DRILLINGASSEMI LY MOVE RIG: LD.DS.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELD ON BOL CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAIT MOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC:

PRESSURE TEST RUN CSG:

3RILL: 10 25 osT:

MNDLE TOOLS: ¶RIP:

CIRCULATE: 12 75 WArt oN:

NIPPLEDN BOP: WELD BOWL

JRILI. GUT: DIR.WORK

REAM: PASON

3AFETY MEETING SUP UNE:
BTUCK & FISH: WORK CON:

IlG DOWN TIME Other 1 00
TOTAL 27586 ftgOut NippleUp

LAST CASING SUMMARY fOTALHouRs: 24 00

RAN 20 JTS 8 675 In. 24 bs/ft LT&C 8 md CSG.

LANDED AT 906 00 MKB. TOTAL LENelTH 906 00 METERS.

CEMENTED WITH 1 st stage, 400sx #15 8, 'G',2 n i stage (top tob
,

100 sx #15 8

PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 1245 Wash &ream fl 3100' to 3950'
1245 1900 Drill fl 3950' to 4090°

1900 2000 Mixing mud with high LCM content, reserve pit drawn down, have to use fresh water

2000 2400 Drill f/ 4020' to 4050'

TI Ferron 3660.
TD, 4300'

WT. OF D.C. WT. OF STRING
Weather: old &



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THUNDI RJSIRD DAILYDRILLING RE:'ORT
LNETRGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY,UTAH

WELL LICENf E: APW43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILYCOST: $92,365

CONTRACTO.t: CBM PARTNERS CBM #100 CUM. COST: $414,538

EST. T.D: 4300 AFE EST (D&r.): (D&C):

DAY: 13 UEPORT DATE Nov 29.2011 STATUS 06:01 We sh and ream to bo tom

DEPTH: 4070 PROG: 20 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: air/water WT: 8 7 VISC: 45+ WL: PH: FC:

ADDITIVES:

BIT SERIAL# SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR .DE

5 137257 7.875 - Vare! EDTO34 3 x 20

UMP DESCR LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 8" 7" as needed 234 475

TIME DISTRIB JTION

DRILLINGASSEME LY MOVE RIG: LD.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELDON BBL- CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERV1CE: WAIT MOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC:

PRESSURE TEST RUN CSC:

DRiu - 0 50 osT:

HANDLETooLS: TRIP: 11 75
ClRCULATE: 1075 WAITON:

NIPPI.E DN BOP: WELD BOWL

DRILLOliT: DIR. WORK:

REAM: PASON

3AFETY MEETING 3UP LINE:

3TUCK & FISH: RORK CON 1 00
RIG DOWN T1ME 3ther

TOTAL 275 86 RegOut 4 pple Up

LAST CASING SUMMARY fDTAL HOURs: 24 00

RAN 20 JTS 8675 In. 24 bs/R LT&C 8md CSG.

LANDED AT 906 00 MKB. TOTAL LENs :TH 9D6 00 METERS.
CEMENTED WITH 1 st stage, 400sx #15 8, 'G',2 n i stage (top ¡ob), 100 sx #15 8
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 [ WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0030 Drillfrom4050' - 4058'
0030 0800 Lost returns, buildingvolume. Mixsweeps and worked pipe.
0800 1115 Increase air concentrationto regain circulation
1115 Bleed off lines frozen. Decideto bleed offat top drive connection. Drillerbroke connectionMUCH faster than he was instructed to.

1215 Instant extreme u-tubingof wellborefluids into pipe thru drillbit. Bit plugged instantly. Bleed offpressure.
1215 1315 Remove rotating head.
1315 1415 Pour diesel into drillpipe to tryand unload it - not sucessful.
1415 POOH to unplug bit. Change bit and bit sub. INSTALL FLOAT - PREVIOUSBHA DION'THAVE A FLOAT AS ONLY BIT SUB

2115 CONTRACTORHAS WASIN TOWN FOR REPAIRS. Bit #4 showed prettyseverdamage on 2 cones.
2115 2400 RIH with Bit#5 TO 1937'.

TI Ferron 3660.
TD, 4300'

Weather: Cold &

Sundry Number: 29127 API Well Number: 43007502420000

THUNDI RJSIRD DAILYDRILLING RE:'ORT
LNETRGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY,UTAH

WELL LICENf E: APW43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILYCOST: $92,365

CONTRACTO.t: CBM PARTNERS CBM #100 CUM. COST: $414,538

EST. T.D: 4300 AFE EST (D&r.): (D&C):

DAY: 13 UEPORT DATE Nov 29.2011 STATUS 06:01 We sh and ream to bo tom

DEPTH: 4070 PROG: 20 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: air/water WT: 8 7 VISC: 45+ WL: PH: FC:

ADDITIVES:

BIT SERIAL# SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR .DE

5 137257 7.875 - Vare! EDTO34 3 x 20

UMP DESCR LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 8" 7" as needed 234 475

TIME DISTRIB JTION

DRILLINGASSEME LY MOVE RIG: LD.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELDON BBL- CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERV1CE: WAIT MOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC:

PRESSURE TEST RUN CSC:

DRiu - 0 50 osT:

HANDLETooLS: TRIP: 11 75
ClRCULATE: 1075 WAITON:

NIPPI.E DN BOP: WELD BOWL

DRILLOliT: DIR. WORK:

REAM: PASON

3AFETY MEETING 3UP LINE:

3TUCK & FISH: RORK CON 1 00
RIG DOWN T1ME 3ther

TOTAL 275 86 RegOut 4 pple Up

LAST CASING SUMMARY fDTAL HOURs: 24 00

RAN 20 JTS 8675 In. 24 bs/R LT&C 8md CSG.

LANDED AT 906 00 MKB. TOTAL LENs :TH 9D6 00 METERS.
CEMENTED WITH 1 st stage, 400sx #15 8, 'G',2 n i stage (top ¡ob), 100 sx #15 8
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 [ WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0030 Drillfrom4050' - 4058'
0030 0800 Lost returns, buildingvolume. Mixsweeps and worked pipe.
0800 1115 Increase air concentrationto regain circulation
1115 Bleed off lines frozen. Decideto bleed offat top drive connection. Drillerbroke connectionMUCH faster than he was instructed to.

1215 Instant extreme u-tubingof wellborefluids into pipe thru drillbit. Bit plugged instantly. Bleed offpressure.
1215 1315 Remove rotating head.
1315 1415 Pour diesel into drillpipe to tryand unload it - not sucessful.
1415 POOH to unplug bit. Change bit and bit sub. INSTALL FLOAT - PREVIOUSBHA DION'THAVE A FLOAT AS ONLY BIT SUB

2115 CONTRACTORHAS WASIN TOWN FOR REPAIRS. Bit #4 showed prettyseverdamage on 2 cones.
2115 2400 RIH with Bit#5 TO 1937'.

TI Ferron 3660.
TD, 4300'

Weather: Cold &

Sundry Number: 29127 API Well Number: 43007502420000

THUNDI RJSIRD DAILYDRILLING RE:'ORT
LNETRGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY,UTAH

WELL LICENf E: APW43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV. 18,2011 A.F.E. #:

R.R. DATE: 2400 HRS NOV 15, 2011 DAILYCOST: $92,365

CONTRACTO.t: CBM PARTNERS CBM #100 CUM. COST: $414,538

EST. T.D: 4300 AFE EST (D&r.): (D&C):

DAY: 13 UEPORT DATE Nov 29.2011 STATUS 06:01 We sh and ream to bo tom

DEPTH: 4070 PROG: 20 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: air/water WT: 8 7 VISC: 45+ WL: PH: FC:

ADDITIVES:

BIT SERIAL# SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR .DE

5 137257 7.875 - Vare! EDTO34 3 x 20

UMP DESCR LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 8" 7" as needed 234 475

TIME DISTRIB JTION

DRILLINGASSEME LY MOVE RIG: LD.D.S.:

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELDON BBL- CEMENT:

Bit Sub 6 25 2 25 3 00 RIG SERV1CE: WAIT MOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC:

PRESSURE TEST RUN CSC:

DRiu - 0 50 osT:

HANDLETooLS: TRIP: 11 75
ClRCULATE: 1075 WAITON:

NIPPI.E DN BOP: WELD BOWL

DRILLOliT: DIR. WORK:

REAM: PASON

3AFETY MEETING 3UP LINE:

3TUCK & FISH: RORK CON 1 00
RIG DOWN T1ME 3ther

TOTAL 275 86 RegOut 4 pple Up

LAST CASING SUMMARY fDTAL HOURs: 24 00

RAN 20 JTS 8675 In. 24 bs/R LT&C 8md CSG.

LANDED AT 906 00 MKB. TOTAL LENs :TH 9D6 00 METERS.
CEMENTED WITH 1 st stage, 400sx #15 8, 'G',2 n i stage (top ¡ob), 100 sx #15 8
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 [ WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0030 Drillfrom4050' - 4058'
0030 0800 Lost returns, buildingvolume. Mixsweeps and worked pipe.
0800 1115 Increase air concentrationto regain circulation
1115 Bleed off lines frozen. Decideto bleed offat top drive connection. Drillerbroke connectionMUCH faster than he was instructed to.

1215 Instant extreme u-tubingof wellborefluids into pipe thru drillbit. Bit plugged instantly. Bleed offpressure.
1215 1315 Remove rotating head.
1315 1415 Pour diesel into drillpipe to tryand unload it - not sucessful.
1415 POOH to unplug bit. Change bit and bit sub. INSTALL FLOAT - PREVIOUSBHA DION'THAVE A FLOAT AS ONLY BIT SUB

2115 CONTRACTORHAS WASIN TOWN FOR REPAIRS. Bit #4 showed prettyseverdamage on 2 cones.
2115 2400 RIH with Bit#5 TO 1937'.

TI Ferron 3660.
TD, 4300'

Weather: Cold &



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THUNDER1ŠlRD DAILYDRILLING REPORT

t:NLRGV

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY,UTAH
WELL LICEN( E: API#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $26,575

CONTRACTOR: CBM PARTNERS CBM #100 CUM. COST: $441.113

EST. T.D: 4300 AFE EST (D&i ): (D&C)

DAY: 14 REPORT DATE Nov 29,2011 STATUS 06:01 Wa sh and ream to bo tom

DEPTH: 4101 PROG: 31 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

28-Nov i

MUD TYPE: air/water WT: 8 7 VISC: 45+ WL: PH: FC:

ADDITIVES:

BIT SERIAL# SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR \DE

5 137257 7.875 Vare! EDTO34 3x20 25 65

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Tnplex 6" 7"
L & J F-100 Triplex 6" 7" as needed 234 475

TIME DISTRIB ITION

DRILLING ASSEME LY MOVERIG: LD.D S.:

TOOL OD ID LENGTH RIGTOSPUD' LOGGING

Bit, PDC 7 875 1 00 WELD ON BBL:
CEMEffT-

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAIT MOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC

PRESSURE TEST RUN CSG.

DRILL. 4 00 DST

HANDLETOOLS TRIP 13 50
CIRCULATE: WAIT ON.

NIPPLE DN BOP. WELD BOWL

DRILL OUT DIR.WORK

REAM; PASON

SAFETY MEETING SUP UNE.

STUCK & FISH. WORK CON

RIG DOWN TIME 6 50 other
TOTAL 275 86 Ro Out NippleUp

LAST CASING SUMMARY ToTAL HOURS. 24 00

RAN 20 JTS 8 675 In. 24 Ibstft LT&C 8 md CSG,

LANDED AT 906 00 MKB. TOTAL LEN••TH 906 00 METERS.

CEMENTED WITH 1 st stage 400sx #15 8, 'G',2 n I stage (top ob 100 sx #15 8
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0900 RIH from 1937' - 3556', circulatingwith air thru tightspots several times.
0900 1530 Hydraulichose on top drive failed - no replacement on location. Wait on one to be made in Price and be delivered out to location.

1530 2000 Wash and ream intohole from 3,556' - 4,058' (well depth was adjusted to4,058' as 4,070' was incorrect)

2000 2400 Drillahead from4,058'- 4,100'. Drilling very hard rock, bit bouncing erratically.

TI Ferron 3660.
TD,4300'

Weather: Cold &

Sundry Number: 29127 API Well Number: 43007502420000

THUNDER1ŠlRD DAILYDRILLING REPORT

t:NLRGV

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY,UTAH
WELL LICEN( E: API#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $26,575

CONTRACTOR: CBM PARTNERS CBM #100 CUM. COST: $441.113

EST. T.D: 4300 AFE EST (D&i ): (D&C)

DAY: 14 REPORT DATE Nov 29,2011 STATUS 06:01 Wa sh and ream to bo tom

DEPTH: 4101 PROG: 31 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

28-Nov i

MUD TYPE: air/water WT: 8 7 VISC: 45+ WL: PH: FC:

ADDITIVES:

BIT SERIAL# SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR \DE

5 137257 7.875 Vare! EDTO34 3x20 25 65

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Tnplex 6" 7"
L & J F-100 Triplex 6" 7" as needed 234 475

TIME DISTRIB ITION

DRILLING ASSEME LY MOVERIG: LD.D S.:

TOOL OD ID LENGTH RIGTOSPUD' LOGGING

Bit, PDC 7 875 1 00 WELD ON BBL:
CEMEffT-

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAIT MOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC

PRESSURE TEST RUN CSG.

DRILL. 4 00 DST

HANDLETOOLS TRIP 13 50
CIRCULATE: WAIT ON.

NIPPLE DN BOP. WELD BOWL

DRILL OUT DIR.WORK

REAM; PASON

SAFETY MEETING SUP UNE.

STUCK & FISH. WORK CON

RIG DOWN TIME 6 50 other
TOTAL 275 86 Ro Out NippleUp

LAST CASING SUMMARY ToTAL HOURS. 24 00

RAN 20 JTS 8 675 In. 24 Ibstft LT&C 8 md CSG,

LANDED AT 906 00 MKB. TOTAL LEN••TH 906 00 METERS.

CEMENTED WITH 1 st stage 400sx #15 8, 'G',2 n I stage (top ob 100 sx #15 8
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0900 RIH from 1937' - 3556', circulatingwith air thru tightspots several times.
0900 1530 Hydraulichose on top drive failed - no replacement on location. Wait on one to be made in Price and be delivered out to location.

1530 2000 Wash and ream intohole from 3,556' - 4,058' (well depth was adjusted to4,058' as 4,070' was incorrect)

2000 2400 Drillahead from4,058'- 4,100'. Drilling very hard rock, bit bouncing erratically.

TI Ferron 3660.
TD,4300'

Weather: Cold &

Sundry Number: 29127 API Well Number: 43007502420000

THUNDER1ŠlRD DAILYDRILLING REPORT

t:NLRGV

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBON COUNTY,UTAH
WELL LICEN( E: API#43007502420000

SUPERVISOR: CHUCK WALTER REPORTING O: BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $26,575

CONTRACTOR: CBM PARTNERS CBM #100 CUM. COST: $441.113

EST. T.D: 4300 AFE EST (D&i ): (D&C)

DAY: 14 REPORT DATE Nov 29,2011 STATUS 06:01 Wa sh and ream to bo tom

DEPTH: 4101 PROG: 31 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

28-Nov i

MUD TYPE: air/water WT: 8 7 VISC: 45+ WL: PH: FC:

ADDITIVES:

BIT SERIAL# SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR \DE

5 137257 7.875 Vare! EDTO34 3x20 25 65

UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Tnplex 6" 7"
L & J F-100 Triplex 6" 7" as needed 234 475

TIME DISTRIB ITION

DRILLING ASSEME LY MOVERIG: LD.D S.:

TOOL OD ID LENGTH RIGTOSPUD' LOGGING

Bit, PDC 7 875 1 00 WELD ON BBL:
CEMEffT-

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAIT MOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC

PRESSURE TEST RUN CSG.

DRILL. 4 00 DST

HANDLETOOLS TRIP 13 50
CIRCULATE: WAIT ON.

NIPPLE DN BOP. WELD BOWL

DRILL OUT DIR.WORK

REAM; PASON

SAFETY MEETING SUP UNE.

STUCK & FISH. WORK CON

RIG DOWN TIME 6 50 other
TOTAL 275 86 Ro Out NippleUp

LAST CASING SUMMARY ToTAL HOURS. 24 00

RAN 20 JTS 8 675 In. 24 Ibstft LT&C 8 md CSG,

LANDED AT 906 00 MKB. TOTAL LEN••TH 906 00 METERS.

CEMENTED WITH 1 st stage 400sx #15 8, 'G',2 n I stage (top ob 100 sx #15 8
PLUG DOWN AT 0145 HRS. ON Nov 20, 2011 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 0900 RIH from 1937' - 3556', circulatingwith air thru tightspots several times.
0900 1530 Hydraulichose on top drive failed - no replacement on location. Wait on one to be made in Price and be delivered out to location.

1530 2000 Wash and ream intohole from 3,556' - 4,058' (well depth was adjusted to4,058' as 4,070' was incorrect)

2000 2400 Drillahead from4,058'- 4,100'. Drilling very hard rock, bit bouncing erratically.

TI Ferron 3660.
TD,4300'

Weather: Cold &



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THLJND RISIRD DAILYDRILLING RE; ORT

WELL NAME: GORDEN CI EEK ST SW -14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICENf E APl#43007502420000

SUPERVISOR CHUCK WAl TER REPORTING30 BARRY BRUMWELL

CELLULAR#: PHONE#

SPUD DATE: 0130 HRS, NJV.18,2011 A.F.E..#:

R.R. DATE: DAILY COST: $20.475

CONTRACTO I: CBM PARTN ËRS CBM #100 CUM. COST: 5461,588

EST T.D: 4300 AFE EST (D&r ) (D&C):

DAY: 15 IEPORT DATE Nov. 30,2011 STATUS 06:Di W; sh and ream to bo om

DEPTH: 4101 PROG: 31 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: air/water WT 8 7 VlSC: 45+ WL PH: FC:

ADDITIVES:

B1T SERIAL# S1ZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR ,DE

5 137257 7.875 Varel EDTO34 3 x 20 25 65

L J F-1 0 Triplex 6" 7"

Bit, PDC 7.875 f.00
Bit Sub 6.25 2.25 3.00
9 DCs 6 25 2.25 271.86

00
8.00

so
o.so

24.00

20 8.675 24 LT&C 8 md

0000 0800 Drillahed from 4,100' - 4275' TDcalled at 4,275' based on production casing tally
0800 17:00 Trip OOHpullingfrom 3,900' up to 3.100'. Had to circulate (with air assist) and work tight spots several times.
17:00 17:30 RU Pioneer WirelineLogging tools.
17:30 21:30 Run logs, thenrigdown logging equipment
21:30 Prepare to run casing. Couldnot break off bit sub from top drive, forced to run casingby pickingup everyjtwith circulatinghead, which

23:00 will be very slow.
23:00 24:00 RIHwith 5 1/2" casing. Casing details on next daily report.

TI Ferron 3660.
TD, 4275'

Weattier: Cold &

Sundry Number: 29127 API Well Number: 43007502420000

THLJND RISIRD DAILYDRILLING RE; ORT

WELL NAME: GORDEN CI EEK ST SW -14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICENf E APl#43007502420000

SUPERVISOR CHUCK WAl TER REPORTING30 BARRY BRUMWELL

CELLULAR#: PHONE#

SPUD DATE: 0130 HRS, NJV.18,2011 A.F.E..#:

R.R. DATE: DAILY COST: $20.475

CONTRACTO I: CBM PARTN ËRS CBM #100 CUM. COST: 5461,588

EST T.D: 4300 AFE EST (D&r ) (D&C):

DAY: 15 IEPORT DATE Nov. 30,2011 STATUS 06:Di W; sh and ream to bo om

DEPTH: 4101 PROG: 31 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: air/water WT 8 7 VlSC: 45+ WL PH: FC:

ADDITIVES:

B1T SERIAL# S1ZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR ,DE

5 137257 7.875 Varel EDTO34 3 x 20 25 65

L J F-1 0 Triplex 6" 7"

Bit, PDC 7.875 f.00
Bit Sub 6.25 2.25 3.00
9 DCs 6 25 2.25 271.86

00
8.00

so
o.so

24.00

20 8.675 24 LT&C 8 md

0000 0800 Drillahed from 4,100' - 4275' TDcalled at 4,275' based on production casing tally
0800 17:00 Trip OOHpullingfrom 3,900' up to 3.100'. Had to circulate (with air assist) and work tight spots several times.
17:00 17:30 RU Pioneer WirelineLogging tools.
17:30 21:30 Run logs, thenrigdown logging equipment
21:30 Prepare to run casing. Couldnot break off bit sub from top drive, forced to run casingby pickingup everyjtwith circulatinghead, which

23:00 will be very slow.
23:00 24:00 RIHwith 5 1/2" casing. Casing details on next daily report.

TI Ferron 3660.
TD, 4275'

Weattier: Cold &

Sundry Number: 29127 API Well Number: 43007502420000

THLJND RISIRD DAILYDRILLING RE; ORT

WELL NAME: GORDEN CI EEK ST SW -14-8 LOCATION: CARBON COUNTY, UTAH

WELL LICENf E APl#43007502420000

SUPERVISOR CHUCK WAl TER REPORTING30 BARRY BRUMWELL

CELLULAR#: PHONE#

SPUD DATE: 0130 HRS, NJV.18,2011 A.F.E..#:

R.R. DATE: DAILY COST: $20.475

CONTRACTO I: CBM PARTN ËRS CBM #100 CUM. COST: 5461,588

EST T.D: 4300 AFE EST (D&r ) (D&C):

DAY: 15 IEPORT DATE Nov. 30,2011 STATUS 06:Di W; sh and ream to bo om

DEPTH: 4101 PROG: 31 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUD TYPE: air/water WT 8 7 VlSC: 45+ WL PH: FC:

ADDITIVES:

B1T SERIAL# S1ZE MFG TYPE JETS WOB RPM FEET HOURS ROP GR ,DE

5 137257 7.875 Varel EDTO34 3 x 20 25 65

L J F-1 0 Triplex 6" 7"

Bit, PDC 7.875 f.00
Bit Sub 6.25 2.25 3.00
9 DCs 6 25 2.25 271.86

00
8.00

so
o.so

24.00

20 8.675 24 LT&C 8 md

0000 0800 Drillahed from 4,100' - 4275' TDcalled at 4,275' based on production casing tally
0800 17:00 Trip OOHpullingfrom 3,900' up to 3.100'. Had to circulate (with air assist) and work tight spots several times.
17:00 17:30 RU Pioneer WirelineLogging tools.
17:30 21:30 Run logs, thenrigdown logging equipment
21:30 Prepare to run casing. Couldnot break off bit sub from top drive, forced to run casingby pickingup everyjtwith circulatinghead, which

23:00 will be very slow.
23:00 24:00 RIHwith 5 1/2" casing. Casing details on next daily report.

TI Ferron 3660.
TD, 4275'

Weattier: Cold &



RECEIVED: Aug. 21, 2012

Sundry Number: 29127 API Well Number: 43007502420000Sundry Number: 29127 API Well Number: 43007502420000

THLJNDERSIRD DAILYDRILUNG RE:'ORT

ENERGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY,UTAH
WELL UCEN( E: APl#43007502420000

SUPERVISOR: CHUCKWALTER REPORTING 10 BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $195,305

CONTRACTOR: CBM PARTNERS CBM#100 CUM. COST: $656,893

EST. T.D: 4300' AFE EST (DEJ ): (D&C):

DAY: 16 IEPORT DATE Nov 30.2011 STATUS 06:01 We sh and ream to bo tom

DEPTH: 4275 PROG: 174 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUDTYPE: air/water WT: 8 7 VISC: 45+ WL: PH: FC:

ADDITIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

5 137257 7.875 Varel - EDTO34 3 x 20 25 65

'UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 6" 7" as needed 234 475

TlME DISTRIB ITION

DRILLING ASSEMI LY MOVERIG. LD.D.S.

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELD ON BBL: CEMENT: 3 00

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAITMOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC:

PRESSURE TEST RUN CSG: 14 00
DRILL: DST

HANDLE TOOLS: FRIP

CIRCULATE: WAIT ON:

NIPPLE DN BOP. WELD BOWL

DRILLOllf: DIR. WORK:

REAM PASON

SAFETY MEETING SUP UNE:

STUCK & FISH: WORK coN:

RIG DOWN TIME 3ther

TOTAL 275 86 Reg out 7 00 wpieup

LAST CASING SUMMARY TOTAL HOURs: 24 00

RAN 103 JTS 5 5 In. 17 lbs/ft LT&C 8 md CSG.

LANDED AT 4233 46 MKB. TOTAL LEN ;TH 4233 46 METERS.
CEMENTED WITH See below

PLUG DOWN AT 16 49 HRS. ON 01-Dec-11 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 RIH with 102 Jts of 5 1/2", 17 #lft, N-80, LT&C production casing. Tagged hard at4,252° KB. Could not work casing down any further.

1400 REMOVE JOINT 102. Finaltallyinto hole = 101 fulljoints+ TWO - 9.95' markerjoints.TOTAL = 103 joints. Land withSeaboard hanger.
1400 RU Superior cementers and cement productioncasing with475 sax of PremiumClass"G' cement + 0.2% Air-Out+ 40% Superbalf+

1% Super FL-300+ 2% CaCl2 + 0.25 #Isk Super Flake + 3% Super GR mixedat 10.7 PPG (yield = 2.39 cu*ft/sk,water = 8.23 gallsk)

1700 Displacedwith 98 bbis of freash water. Bumped plugs at 16:49 12/1/2011. float held. NORETURNSTHROUGHOUTJOB.

1700 2000 Remove casing landing jt. Remove blooie line and nippledown BOPs, install night cap on wellhead.
2000 24:00 Rig out tearout rig

CASINGBOTTOM = 4233.46' FLOATCOLLAR = 4187.55' Markerjts at 3,980'and 3,638'

RIG RELEASED AT24;00 HRS 12/01/2011

TI Ferron 3660.
TD, 4275'

Weather: Cold &

Sundry Number: 29127 API Well Number: 43007502420000

THLJNDERSIRD DAILYDRILUNG RE:'ORT

ENERGY

WELL NAME: GORDEN CREEK ST SW 7-14-8 LOCATION: CARBONCOUNTY,UTAH
WELL UCEN( E: APl#43007502420000

SUPERVISOR: CHUCKWALTER REPORTING 10 BARRYBRUMWELL

CELLULAR #: PHONE #:

SPUD DATE: 0130 HRS, NOV.18,2011 A.F.E. #:

R.R. DATE: DAILYCOST: $195,305

CONTRACTOR: CBM PARTNERS CBM#100 CUM. COST: $656,893

EST. T.D: 4300' AFE EST (DEJ ): (D&C):

DAY: 16 IEPORT DATE Nov 30.2011 STATUS 06:01 We sh and ream to bo tom

DEPTH: 4275 PROG: 174 KB: 7542.30 GL: 7529.30 MACP:

SURVEYS:

MUDTYPE: air/water WT: 8 7 VISC: 45+ WL: PH: FC:

ADDITIVES:

BIT SERIAL # SIZE MFG TYPE JETS WOB RPM FEET HOURS ROP GRADE

5 137257 7.875 Varel - EDTO34 3 x 20 25 65

'UMP DESCR. LINER STK SPM RATE PRESS AV DC AV DP NOZZLE VEL

L & J F-100 Triplex 6" 7"
L & J F-100 Triplex 6" 7" as needed 234 475

TlME DISTRIB ITION

DRILLING ASSEMI LY MOVERIG. LD.D.S.

TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELD ON BBL: CEMENT: 3 00

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAITMOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC:

PRESSURE TEST RUN CSG: 14 00
DRILL: DST

HANDLE TOOLS: FRIP

CIRCULATE: WAIT ON:

NIPPLE DN BOP. WELD BOWL

DRILLOllf: DIR. WORK:

REAM PASON

SAFETY MEETING SUP UNE:

STUCK & FISH: WORK coN:

RIG DOWN TIME 3ther

TOTAL 275 86 Reg out 7 00 wpieup

LAST CASING SUMMARY TOTAL HOURs: 24 00

RAN 103 JTS 5 5 In. 17 lbs/ft LT&C 8 md CSG.

LANDED AT 4233 46 MKB. TOTAL LEN ;TH 4233 46 METERS.
CEMENTED WITH See below

PLUG DOWN AT 16 49 HRS. ON 01-Dec-11 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 RIH with 102 Jts of 5 1/2", 17 #lft, N-80, LT&C production casing. Tagged hard at4,252° KB. Could not work casing down any further.

1400 REMOVE JOINT 102. Finaltallyinto hole = 101 fulljoints+ TWO - 9.95' markerjoints.TOTAL = 103 joints. Land withSeaboard hanger.
1400 RU Superior cementers and cement productioncasing with475 sax of PremiumClass"G' cement + 0.2% Air-Out+ 40% Superbalf+

1% Super FL-300+ 2% CaCl2 + 0.25 #Isk Super Flake + 3% Super GR mixedat 10.7 PPG (yield = 2.39 cu*ft/sk,water = 8.23 gallsk)

1700 Displacedwith 98 bbis of freash water. Bumped plugs at 16:49 12/1/2011. float held. NORETURNSTHROUGHOUTJOB.

1700 2000 Remove casing landing jt. Remove blooie line and nippledown BOPs, install night cap on wellhead.
2000 24:00 Rig out tearout rig

CASINGBOTTOM = 4233.46' FLOATCOLLAR = 4187.55' Markerjts at 3,980'and 3,638'

RIG RELEASED AT24;00 HRS 12/01/2011

TI Ferron 3660.
TD, 4275'

Weather: Cold &

Sundry Number: 29127 API Well Number: 43007502420000

THLJNDERSIRD DAILYDRILUNG RE:'ORT

ENERGY
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TOOL OD ID LENGTH RIGTOSPUD: LOGGING:

Bit, PDC 7 875 1 00 WELD ON BBL: CEMENT: 3 00

Bit Sub 6 25 2 25 3 00 RIG SERVICE: WAITMOVE

9 DCs 6 25 2 25 271 86 SURVEY: WOC:

PRESSURE TEST RUN CSG: 14 00
DRILL: DST

HANDLE TOOLS: FRIP

CIRCULATE: WAIT ON:

NIPPLE DN BOP. WELD BOWL

DRILLOllf: DIR. WORK:

REAM PASON

SAFETY MEETING SUP UNE:

STUCK & FISH: WORK coN:

RIG DOWN TIME 3ther

TOTAL 275 86 Reg out 7 00 wpieup

LAST CASING SUMMARY TOTAL HOURs: 24 00

RAN 103 JTS 5 5 In. 17 lbs/ft LT&C 8 md CSG.

LANDED AT 4233 46 MKB. TOTAL LEN ;TH 4233 46 METERS.
CEMENTED WITH See below

PLUG DOWN AT 16 49 HRS. ON 01-Dec-11 WITH No M3CEMENT RETURNS.

LOGS RUN

REMARKS
0000 RIH with 102 Jts of 5 1/2", 17 #lft, N-80, LT&C production casing. Tagged hard at4,252° KB. Could not work casing down any further.

1400 REMOVE JOINT 102. Finaltallyinto hole = 101 fulljoints+ TWO - 9.95' markerjoints.TOTAL = 103 joints. Land withSeaboard hanger.
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1% Super FL-300+ 2% CaCl2 + 0.25 #Isk Super Flake + 3% Super GR mixedat 10.7 PPG (yield = 2.39 cu*ft/sk,water = 8.23 gallsk)

1700 Displacedwith 98 bbis of freash water. Bumped plugs at 16:49 12/1/2011. float held. NORETURNSTHROUGHOUTJOB.

1700 2000 Remove casing landing jt. Remove blooie line and nippledown BOPs, install night cap on wellhead.
2000 24:00 Rig out tearout rig

CASINGBOTTOM = 4233.46' FLOATCOLLAR = 4187.55' Markerjts at 3,980'and 3,638'

RIG RELEASED AT24;00 HRS 12/01/2011

TI Ferron 3660.
TD, 4275'

Weather: Cold &



AUG-09-2012 14:29 STTHUNDERBIRD ENERGY 034531609 P.r02/19

DEPARTMENTOF NA TURAL RESOURCES
DIVISION OF OIL, GAS AND MINING g \bAGEDESIONAllUNANDSERIALNL.rMMER

ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS
6 IFINDIAN ALLOTTEEOis IRINLNAME

7 UNil ut CAGRFEMENI NAME

Du 110( use this forsytfut proposah 10 driu new wgj!S. r.ignificantlydoopun exigijng walls autowci..rrantbottonWlaia depth, leemnt plugged wells, or to

dnli riuriturrlaitalamis. Uev APPLICATION POR PERMI I t 0 DRILLform ler suco proposals.

1. TYPE OF WELL
OIL WLLL GAS WEl..I OTHER

GmO
N SW-7-14-8

2 NAMEOF OPERATOR
n wi NUMBER

GORDON CREEK, LLC.
4300750242

:I. ADDRESSOFOPERAIOR
PHONENUMBER 10 FIELDANDPOOL ORWII.DCAI

1179 E. MNN, #346 PRICE ..

..,

UT ....84501
(403) 453-1608 UNDESlGNATED

4. LOCAIIONOFWFil

vooTAcesaTsunrAce 833' FSL & 2011' FWL
COL.JNfY CARBON

OTRIOTE. SE CTION.TOWNSIIIP. RANGE MERIDIAN SESW 7 149 8 E S so e
UTAH

n CHECKAPPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

O ^ci = O == O REPFFFÚRATE CURRENI FORMA110N

O NOTICF OF INTENT
(fiuhmkbi Ducheate) O ALTER CA$fNG FRACTURE CREAT Sti)F (RACK TO MEPAIW WELL

Approximate date work willalgt CASING REPAtw NFW CONSTRUC HON TEMPORAkit Y ADANDON

CI·lANGETO PREVIOUS 13LANs OPERATOR CHANGE MM

CHANDI- (UBING PLUGAND ADANDON
vi-N I OR ELARr

SUBSEQUENT REPORT CHANGEWkl.l. NAME PLUG BACK WATER UISPOSAl

(Submli Originut Fomt Univ}
O esanoeweless^Tus O PRODUCTIONlSIART/RESUMF) WATFRSHulOFF

Unle of work complellers
coMMINOI.0 PRODI.JCINGFORMAft0N6 RECLAMATIONOFWEll SITE 01|ILR DRILLING REPORR

11/30/2011 O CONVËRT WFM. (YPE RY:COMPLETE- DIFFERENT FORMATION

12. DESCNIBEPROPOSED OR COMPI ETED OPERATIONS Cloarly niian all peninent details including clutes, depthe. volumes. ote

ATTACHEDIS AN EXECUTIVE SUMMARY AND THE DAILYDRILLlNG REPORTS FOR THE SUBJECT WELL.

SIGNATURE

(filia space for Stata use onlyt

(6/2000)
(soninntructions an Hevurse Sidel

RECEWED
AUGI O2012

DIV.0FOIL,GAS&MINI
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AUG-09-2012 14-30 THUNDERBIRD ENERGY 4034531609 P.03/19

EXECUTIVESUMMARY REPORT

WELL: 60RDON CREEK5W-7-14-8 Afl #: 43000750242

COUNTY: CARBON COUNTY, UTAH SPUD: 01:30 HR5, 11/18/201]

OBJECTIV£: To drill & Complete as a Ferron 6as well R.R.; 24:00 HRS, 12/07/2011

RIO CONTRACTOR; CBM Partners Rig tt 101

BITINFORMATION:

SIZE DEPTH DEPTH ROT. TO lAL

TYPE (inches) IN (ft) OUT (ft) HOUR5 HOUR5

Tricone 14 3/4 0 40 2.5 2.5

PDC 11 40 907 15.5 18

PDC 7 7/8 907 3990 60.75 78.75

Tricone 17/8 3990 4275 22.75 101.5

CONDUCTORCASING:

HOLESIZE: 14 3/P CONOUCTORSET FROM: O' to 40'

The 12 ¼" conductor pipe was run to 40' and cemented full length.

SURFACECAstNG:

Hof.ESizE: 11" SURFACECASINGFROM: O' to 907

Ran a total of 20 joints of 8 5/8", 24 II/ft, J-55, ST&C casinglanded at 906' KB. Cemented with 400 sks Class O cement mixed wah ½.8

ppe. No returns. Top lob through 3" jointed pipe with 100 sks Class G 15.5 ppe cement.

PRODUCTIONCASING:

HOLESfZE: 7 7/8" SURFACECASINGFROM: 0' to 4233.46'

Ran a total of 103 joints of 5 ¼", 17.0 #/ft, N-80, LT&Ccasing landed at 4,233.46' KB. Cemented with 474 sks Premjum Class "G" +

0.2% airout, 40% Superball, 2% CaCl2,1¾ Super FL300, ¼# Super Flake, 3% Super GR mixedat 10.7 ppg. Bumped plug, floats held, no

cement returns, Marker joints ! 3,980' and 3,636'.

PLEASEREFERTO THEATTACHEDORILUNG REPORTSFORSPECIFIC DAILYWELL 1NFORMÃTION

RECEWED
AIJG1O2012

DIV,OF0tL, GAS&
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AUG-09-2012 14:30 THUNDERBIRD ENERGY 4034531609 P.04/19

THUNDERl5iRD.
Wäïn RDÈN S 8 3647502420000

Imu
HRS Oy 20

cesvas as on

DAYi 1 :5 ?RE DATE 17-Nov- ST Fd$ ï¿ Pre to memeog

DEFliS PROG 78 50 Skt 752 30 MACP I

SURVE S

WT VISC ,
Vmi FC

DDR ES

BH SERI $ŒE REGà: TYPE : JETE - WOB 1RPMiki!.4 h I EET :HOURE R GRADE

'.

MP DESCR. UNER I STK e BPR RATE PRESS ' Av DO Av DP NO22LEVEL, r
.

TIME OgrRIB MON -

DAlt INGA BY ' s « , ,
,

gmEµp n 900 I.Das

£1001 00 to '" LENum ,- gir.ià po a.caciNot

wgl.ookbe CENrrtf

HIVsif WAly poilE ,

nyvei woe
HE

DIR. WORK

BE MSON

Sm¾ MmlNG $UW UNE

sniCK T¶iHa ,

VlOllK*CON:

gio IqiE 3 00 onar-

TofAL. Mao.o y :: NppÌmDp

NY
vore.wouds: 12 oo

313 útÀv Wg/m tr' CsG.

IKO T TAI,, i.ENG‡Á METEÑS. -

7.4gfrys mees
0000 0600 Waiting on daylight

0800 1800 RD, 5 loads moved onto now location. Camp movedand set up on new location

1800 2400 Shul down for night

afhää3
vvY OF D.C. WT.0FSTRING iiCOVED

AUGi 0 2012

DIV,OFOIL,GAS&
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AUG·-09--2012 14: 34 THUNDERBI RD ENERGY 4034531609 P. 04/19

THUNDí¯FJ5tRD *DAll.YORR,LING PORT

num v

WELL E(AME: GORDENCglimptgT SW7-1¾ LocATION: cÁRadN COUNTY,UTAH

WELL LICtNCE ' ÁPl#43AQ7502420000

S,U#Elegsos, CHUCKWALMA REPORylNGTO: . - BARRYBRQMWELL

CELLUI.AB#; *

PHONG#, "

SpuuDAw: 0130 MRS,WOVa10,2014 A.F.d.#.'

RALDATEL

DAlkYCOST

CóNTRAcron CBMPARTNERS COM#100, cum,COST.

ES;f. Tyb;
AFEEGT(DBAy -

(D&C).

DAY: ,
i REPOltTDATE 1/-Nov-11 STATUGO Prep to moveng

2,-
,

"DEFid: ' PROG' ' RD: 7542.50 '
, GL: TS21L3e < MACP

' • SURVEitS:

MuDTYPE- WT. VISC, 2 :Wh PH: FC

' ADDinVES

BIT BERIAL* StzE MFG TYPE -iETS WOB RPR -
' FEET NOUWS - ROP GRADE

PUMP OESCR. . LINER I. SÌK :: SPU: "
,

2RATE PRESS " AVOC -
AvoP ,

NO22LEVEL

I
TlMF DiGTRIBifflON

ORiti S A(SFMBLY
E Wy: rr ! 9 00 I-D.DB.

TOOL 00 ' ID ' LENGTH ,
tir.yö APOD *

LOCCIÑOf

wel.aokus car erf·
·

niitos arryDVE

BORVEY
WOC ..

PREß§in E
RD)(bsG

oldu nu

MaoN
UWLINE

3 DD
M¾RIOCON:

'TOYAL tiseau, upp.up

LAST CASING$UMMA1W
TOTM.úod 12 00

RAN ' 9 ' 315 mma Ngim l'e
eso.

LANDEDAr IKIE TOTAi,, LENG‡Ã MET1EÑS.

CpilENTEDWITN
PLUGDOWN AT NASyOR ,, | 1 WifN B3 CEF(IERTRETURMS

,oCARUN

REMARKS •

0000 0800 Waiting on dayligrtt

0800 1800 RD, 5 loads moved anta now locatioli. Camp movedand set tip on new IOcetion

1800 2400 Shut down for night

WT OF DC WT. OF
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CóNTRAcron CBMPARTNERS COM#100, cum,COST.

ES;f. Tyb;
AFEEGT(DBAy -

(D&C).

DAY: ,
i REPOltTDATE 1/-Nov-11 STATUGO Prep to moveng

2,-
,

"DEFid: ' PROG' ' RD: 7542.50 '
, GL: TS21L3e < MACP

' • SURVEitS:

MuDTYPE- WT. VISC, 2 :Wh PH: FC

' ADDinVES

BIT BERIAL* StzE MFG TYPE -iETS WOB RPR -
' FEET NOUWS - ROP GRADE

PUMP OESCR. . LINER I. SÌK :: SPU: "
,

2RATE PRESS " AVOC -
AvoP ,

NO22LEVEL

I
TlMF DiGTRIBifflON

ORiti S A(SFMBLY
E Wy: rr ! 9 00 I-D.DB.

TOOL 00 ' ID ' LENGTH ,
tir.yö APOD *

LOCCIÑOf

wel.aokus car erf·
·

niitos arryDVE

BORVEY
WOC ..

PREß§in E
RD)(bsG

oldu nu

MaoN
UWLINE

3 DD
M¾RIOCON:

'TOYAL tiseau, upp.up

LAST CASING$UMMA1W
TOTM.úod 12 00

RAN ' 9 ' 315 mma Ngim l'e
eso.

LANDEDAr IKIE TOTAi,, LENG‡Ã MET1EÑS.

CpilENTEDWITN
PLUGDOWN AT NASyOR ,, | 1 WifN B3 CEF(IERTRETURMS

,oCARUN

REMARKS •

0000 0800 Waiting on dayligrtt

0800 1800 RD, 5 loads moved anta now locatioli. Camp movedand set tip on new IOcetion

1800 2400 Shut down for night

WT OF DC WT. OF

AUG·-09--2012 14: 34 THUNDERBI RD ENERGY 4034531609 P. 04/19

THUNDí¯FJ5tRD *DAll.YORR,LING PORT

num v

WELL E(AME: GORDENCglimptgT SW7-1¾ LocATION: cÁRadN COUNTY,UTAH

WELL LICtNCE ' ÁPl#43AQ7502420000
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2,-
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E Wy: rr ! 9 00 I-D.DB.
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WT OF DC WT. OF



UG-09-2012 14: 35 THUNDERBIRD ENERGY 4034531609 P. 05/19

THE JNDERBlm DAN,,yDRILLING REPDÑT

emov
gdkL NÁÑE GORDSN CREEK ST SW1-14-8 LOCAYlúNi CAggoN COUNTY,UTAH

WEllL ÙÔENG 007502420000

ŠUPERVISORi CHUCK WALTER ÑEPORTINGI BARRYÄRUMWELL

dELLULAR#.
QMgíÑ

PUD DATÈ: 0130 MAS NOV.18,201 ihF-8
itR. DATE:

DMLyc sT

NTÀ4dTon Osm PARTNERS COM#100 6ÛÑC
(Dac)

DAY: 2 EPORT DATE 18-Nov-11 STATUses 00 Movin -40% moved 0 RU

DËPTH: PROG KBf 754L30 GL 71i2 30 MACP

BURVEYS

MUD WPE VISC WE PH FC

ADDEVEA

err $$RIAL SRE M TYP TB WOB RPM FEET HOURS ROP GRADE

UMP_ _

SC I.IN SPM RATE PRESS Av oc MO NO2ZLE VEL

Tmg rus Twin ON

nnn SFMBLY þiávEiÙ: 18.0 CO

LE 78 RIG foßP¾d• IÏÑ IN

WEtD GRASI- CE EN

HIS BEnvict; 10lATMD

dunver
Pul•tsultE TES
Delu.
HANDI.E. I

CIRdtlLATE
NIPPt.EON BGP
DFULLOUT ÒI H

REW BUIDM

SAFETY MEEmlO: EküR E

stucg a mN, 4 ON:

Ela nowaanse .

Esa out

i.a MA YdTAL Hetina: 24.00

gar la Retire css
uut T KR. TALLENGT METERS,
CEMENTEDMITH

AT HRS,ON WITH CEMENTRE1 i NS.

I
REMARKS

0000 0600 Waiting for claylight
0600 2400 Move in an spot rig. Crew contiued to rig up under lights. Haul water

WT OF D.C WT OF 51AING

UG-09-2012 14: 35 THUNDERBIRD ENERGY 4034531609 P. 05/19

THE JNDERBlm DAN,,yDRILLING REPDÑT
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err $$RIAL SRE M TYP TB WOB RPM FEET HOURS ROP GRADE
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I
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WT OF D.C WT OF 51AING



AUG-09-2012 14:36 THUNDERBIRD ENERGY 4034531609 P.06/19

THUNDERSIRD DMLYDRILIINGREÑ3RT

mency
L NAME: GORDEN CREEK ST SW7-144 LOC CAREQN C UNTY,UTAH

CE: AP 43007502420000

BRERvisöR CHUCKWALTE REPÖllNO BARRYŠRÜNL

niîntäke tillimammL roia samm--m
TE 0130HRS,.NOV.18,29ti AÀÊ

908. DATE 0AILY OST $26,396

cpÑÝRACT CBM PARTNERS COMit00 $57,M5

i67.TÖ ME Si(pgA (DAC)

DAY REEORT DATE 19-Nov-11 smius os Dep n es, wollängon rotatn head

DBPifHI 218 PROG 218 KB [542,30 GE 7629 0 MACP

suavErs

MUD TEPE serated watar .
VISC WI C

ADDITBIES

BIT BEAIA 812E . MFG TYPE JETE WOS RM FEET HOURS ROP GRADE

1 11 Retip-mrun

2 g25 shear SV 618 6 x 18 0 - 10 80 218 7 5 29

MP DESCR L1NE PREgg AVDC D NOZZLE VEL

L BJ F-10D Triplex 6" 7"

L&J F-10D Ydplex 6" 7
157 B 1110N

DB!U.ignamsus as
TOOL o 10 LENäpf; paam

B(t, 9.217 PDC 9.25" 1.70 CEWi!NP 2 00

XO 8" 2./8 5.21 wArra vc

9 008 ß 25 2.25 277 27 wot
50 RUMose 360

wAfrom
WELABOWL

N
suPLINIE
woluccom
other 1 GD

IOTAL. S 18 pple Up 3 50

I eET regrNC Sutinan Tor 24 00

PAb) JTS num csì
LANDEDAT MKB TOTAL kgNOTW
CEMENTEDWITH
P AT NRS ON Wt1R IENTR RNS

I
REMARK5

0000 0130 Rig up - pre to spud - haul water
0130 0400 Spud wig bit Drillto 40'
0400 0700 LD bit, con .

0700 1200 PU conductor, work down to 40'
1200 1300 Cement conductor witl92 calyds naady mix grout
1300 1400 Rough cut conductor Measure and finalcut conductor
1400 1630 NU riser, rotating head. RU blooie line

1630 1T:\0 PU ff * bit, bit sub and DCs.
1730 1900 Tes 11air lines with high and low pres6ure

1900 0000 D!ill 215'

wT OF D.C wi OF STRING
Wèathefi Blowing drming



AUG-09-2012 14:36 THUNDERBIRD ENERGY 4034531609 P.07/19

THUND IRD DAILYDRILLINGREPORT

ene v
WELL NAME: GORDEN CREEK ST SW 7-144 LOCATieN: CARBON COUNTY,UTAH

war.e uCENCE ÀPtS43007502420000

$ÛPEmoSOR: CHUCK WALTER REPORTINGTO BAARYEIRUMWELL

ÖSLLULAAg: PHöNE#: M.
SPUD DÀTE, 0130 HRS. NOV, 18.201† A.F-ELS:

R.A DATE: DAILYCOST: 533,860

CONTRACTOR CBM PARTNERS CBM #100 cuM. COST: 5113,018

EST. T 4000 t F EST DE (DAC):

DAY: 4 HEPORTDATE 20-Nov 11 KrATUSUU:00 Waiting on cement

DEFm: 907 PROG: ses KB: 7542.30 GL 7529.30 MACP:

SURVEYB i dogma @lanu
1 degren ¢!|900

MUDTYPE: alrMater WT. vis WL PH: FC:

ADDITWES:

BIT SERIAL # SIžV MFG TYPE JETB WOD RPM FEET MouRS It0P GRADE

2 TJ 20000 Bd25 shear su $10 6 x 16 10 75 689 10 58 9 Nu w n ni um

.fUMP DESCR. LINER STK BPM ATE PRESS AV:DG AVDP __NO22LEVEL

L J F-100 Triplex 6 7

L J F-100 Triplex 6 /
MG018TR S HION

DÑltLING ASS
r.:Dals.;

. TOOL OD ID
,

LËÑëTH a o nadhc=

BI¾ PDC 9.25 1 la ced ýr
X - O B" 2 75 à 21 1.00 MouE

9 6.25 DCa 6 25 2.26 2TT 27 1.00 WOC
übN 88: 1 50

10.00 ber
2.50 2.00
1.50 wArrow

ELASOM.

AFETYMEET1NU EMP UNE:

1-E 2.50 omer 2 00

TOTAL
_ _

_284.18

N¢ple tip

LM CASING SUMMARY lor ims 24 00

RAN 20 JTS e 675 ina 24 ØkÜ ST&C B rd CSG.

làND AT 90500 MKB. 10YALI-ENGTH 90882 ETE

CEMENTE WITH
PLUGDOWN AT NÑK ON | WITH III3CEMENT RETUENS.

I DOS4tUN

EMARKS
0000 0100 Drill f/ 218' to 2T7'
0100 0200 Repair airglips

0200 0300 Drill il 277 to 371
0300 0430 Repair rotating head element
0430 0845 Drill f/ 371 to 508
0645 0745 Wireline sutvey @508, 1 doeree
0745 1400 Drill fl 506 to 907
1400 1530 Circulate hole clean, wirel¡ne survey @900 1 degree (repaired geolograph fine)

1530 1730 POH LD drill string for Gesing

1730 1830 Service rig, & prop to run casing.
1030 2000 Move esg on pipe rack
2000 2230 Ghange out subs on top drive for runningcasing

2230 2400 MU shoe. shoe jt, collar and nan 8.675" casing. See surface casing details forplacement of stablizers &¢ement baskets

Do not have a]I trucking costs at this time.

vvT OF D.C. VVI OF STRING
WeaOler: Cold, no wind Mild by Calgary
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vvT OF D.C. VVI OF STRING
WeaOler: Cold, no wind Mild by Calgary

AUG-09-2012 14:36 THUNDERBIRD ENERGY 4034531609 P.07/19
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ene v
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vvT OF D.C. VVI OF STRING
WeaOler: Cold, no wind Mild by Calgary



AUG--09-2012 14: 36 THUNDERBI RD ENERGY 4034531609 P. 08/19

THUNDEK15I DAILYDRILLINGREPORT
ENC.RCN

WELL MAIWE: GORDEI RG KST SW 7-Ma EucanOM CARNONC0UNTY, UTAH
LL Ú EÑCE API#4360250 420000

PEIWISon, TN T LL

SPUD DATE: 013 HRS. NOV.18,201
R.it DATE: CÒT 522,890

CONTRACTOR: CÉM PARTNERS CUM 100 C 4135.318

EST. T.D: 4000 A ST DSAh (D&C)

DAY: 5 REPORTDAT Nov 2011 STATU& 00 in in sole
DEFTH wt PROS B:754230 80 1529 MAC

SURVEY

MUD TYPE Waterialr VISC WD FC:

ADDinVEB

Bir . SERtA SIZE MFS TYPG TO WOB RPM FEET HOURS ROP GRADE

3 IJ 05 7 875 shrem SM Øiu 20

WMP DESCR UNER STK SPM RAlE PREss AVDC AV De N 22iiEVEL

J F-100 Triplex 6 7
L&J F-100 Triplox 6

TIMEDisfRIBUTioN

01 L ASS move I-ons

TOOL OD LENGTN moto a LOGGIÑG

Ba &3 PDC 7 875 Witto ONOg camEWP

RISBERUICE. 1 WAWMOVE

suRVEY Whet 4.50
PRESSURETESP 1 76 RuNCst 1 00
onu. ust -

awingrook'L Ttur 1.25
¢IRuuLATE WAITON:
NIDbl.EON BOP WELD BGWL

DRRLOUT; * Din.WORK.

REAM PAAON
SAFET(MEERNG· st]FUNE-

STUCK& FIBR* WAAK CON

atoodWN flMIÍ Olfer 5,60

LAST 1ÑNGBUMM Y TDIAL HOURS 4.ÔÛ
RÀ 20 JTS 8 675 g 24 ggim STSC Bmd
LAÑ!È T 9D700 RúÈ TOYAL EN 90600 METE%
CEIÑEN EU WI ist stage 400 s 16 8 G 2nd stage (tcip ob) 100 sk 15.8 G r
PLUS DOWN AT 0145 HRS. ON Nov 20. 2011 WH H No M3CEMENT NS

REMARKS
0000 0100 Continue to run 8.675", 24 Iblit, J-SS, ST&C, 8 md casing. Landed 908", e eg 857', centralizers every other jf., CB @ 500° & 30'

0100 0330 RUcement casing w/ 400 ex G' 15 8# cement. No retums. Top lob w/ 100 ex 'G' 15.5# cement. Cement 10'f/ tap. See surf cement details

0330 0800 WOC - rig maintance
0800 0900 Rig service
0900 1030 Prep egitarfor welder
1030 1630 Weld on casing flange. (Rig crew RU blooie line)
1630 2200 NU BOP &choke manifold.
2200 2345 Test BOP, choke lines & manifold, birno ram, kill line, kill valve pipe ram &inside valve sefety valve, & upper keily valve to 2500 psi high

and 250 pai low Choke filled wl methanoi upon colpletion of testing.
2346 2400 Trip in hole wi 7 !!75" PDC bit.

Note: Nippling up BOÞ is listed as 'ather under time distribution.

WT OF Q.C WT Of STRING
Weather cold.einar na
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0330 0800 WOC - rig maintance
0800 0900 Rig service
0900 1030 Prep egitarfor welder
1030 1630 Weld on casing flange. (Rig crew RU blooie line)
1630 2200 NU BOP &choke manifold.
2200 2345 Test BOP, choke lines & manifold, birno ram, kill line, kill valve pipe ram &inside valve sefety valve, & upper keily valve to 2500 psi high

and 250 pai low Choke filled wl methanoi upon colpletion of testing.
2346 2400 Trip in hole wi 7 !!75" PDC bit.

Note: Nippling up BOÞ is listed as 'ather under time distribution.

WT OF Q.C WT Of STRING
Weather cold.einar na
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EST. T.D: 4000 A ST DSAh (D&C)

DAY: 5 REPORTDAT Nov 2011 STATU& 00 in in sole
DEFTH wt PROS B:754230 80 1529 MAC

SURVEY

MUD TYPE Waterialr VISC WD FC:

ADDinVEB

Bir . SERtA SIZE MFS TYPG TO WOB RPM FEET HOURS ROP GRADE

3 IJ 05 7 875 shrem SM Øiu 20

WMP DESCR UNER STK SPM RAlE PREss AVDC AV De N 22iiEVEL

J F-100 Triplex 6 7
L&J F-100 Triplox 6

TIMEDisfRIBUTioN

01 L ASS move I-ons

TOOL OD LENGTN moto a LOGGIÑG

Ba &3 PDC 7 875 Witto ONOg camEWP

RISBERUICE. 1 WAWMOVE

suRVEY Whet 4.50
PRESSURETESP 1 76 RuNCst 1 00
onu. ust -

awingrook'L Ttur 1.25
¢IRuuLATE WAITON:
NIDbl.EON BOP WELD BGWL

DRRLOUT; * Din.WORK.

REAM PAAON
SAFET(MEERNG· st]FUNE-

STUCK& FIBR* WAAK CON

atoodWN flMIÍ Olfer 5,60

LAST 1ÑNGBUMM Y TDIAL HOURS 4.ÔÛ
RÀ 20 JTS 8 675 g 24 ggim STSC Bmd
LAÑ!È T 9D700 RúÈ TOYAL EN 90600 METE%
CEIÑEN EU WI ist stage 400 s 16 8 G 2nd stage (tcip ob) 100 sk 15.8 G r
PLUS DOWN AT 0145 HRS. ON Nov 20. 2011 WH H No M3CEMENT NS

REMARKS
0000 0100 Continue to run 8.675", 24 Iblit, J-SS, ST&C, 8 md casing. Landed 908", e eg 857', centralizers every other jf., CB @ 500° & 30'

0100 0330 RUcement casing w/ 400 ex G' 15 8# cement. No retums. Top lob w/ 100 ex 'G' 15.5# cement. Cement 10'f/ tap. See surf cement details

0330 0800 WOC - rig maintance
0800 0900 Rig service
0900 1030 Prep egitarfor welder
1030 1630 Weld on casing flange. (Rig crew RU blooie line)
1630 2200 NU BOP &choke manifold.
2200 2345 Test BOP, choke lines & manifold, birno ram, kill line, kill valve pipe ram &inside valve sefety valve, & upper keily valve to 2500 psi high

and 250 pai low Choke filled wl methanoi upon colpletion of testing.
2346 2400 Trip in hole wi 7 !!75" PDC bit.

Note: Nippling up BOÞ is listed as 'ather under time distribution.

WT OF Q.C WT Of STRING
Weather cold.einar na



AUG-09-2012 14:37 THUNDERBIRD ENERGY 4034531609 P.09/19

THUNDISU51RD DAIL¥ DRI .INGASPORY

OR.MLY

MÑO QORDEN;d MEKSTSW7-U4 OcÁfløN: GARSON COUNTY UTAR
rád goo7sax42nono

saún a sue w ha e di aúnúmwan
CËÏÀ:UI NÈ
SggnA : BBS NOVL18201 A È.
R R. DATE DRILY $42,625

CONTRACTOR CBM PARTNERS BM 00 cu 5177,842

EST T.Ot 4000 + A C)

AY: E Nov 22 2011 STNUS 05 Drillingahead 247

DEPTW 947 PROG: 80 I¥ 784250 GL 75mJO MACP

SURVEYS:

MUD TYPE airlwater Visc FC

ADDITIVEB

DIT SERIAL # S MFO TY JEf3 8 RPR HOURS GR

3 T.10569 7 675 Shram SM 616 6 x 20 11 90 67 4 5 20

UMP DESÇIt LINE STK RATE BRESS AV ¡AVO NO2Zf.E VEL e

LAJ I -100 Triptm
__

7

LAJ F-100 Triplex 6 f
TIMEDISTRIB ITION

DI¶LiINGASSEM MÒUE SK¾ L.9 ÊIk

TOÒL OÒ ih L 470 IRISTOUPUQi LQG9mG,

Bit PDC 7 676 1.OÛ WEfD ON BBl. CEMMP

. Ud Sub 6 26 2,25 3.00 HIS SFRVICE, O 50 WAtr MOVE

S Dr Gallars 6 25 2.25 2T7 07 hundEY: ' WOCL

PghsshRIMEsa #.dNces
omia. 4 60 #at
RANDLE¶OOL¾ _TytP, 8 50
MICIILATEL WAff DN'
imPAgeN110P- 250 VEiBBOWL

DRiucut. tilit tusain
REAM: • > PABUN
*AFETY MEEUG: SLIP LINE:

STUCBCAFISH: 90CRI§ CON'
2 00

19IAL 281 07 him!=up 3 00

1,AST CASINGBU IMAAY TOTAL QU¾ 24.00

, MN - 20 .175 8.675 mnt 24 Kalm ST&C Serd CSG

l.Apipmu Ar 807 00 AKB YOTAL1ENGTi 906 00 METERS.

ctalENTsuwrm
PLUGDOWMAT HRS N M3GEIWilil S
LOGS RW

RdplARMS
0000 NUBloniaune
0300 RIH,tag cement@ 756 (90' high)

. 0600 0 0 Prepared to turn on air. Blooie line was to high and not orieritated to the pit.
0700 0930 POH
0930 i ND rotatinghead, Remove 3' riser (lowem blooie iina 3' at the stack) Tom & NU rotating head on topof BOP stack NU blooie line.

1200 RiH to 756', TOC
1500 1530 Drillcement II 756' to 646'
1530 1000 Rig service
1600 1900 Rig repair. Pulldown was not working.

1900 2000 RU rig water, prime pumps to drill wl air water.
2000 2115 Drillcement fl 846' (¢oller)90T (shoe)
2115 0:00 Drill formation fl 90T to 96T

Todays cast include lesse acquisition ($15999)and surveying(57000} costs.

WT. Oi 0 C WT OF STRING
Weatineri Cold, Iow



AUG-09-2012 14: 37 THUNDERBI RD ENERGY 4034531609 P. 10/19

T HUNDCFJSIR D DAltY DRILUNG REPORT

PNERGY

WEL.L NAÈE GORDEN CREI"luiT SW F144 , LOCA RON CARBOl0000N UTAH
WELL LICENet AP 43007502420000

CEL PÑON

SPUD DATE 0130 BRS NOV AI=.E

itŠ. ATE: laWiy $22907

CO P T CBM PAR NGRS $414100 Me 5201,850

Es D 4000 x Ë ST(DSA) (D&C)

DAY 7 PORT DATE Nov 23 2011 STATUS08 00 Drillingsheed g 299T

gpyy 2746 PR G 1100 KO:7542,30 Gk 2629.30 MACP:

SURVEYS 175g1414
1.6 2000

MUDTYP Airlwater VISC PH FC
Air 17505CFM

SEH1AL SIZE FC TYPE JETS WDB RPM FEET HOURS ROP GRADE
TJ 0569 7.875 Shmm SM 816 a x 20 11 fu 12 85 - 95 1108 23 0.0

MP DE$CFL UNER sig SPM RATE PREG$ AVDC VD 2ZEEVEL

Li TF-100 T11piex G" T' 12
_

33 gym 550
L &J F-100 Triplex ti 7"

TIME DISTRIB FTION

ENGTil
ælnG

10 UU
PDC Bit 7 876 1 00 wgtecassu
Sk Sub 6.26 2 25 2 00 nieammte
9 DUS 6.25 2.26 27/ 07 BURVEL 1 00

MissvitcTe47
oun 2300
HAgD TUOLS

tit ouy

SAFETYMEETING
STUCK&ElWM.
NO DOWNTRE

TOTAL 291 07 gour Ntp

LAgl' CASING§UMMAltY TöTAL (i uits. 24 00

RÅpl 20 JÊ 8875in 24 Ibsitt LT&C d CSS
E.ANDEDAT 906 00 MkB- ÌOTAL L¾NGTN 906 00 FEET
CEMENTED Wrfli 7 si slagn 40Dx #15 8' G, 2 nd stage, (topjon)100 m #15 8 'O'
PLUGDOWN AT i 0145 HR.¶$3N' Nov 24 201_1 1Nitti No ENjENI'RETURNS:

ËIglARKS
0000 1230 Drill fo<triation fl 98T to 2018'
1203 0130 Wileline survey @2006 - 1 0"
0130 2400 Drillfortnationf/ 2016' to 2746'

Wmst r. Mild sunshine, no

AUG-09-2012 14: 37 THUNDERBI RD ENERGY 4034531609 P. 10/19

T HUNDCFJSIR D DAltY DRILUNG REPORT

PNERGY

WEL.L NAÈE GORDEN CREI"luiT SW F144 , LOCA RON CARBOl0000N UTAH
WELL LICENet AP 43007502420000

CEL PÑON

SPUD DATE 0130 BRS NOV AI=.E

itŠ. ATE: laWiy $22907

CO P T CBM PAR NGRS $414100 Me 5201,850

Es D 4000 x Ë ST(DSA) (D&C)

DAY 7 PORT DATE Nov 23 2011 STATUS08 00 Drillingsheed g 299T

gpyy 2746 PR G 1100 KO:7542,30 Gk 2629.30 MACP:

SURVEYS 175g1414
1.6 2000

MUDTYP Airlwater VISC PH FC
Air 17505CFM

SEH1AL SIZE FC TYPE JETS WDB RPM FEET HOURS ROP GRADE
TJ 0569 7.875 Shmm SM 816 a x 20 11 fu 12 85 - 95 1108 23 0.0

MP DE$CFL UNER sig SPM RATE PREG$ AVDC VD 2ZEEVEL

Li TF-100 T11piex G" T' 12
_

33 gym 550
L &J F-100 Triplex ti 7"

TIME DISTRIB FTION

ENGTil
ælnG

10 UU
PDC Bit 7 876 1 00 wgtecassu
Sk Sub 6.26 2 25 2 00 nieammte
9 DUS 6.25 2.26 27/ 07 BURVEL 1 00

MissvitcTe47
oun 2300
HAgD TUOLS

tit ouy

SAFETYMEETING
STUCK&ElWM.
NO DOWNTRE

TOTAL 291 07 gour Ntp

LAgl' CASING§UMMAltY TöTAL (i uits. 24 00

RÅpl 20 JÊ 8875in 24 Ibsitt LT&C d CSS
E.ANDEDAT 906 00 MkB- ÌOTAL L¾NGTN 906 00 FEET
CEMENTED Wrfli 7 si slagn 40Dx #15 8' G, 2 nd stage, (topjon)100 m #15 8 'O'
PLUGDOWN AT i 0145 HR.¶$3N' Nov 24 201_1 1Nitti No ENjENI'RETURNS:

ËIglARKS
0000 1230 Drill fo<triation fl 98T to 2018'
1203 0130 Wileline survey @2006 - 1 0"
0130 2400 Drillfortnationf/ 2016' to 2746'

Wmst r. Mild sunshine, no



AUG-09-2012 14:38 THUNDERBIRD ENERGY 4034531609 P.11/19

THUNDERSIRD oan.v omuma neont
ENDI

WEL NAÚE GORDEWCREEN ST SWA14.s accATigg CAREIGNCOUNTY UTAN
úliÈbl C 1007502420000

SUPERvisoR ENU KWALTER RËPORONG ÌØ RRY BRUMWElL
cgU.ULAR i IbNE
SPUD DATE, 0130 MAS,NOV-18,2014
RK. DATE: 2400 HRSJiOV 15, 2011 114IL c 538,889
CONTAACTön: CBMPARTNERS CUM#100 cum dds ¢240.519
EST, T.D: 4309' + Et D&C

DAY; a REPORT DATE Nov 24, 2011 STATUS Ottiling shead 3755
DefrH: ' 3625 PROG KB:754130 GE-182930 NACP
BURVEŸSi 2 5 g 3000

a 3505

MUD 1YPE: Water WT' VISC: FC
ADDrnvEA: Air BT4wim

BIT SERIAI.# SilE MFG TYPE JETS WOlì RPM I"EET HOURS NO
3 IJ 05f:i$ 7.875 Shmm SM 616 ß x 20 1 to 12 tlSto 86 779 13 5 57 7

UMP pese NEN 3r SIK SP RATE PRESS TAV C AVDP NOzzLE
L&J F-100 Tripinn 6' 7"
L &J 6-100 Tiiplex 6" 7" 72 198 gpm 629 psi

UM¾l§IElB HNN
ORILLNGA$$E Hi.y MOVER ßf

:Todt " op in LFustN anato,apues
Bit, PDC 7 875 1 00 elEthodgnp
EitSub $25 995 300 klo:¾ëgg,

a a DCs 626 225 27/07 &URVE'r <

PRESSIIRETERP '
DRLju 13 50
HANDLETOð(,Si
C0tCULAtt, 650
NPPig DN EDP.
DRRLOUT
REAM.

474¢K's FpN , won
alo mowN T E

TUTAL 281.07 ' alaOur
i AWTPa(ÑG.41tMMARY TothLuo 24 00
RAN . 20 JTS I O$75 in 24 (bstit LTSC 8 md CSG
LAND Dd 906 00 MMB, WAt,. LENGTH 906 00 METERS
pEMENfED wr?H 1 st stage, 400sx #15 6 G'2 nd Mage (top lob 100 sxs158
PLUGDOWiilAf 0145 HMS ON Nov. 20 2011 WITIf M3 IIIENT REFURUS
LOGaflUN '

kdMARKS .

0000 0600 Dritifl 2746' to 3000·

0600 0030 Circulate
0630 0800 Survey, 3000" - 2.5"
0800 1300 Drill fl 3000' to 3431
130D 1400 OP stu¢k - hole sloughed in - work pipe free.
1400 1500 Pull 10 jts. DP
1500 2100 Circulate well ciesn.w/ air, mix pillå sweep hole &Stage back to bottom
2100 2330 Drill fl 3431' to 3505'
2330 0000 Wireline survey @ 3501', 3

Note: Bit performarece as effected by the amount of circulation timerequired on each kelly down for hole clean up Often circulation time
exceeds the drilling time per connection.

5.5" Production casing on location.

WT OF DC WT OF STRING
Wästrier Clost and



AUG-09-2012 14: 38 THUNDERBI RD ENERGY 4034531609 P. 12/19

y HUND RblRD DAILYDRILUNG REPORT

WELL NAS GORDEN CREEK ST SW 7A44 . tecÃTioÑ SABUMMCOÒ¶W UTAH
WELE UCENCE: API#430075024200DO

SUPERWSOR: CÑUCKWAhlËA . REPORTIN TO

Cat.LUIAR W. FHON
SPUD DATE 0130 HRANOVAA201't
R R. oxm- 2400 HRSNOV70, 20tl = 515,652
CONTIMCTOR- CBill PARTNERS ORM#100 258,505

DAY; 9 REPORT DM Nov 25 2011 TATUS 8:BO Frillin 57
OERTNi 3884 PRom ass MŒ7642 3e 2528.30 ACP
suRVErs:

Mua TYPE: water Wir VISC PH
ADDit[gg$ Air 574 scim

BIT SENIAL S $12E MFG
_

TYPE JET$ ...WOg : RPM NEET MuuRS RDP
3 TJ 0569 7.675" Shrum SM 616 6 x 20 11 to 12 86 to só T19 13 5 57.7

vu-P DESCR, LINER STK UPM RATE .PRESS Avde AM NG2ZLEVEL

L & JF 100 Triplex 6" T'
L &J F-100 Triplex 6" 7" 72 231 529 psi

USIPJIME Ott
RAkWMBLY MúvE

TOOL L M ft1919M$0
. Og pne 1.875 1 00 wan omse

BIt Suþ 6.25 2 25 3 00 000.8E

9 Oca 6.25 2 25 277 07 BugvEY: 0.50
PRESSURE TEST HLR
ORU 15.50
19WAM1960s;
CWr¢ULATE, ' s D.25
ÑIPPLE DN BDP:
DRË.LOWP,

$14t¢t(A Pluf.
Rio ogWNT1ME 7 75

OTAL 2 1 07 g oir
LASTCASING4UMMARYr

,
TOTALiòOlmB 24.00

AAN 20 d13 e 075 In 24 lbgt LT&C 8 md

LANDEDAT r 908 GD MW TOTAL LE IGTH 905 00 g Tggg
CEMENTED WHH , 1 si suge 400sx #16 8 G zinge (tap ¡ob 100 sx #15.8

UG M AT 0145 MBs Nov. 20 2011 WIy No M3 CI Mm NS

REMARKS
0000 0030 Continuewire line survey 3'@ 3503'
0030 Drillfl 3505' to 3684'
1600 1815 Circulate hole
1615 2400 Rig repair, T' hydraulic hose naptured. Rig unable to move the top drive up or down.. Spike not kept on rig. Replacement

hose made up iri Grand Junction, Coloradoand hot shot to rig.

TI Fenon 3660.
TD,4300'

WT. 0F DC wi OF STRING
WaaWie cinar vid



AUG-09-2012 14:39 THUNDERBIRD ENERGY 403453‡609 P.13/19

TMLINDERISIRD DAILYDRILLINGREPÔRT
menev
ug GàRDEN GREEK ST SW À14-8 l'dcAfigh CABBOR CóÙKilf Aff

wsLL pepNG AP 43007502420000

.SUPER ISON. CHUCK)IWALTER RE REËI
ÑGN

SPuu na 0130 MRS.NOV, 18,2014 .
Ä.F:E

RR. DAT 2400 HRS NOV$$,2014 DAII:Y§OS $24,908

00NTINCT R BM PARTNERS CBM #100 CUM. CQS $283,413

GST,T.D. 4300 ÈST

DAY: 10 r REPORYDAÌE Nov 25 2011 B M:0D Tr pn hole

DEPHk 3960 PROG 86 KB GL 75EG30 MAC
SURVEYS

WIUDTYPE: Water ISC PH: FC
ApumvEB• Air scan

BH SERIM, sŒE: MEG TYPE JETs WOH PM TEET HOURS GRADE

3 1J 0509 7.875" Shram SM 516 Ox 20 11 (a 12 85 to 86 66 115 4 2

4 13561_4 78TS Veraf ETDie 3X20

:1UMP : i: DEscRa INE ETK SPI RATE : RES5 AVfDO ANDP NOžEliEVEL
¯¯¯

L & J F-100 Triplex "
(. & J F-100 Triplex G" 7" 72 231 529 ps!

TIMF DisTRIB m0N

ORILUNŠ AS MOVERe' ' LAD B.

TOOL 0 10 GTH iumTogroo. Inhalès

BigPDC 7875 100 , W$$$OMABL CEEEENT'

BASub 6.25 2.25 300 RIGsERVI¢If:
' Walyghum

9 DCs ¶2þ 2.25 271 86 RVEP I WdC" ¯

p ESSURE À571 MÚNCSO
9ttilA,

,

' 1600 Ost-

pl.gtg4LS, iniP 5 50
clRGuurE, 2 O WNY fi,
MPPLE.Det BOP: WELDEØWL

DAILÇdEIT Dilt.WORIO

REAM. s PAŠdfi
SAFETY MERTING. BUPIRIE.

Sh!ÑamH: WORKCON

AjO DOWN THE D 50 age
TOYAL i 275 85 Riit Ott NippbUp

LAWTCA$lNG$UMMARY YCMALHaigns 24 û0

MAN '
_

20 JT3 8 575 In, 24 ibsÑ† LT&C B md CSG

LANDED AT 908 00 IWKB, , TOTAL LENGTR 90600 IREYBA$,
* CBMENTEinWini 1 st stage, doosx 010 8 G' 2 od stage (top jo 100 sx Bis.8

PLUGOG 4 AT 0145 HAs, Opl " ' Nov 20, 2011 WITIF No O ENTitETURNS

REMARKS
0000 0030 Install hydraulic hosa
0030 0100 CirculateWIwater/ air to establish fetums

0100 Drill f/ 3884 to 3950
1700 1715 Circulatehole - pump gel sweep
1715 2000 Trip out of hole - pipe stuck - pump sosp & air - work pipe - pipe came free

2000 2045 Circulate hole - pump gel sweeps w/ LCM - while recipotatirig pipe

2045 2400 Trip out of hele

Note: 70° Depth correctiou @3959' was 3889" (2 jts DP)

Tl Ferran 3660.
TD, 4300'

WT. OF D.C WT. OF STRING
Wenihek Clear, coldand hign



i

AUG-09-2012 14 - 40 THUNDERBIRD ENERGY 4034531609 P. 14/19

THUNDEPJSIRD DMLY DRILUNG REPORT
emmev

I WÈ¾LNAME: GORDE REEK STS 44., iiocavisk BBÓN C00NTY; UTAH
WÑIl DENE Öb2502dB000

PE SOR: CSU E#O N BU EU-

CNÙLAR & ËHON
SÑUD DATE. 0130 NESMOvasjal
RR DATE: 2400 HMíNOyds 2 DAÏËYC ST 518,745

CÒNTRACTOR: CBM PARTNERS COM 00 . C 5302,158

T,D, 4300 ES D A) (DEG)

- DAY. 11 EPORTDATE 07-Jan-00 STATUS 6 00 Wod ing dr str ng a 3650§_ ng LCM pill
DEPTH, 5950 PROG KD:754.30 752 30 MACP
SURVEYS:

MUDTYPE: Water VISC L PH FC
AoumVES, Air sumn

SIT SERIAL # BIEd MFS PE JETS WOR RPR EET H . GiMDE

4 135814 7.875 Vergi ETD18 3 X 20

\ uMP , DESCR UNER r BTR 50M i RATE PRESS .
AV DC A NO22 E3tEt

1,i J F-100 Triplex 6' 7"
L& J F-100 Taiplex G' T' 85 234 281

TIME DISTRIBUTlftN
ni¶l i me MS$MBLY Mcivghim, to os

TOOL OD: 191 ËNON aldro 91x
Blt, PDC 7 875 1 00 WELýb BËA.
Blt Sub 5 25 2 25 2 00 PisaERU CB

e oce 525 2 26 271 06 dilitony

-

PP).EhmanP·

durt

son«mmelo,
staç«a#ebs? wän
ñiapbiry ni E

l'OTAL· 275,86 nyout
I.AET CASING SUN A;10Liits

, WAN 20 ÀTS 8675 K 24 git 1.T&C Smd CSG
I ANDEDAf ' 908 00 MKEi ' TOTALggTN 906 00 METER&
CEMENTEu lNtyn 1 si siaqu, 400sx #15 6, C',2 nd sige (top pb) 100 sx #15 8
PLLIGDOWN AT , 0145 ¡HOS,.DN J' i Nov 20 2011| )NITH Na M3CEMENT RETURNS.
koGS RUN

.REMAHipi , I

0000 0415 Tripout of hole, LD PDC and bit sub
0415 1000 PU tricone bit and trip in hole, tillat 3100'

1000 '!545 MiX & Quitig gel sweeps, worked pipe and got free.
1545 1600 Trip, LD 5 JtsDP
1600 1800 Mix100 bbis Hi vis (49)LCM (6%), RCL(3% to 4%)pill.
1800 1830 Pump and spot across annulus. Partial returns BRer 55 Obis
1830 2245 Mix 100 bble Hi vis (49)LCM (8¾), KCL (3% to 4%)pill.
2245 2300 Purnp pill,full terums siter pumping 40 bbis.
2300 2400 Wash and fearn fl 3100' to 3280°

TI Ferron 3880
TD, 4300'

WT. OF D.C. WT OF STr<iNG
WNÈish Clear, coldand high



AUG-09-2012 14: 40 THUNDERBI RD ENERGY 4034531609 P. 15/19

TNUNDERS DMGY DMI.UNGREPORT

emunv
ELLNAME GORDEN CREEK ST SW Í-144 Lob NÑ CANBON600NTY, UTAH

we dos sann son2nooo

O BRt11ŠO CHUCKWAÛÍ¾R ItnN El I§ IËMWELL

cald.UIÁR E#

BPtlD DAR 0130 MRSkNØvi18,2011
RR. DATE 2400 HRE NOV 15, 2011 I IL COS $20,215

C initÁÊ CBM PARTNEns CBM #100 duË 5322,173

FT T.D 4300 FË ST RA) (DAC)

DAY: 12 REPORTDAYS Nov 28,2011 STATUS 06 00 Budding mudvolum

DEFU 4050 PROS: . 100 KUt 7 30 L 752430 MACP

SURVEYB:

MUDTYPE Gol 8 7 VISC 4 PH FC

Domvss

BIT SERIAL $12E MFG IVRE JETS ïWOB RPR PEET HOURS ADE

4 135614 7.675 Va al
_ _

EID10 3 X 2D 20 -2 75 1DO 10 25 9 6

UME DESCR INER STN BRM RATE ESS AV DO AVDP NO2ZEE VED

L & J F-100 Triplex 8" 7"
L& J F-100 Triplex 6" 7" 102 234 476

g|STRIBUT10N

ORILLINGASS MovEmo LO-DR-

TOOL ÒD I ENGTH Ud10 BPUD• tcGGelo

BR, POC 7.875 1 00 WEUi ON OBE . - CEMENT'

OftSub 6.25 2 25 3 00 lua BEmacE. WAff MOVE

S DCs 6.25 2.25 271 Ï!6 4tluvE y wac
‡$40$$URETEST: RUMC8Œ

DREL 10.25 DET-

HANDL£100LE. ,
1WP.

çIRCUI,KKE. 12.75 wnr GN

NiÀ#LGDN,BCP WEf.DBOWL

omu.ovr: oin.woex:
REAM PABON

sekt? MEenNG SÙUNE.

sYtãsk &(Isti, WORKCON.

ma 00WN1[IMt omer 1 00

ToyAC 2tsee
¯

muow rour

LASTCASING$UMM RY TorAL tiôuRs 24 00

RAM 20 JTS 6.67b 24 (bs/fr LT&C 8 md CSG.

EANDEDAT 90600 IIIKB. ét 90000 METEÀS
CEMENTED WITH 1 st stage 400tue #15 4 'G 2 nd stagn (top ab 100 st#15.8

WN AT MRS ON 1Nov. 20, 2011 INITH No M3 CEMENT S

REMARK$
0000 1245 Wash &ream fl 3100 to 3960'
1245 1000 Drill ft 3950' to 4090'
1900 2000 Mixing mud with high LCM conteni, reserve pit drawn down, have to use fresh water

2000 2400 Drill f/ 4020' to 4050°

TI Ferran 3660.
TD. 4300"

WT. OF D.C wt OF STRING
Weathm- olcia

AUG-09-2012 14: 40 THUNDERBI RD ENERGY 4034531609 P. 15/19

TNUNDERS DMGY DMI.UNGREPORT

emunv
ELLNAME GORDEN CREEK ST SW Í-144 Lob NÑ CANBON600NTY, UTAH

we dos sann son2nooo

O BRt11ŠO CHUCKWAÛÍ¾R ItnN El I§ IËMWELL

cald.UIÁR E#

BPtlD DAR 0130 MRSkNØvi18,2011
RR. DATE 2400 HRE NOV 15, 2011 I IL COS $20,215

C initÁÊ CBM PARTNEns CBM #100 duË 5322,173

FT T.D 4300 FË ST RA) (DAC)

DAY: 12 REPORTDAYS Nov 28,2011 STATUS 06 00 Budding mudvolum

DEFU 4050 PROS: . 100 KUt 7 30 L 752430 MACP

SURVEYB:

MUDTYPE Gol 8 7 VISC 4 PH FC

Domvss

BIT SERIAL $12E MFG IVRE JETS ïWOB RPR PEET HOURS ADE

4 135614 7.675 Va al
_ _

EID10 3 X 2D 20 -2 75 1DO 10 25 9 6

UME DESCR INER STN BRM RATE ESS AV DO AVDP NO2ZEE VED

L & J F-100 Triplex 8" 7"
L& J F-100 Triplex 6" 7" 102 234 476

g|STRIBUT10N

ORILLINGASS MovEmo LO-DR-

TOOL ÒD I ENGTH Ud10 BPUD• tcGGelo

BR, POC 7.875 1 00 WEUi ON OBE . - CEMENT'

OftSub 6.25 2 25 3 00 lua BEmacE. WAff MOVE

S DCs 6.25 2.25 271 Ï!6 4tluvE y wac
‡$40$$URETEST: RUMC8Œ

DREL 10.25 DET-

HANDL£100LE. ,
1WP.

çIRCUI,KKE. 12.75 wnr GN

NiÀ#LGDN,BCP WEf.DBOWL

omu.ovr: oin.woex:
REAM PABON

sekt? MEenNG SÙUNE.

sYtãsk &(Isti, WORKCON.

ma 00WN1[IMt omer 1 00

ToyAC 2tsee
¯

muow rour

LASTCASING$UMM RY TorAL tiôuRs 24 00

RAM 20 JTS 6.67b 24 (bs/fr LT&C 8 md CSG.

EANDEDAT 90600 IIIKB. ét 90000 METEÀS
CEMENTED WITH 1 st stage 400tue #15 4 'G 2 nd stagn (top ab 100 st#15.8

WN AT MRS ON 1Nov. 20, 2011 INITH No M3 CEMENT S

REMARK$
0000 1245 Wash &ream fl 3100 to 3960'
1245 1000 Drill ft 3950' to 4090'
1900 2000 Mixing mud with high LCM conteni, reserve pit drawn down, have to use fresh water

2000 2400 Drill f/ 4020' to 4050°

TI Ferran 3660.
TD. 4300"

WT. OF D.C wt OF STRING
Weathm- olcia



AUG-09-2012 14: 41 THUNDERBI RD ENERGY 4034531609 P. 16/19

THLIND FJSIRD
DAR.ŸDRILUNG REPORT

WEEL NAME GORDENCRËERST SW 744•$ i.oCATION:
.

CAÀsON COUNTY, UTAH

we UCEÑce API#43007502420000

SI3NERVI ÕH WAS$$ REPORTINGTO BARRŸBRÙmWELL

CE £ÕEA
PH G.

5 UDTIA 0130HRS OVS1820ft AÆ.E.g

igmTe 240BNR$NGV16 20ft DAiggcosì $92,365

CÒNTMCT ONM/PARINERS CBR#1ß0 CUM.C0aT 8414,538

EST T.D 4300
AE Egr (na (Dac)

13 PORT BATE Nov 29 2011 STATUS06 00 Wash and r m to botto

DEPTH 4070 P KB: 7542.30 GL 7520 30 MACP

SURVEYS

MUD TWE alriwsur WT S7 VISC 45 WO PN c

ADOtTIVEB

BIT .
SERIAc $129 MF TYPE JETS WO M EET HOURS ROP GRADE

5 13725T T.575 vam! ËOTO3A 3 x 20

UMP DESCR. UNËR 5TM SPM RATE PRESS AVDC AVDP M ZLËVEL

t & J i -100
TripteK 6" 7"

L & J F-100 Tviplex 6" 7" as needed 234 475
Ms DISTRIB ON

DRILIIN S$ÈMLY 10 B 5.
LOGGING

PDC 7 875 1.00
dEMEND

Bitsub 625 225 3.00
W¾rMbVE

B Dca 6.28 2 25 279.88
woc?

O50
TglP, 11 75

ABON

MEETIN 54.19UNE.
oltk40Nr 1.00

TOTAL 275 86
up

AST CAGNOSUMMARY
24 0

Mí 20 JTS e 675 In. 24 LT C 6 md CSG

I:AÑDight 90500 MKO. TOYAL ENGTH 906.00

biËMENTEDWITH 1 st stage, 400a× #15 8, G.2 no stage (top i b 100 m #15 8

P(UG DOWN AT 0145 MRS.ON Nov 20 2011 WWTH No MS EMEN A RNEL

LOGS RUN

EMgl .

0000 0030 Drill from 4050' - 4058"

0030 0000 Lost returns, building volume. Mix sweeps and worked pipe.

0600 1115 Increase airconcentration to reguiti circulatiert

1116 Bleed off lines frozen. Decide to bleed off at topdrive connection. Driller broke connection MUCH faster than he was instructed to

1215 Instant extreme 04ubing of wel1bore flurde into pipe thru drill biL Bit plugged instantly. Bleed off pressure.

1215 1315 Remove rotating head.

1315 1415 Pour diesel into drillpipe lo try and upload it - notEUCBS$füÍ.

1415 POOH to unplug bit. Change bit and bit sub. INSTALL FLOAT - PREt/IOUS BHA DION'T HAVE A FLOAT AS ONLYSIT SUB

2115 CONTRACTOR HAS WAS INTOINN FOR REPAIRS. Bit#4 showed prettysever darnage on 2 Cones.

2115 2400 RIH with Bit # 5 TO 1937'

TI Ferron 3660.
TD, 4300'

weedier Ce 4 e.



AUG-09-2012 14:41 THUNDERBIRD ENERGY 4034531609 P.17/19

THL.!NDERI$1RD DAILYDRILLINGREPORT
cemw

NAME. GORDEN CREEK ST SW7.idi tocATio CARBON COUNTyrtÍTAN

WELL UCEND A-43007502420000

St PERkson CHU4KWALT R REPQRTING T BAHáY BRUMWE

CELLULAR
OMONEØ:

SPuo DATE: 0130 HRS NO 20 A.F E..B:

R.R DATE. DAI COSÏ 526,575

CONTRACTOR, CBlWPARTNERS CBM #100 CUMCogn 54 11.113

EST.T.D, 430 AFE EST D (D&C)

ÚAY: 14 R,TBATE Nov 29,2011 STATUS08 00 Wash and team to bottom

DERTH: 4101 PR G KB 7642¾ L 7629 30 MACPi

SURVEYS

MUDTYPE sir/water 8 7 VISC 45 Pit : FC:

ADDITIVEB

SFT SERIAl SI2E MFG PS JETs ce R TEET HOURS NOP GRAD

5 137257 7 675 Vaml ED (024 3 x 20 25 §5

UMP DESCRi LINER SPM RATE PREB5 Av D AVOP NG22tE VEL

LSJ F-100 Tripfm 6
L& J F-100 TWple 5" as needed 234 475

FDIATMBJT DN

PRILLINGPOGMBLY Ma àRio Luna.

Toot ni äirm LagdiÑO:

Sig PDC 7.876 1.00 cenegr

uit Sub þ.25 2 25 3.DD WAITI®vE

9 008 6.25 2.25 271 86 woc.
SUN CE .

4.00 oss
mP• 50

CIS W¾roN

iPPiz D WELDBOWI.
Die WORK.
PAEON

ME SUP UNE
WORK CON'

8.50 om .

TOTAL 2/500 NIppleUp

L,ASTCAsiNG SUMMARY rmano 24.00

i RAN 20 JTS
,

e 675 In. 24 Hign LT C 8 md

LANDP.0AT , 906 00 MKA. TOTAL LENGjH 906.00 TERS

, CEMENTED WifH 1 9t stage, 100sx #¾ 8 G 2 nd stage (top b 100 at #15 6

PAUG 00WN AT 0145 HRS,ON Nov 20 2011 VENI Na M3 GEMEN RNS

0000 0900 RIH from 193T - 3556', cioulating with Dir thru tightspots several times.

0900 1530 Hydraulic hose on top drive failed - no replacement an (ocation. Wait an one to be made in Price and be deliveredout to location.

1530 2000 Wash and roam into hals from 3,556' - 4,058' (weil depth was adjusted to 4.058' as 4,070' was incorrect)

2000 2400 Orillahead from 4,068'- 4,100'. Drilling very hard rock, bit bouneing erratically.

T/ Ferran 3660
TD, 4300'

iitti Cold&



GIUG-09-2012 14:42 THUNDERBIRD ENERGY 4034531609 P.18/19

THUNDEKblRD DAILY DR LLINGREPORT

WELL BAME GORDEN CREEKST $WMA4 LOCATíDN• CARBQNCOUNTY, UTAH
WELL UCENCE: AAlg4300TSO2420000

LAR

#:NG70 MWELL

SPUDDATO 130 NRS.NQV.18,2011 -
AF.E. #: •

RA. DATE: :" 4 t DAILYŠÔ$1;«
" $20.475

CóNTitACTOR• CBM PARTNERS CBM #100 <
'

GUM. CÓST .
5451 588

597. D: 4300' M EST ): (D&C):

DAY: 15 = REPORTBATE Nov 30 2011 ETATUSO6:00 Wrh and ream to bonom

DEPTH: ' 4101 PROG 31 · t KO: 7542.30 GE 7529.30 MACP

suavsys:
' Alayit

MUD.TYPE: airlwater WT 87 I VISC 45+ ', WL PH: FC:

ADDITIVES'

UfT SERIAL# 89:E MFG 'TYPE JETS ' WOB ' RPM FEET P N6UlÏS
ROF¯

GRADE

5 137257 7 875 vare! EDTOS4 3 x 20 25 65

://3.7; !!! UMEi.¼9 iBEGGR, lNEW 9 STK SR ),7i RATE ½i/PRESS AV D ?Ûil AVOP : NO22kE EI.

L J F-100 Tilpfox 6" 7"

L .)
F-100 Triplex 5" T' as needed 234 475

TIME DISTRIBUT1 N

ASS .y

povt,a(0. Logs-

TODL. OO 10 LENO Riologep I.0GUING: 600

Bit POC 7 ti•'S 1 00 9)IEÚKONOgg CEMEND

Bit Sub 6 25 2 25 3 00 AldSEldfWEl WMT MOVE

$ DCs 6 25 7 25 271 88 SgvEY
WOC•f

EgŠŠARETRBT RUSA' 1 00
e ao DSP ,

NAnsta vom vmb - 8 60

dit¢tifAtta "' 050 WNTON.

Isergi D(4gew WELABOWh

amu.edh eldwoits,
RE I PABON

,

n steg

¯

,
.

Ka1350
WORKCON•

.

DÓWATM tim' .

LÂ¾TÙASING MARY f , , ,
IDIwdod

.

24 00

RAW :' ; 20 tiig *. 8675 M ', 24 lbg/ft,' LT&C I
'

8md CSG

comoed Èr', 906 09 MKB ; , , ,
9. .TOTAL LENGIN 906 00 ·µE RMS

CEMENTED Wri H ,
l' 1 st staqu, 400sx gis 8 'G ,2 no stage (top lob) 100 sx#16 6

kuG 00% AT -

,
0145 WRLON)C ', , Nov 20 2071 WFTHr No M3GEM T RERJRNS.

REMARK$ ·;,

,

°

,
• ! , ' , M ,

' '
s

0000 0600 Drill shed from4,100' - 4275'. TD cal[er,I af 4.275' basect on production casing fally

0600 17:00 Trip OOH pullingfrom 3,000' up to 3.100' Had to circulate (with air assist) and work tighLspots seversi times.

17:00 17:30 RU Pioneer Wireline Logging taois.

17:30 21:30 Run logs, then rig down logging equipment

21:30 Prepare to run ce .ing. Could not break off bit sub from top drive, forced to run essing by picking up every jt with circulating 11ead, which

23:00 will be very slow.
23:00 24:00 RiH with 5 1/2" casing. Casing details on next daily report

TI Ferron 3660.
TD. 4275'

Cold &



AUG-09-2012 14:42 THUNDERBIRD ENERGY 4034531609 P.19/19

THUNDER151RD
DAN.VDRILUNGREPORO

WEŒNAM GORDEÑCREEK ST SW 744>$ f.OcáTieN .ARBON 90MNTY,UTAN
WELI OWEN AP 43007502420000

ShPERVISpp, CHUCKWAf..TWR
RaronTin Y BRÛMWEI.L

LLUÍÄka:
PH0tm

SPuu DATE: Of30 NRS,Nov. 18.2011 AF.UN

R.a DAÉEi
DAIL Obs $195,305

boNŸ¾coon CBMPARTNERS CBR#100 ouÑ. T $658893

EST, T.D: .

4200
AFE ESTJD 4)

Dsc

DAY: , is HEPORT DATE Nov. 30.2011 see 00 W=h a uom

DEPYHi 4275 PR G: 174 MS I 7829 3 MACP

SURVEYS

MUD TYPE airlwater .
.

8.7 VlSC 45+
FC.

ir SERIAL# SI2g MFG WRE JETB WOS M EET H Y : GRADE

5 137251 7.875 Varef E07034 3 x 20 25 65

UMP,
OESCR. LlNER 57K SPM RATE PHESS AVDO AVDP M 22LE VEL

L A J F-100 Triplex 7"

L 8 .)
F-100 Tripinx G" 7" as needed 234 475

nus DISTl! JTI N

DRÙ$3N ARPMR
iga,

' LB 0 8 '

L D I NGTil to GPuo.
LooglNa

Bdr
1 0 OM BU.

CEMENT

Mit Sub 6 25 2 25 3 00 3 RVidE,
WAff NOVE

a DCo 6 25 2.25 271 86 ansvey
woc

PREggt tE TE I
ADUCSG 14

bl u asi

u om
BIPPikDNBOA WELapoW1.
om.aur•

,
out.wom

REAM. .

PASON

eenNw
(UP UNE.

'STUC NNi
WORKCON:

susq ça
¯oe

TQ AL 275 6 stig¢h.t 700 Nigdeup.

LAS CASINGSÙMMMY
YdrAI.no h• 24 00

RAK 103 JTS 55 in 17 IhWit LT&c Brnd Cse.

LAND T 4233 de NWR TOTAL LENGT METE

Ogl NTEQ TH See tutow

Af ORB N MirIH CEMENI

REMARK5
0000 RIH with 102 jts of 5 1/2", 17 #Ift, N-80, LT&Cpoduction casing. Tagged hant st4,252'KB. Could not work casing down any further.

1400 REMOVEJOINT 102. Final tellyinto hole = 101 full toints+ TWO - 9.95'marker joints. TOTAL = 103 ¡aints. Land with Seaboard hanger

1400 RU Superior cementers and cement poduction casing with 475 sex of Premium Clase "G' cernent + 0.2% Air-Out+ 40% Supt:tbali +

1% Super FL-300 + 2% CaCf2 + 0.25 #lsk Super Flake + 3% Super GR mixedal 10.7 PPG (yield= 2.39 cu"ft/sk, water = 8.23 gallsk)

1700 Displaced with 98 bble of freash water. Bumped plugs at 18:49 12/1/2011. floal held. NO RETURNSTHROUGHOUTJOS.

1700 2000 Remove casing landing jt. Remove blooie line and nipple down BOPs. Install nightcap on wellbeed.

2000 24:00 Rig outtear out rig

CA$lNGBOTTOM=4233,48" VLOATCOLLARa:4187-55' Markerjtsat3,980'and3,636"

RIG RELEASED AT 24;00 HRS ¶2@1/2011

TI Ferton 3880.
TD, 4275

Weatti r Cold 8. clear

TOTAL P.



RECEIVED: Aug. 21, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46537 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 GORDON CREEK ST SW-7-14-8 

2. NAME OF OPERATOR:
 GORDON CREEK, LLC

9. API NUMBER:
 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1179 E Main #345 , Price, UT, 84501 403 453-1608  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0833 FSL 2011 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

9 /4 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Perforate Ferron Formation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 We plan to perf the Lower Ferron 4024'-4028', 4017'-4020',
4006'-4010', 3984'-3990', 3965'-3967', 3958'-3960' & 3934'-3938',
then acidize/frac the Lower Ferron perfs with a 38.6 T treatment. Then

set WR plug at +/- 3925'. Then perf the Middle Ferron 3905'-3907',
3894'-3901', 3886'-3888', 3871'-3873', 3855'-3859', 3841'-3843'

3836'-3838', 3823'-3826', 3817'-3819', 3812'-3814', 3804'-3806' &
3798'-3800', then acidize/frac the Mid Ferron perfs with a 49.4 T
treatment. Then set a WR plug at +/- 3790'. Then perf the Upper

Ferron 3767'-3771', 3762'-3764', 3756'-3760', 3746'-3748',
3736'-3740', 3726'-3728', 3684'-3687' & 3669'-3673', then

acidize/frac the Upper Ferron perfs with a 38.6 T fracture treatment.
Then flow back all zones on clean up before moving on W/O rig to RIH & pull all WR plugs, then run

tbg & rods. Then install pumpjack and place well on production as a Ferron Gas Well.

NAME (PLEASE PRINT) PHONE NUMBER 
 Barry Brumwell 403 453-1608

TITLE
 Vice President-Operations

SIGNATURE
 N/A

DATE
 8 /21 /2012

August 27, 2012

Sundry Number: 29106 API Well Number: 43007502420000Sundry Number: 29106 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

/ ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/4/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

/ PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Perforate Ferron Formation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

We plan to perf the Lower Ferron 4024'-4028', 4017'-4020', Approved by the
4006'-4010', 3984'-3990', 3965'-3967', 3958'-3960' & 3934'-3938', Utah Division of
then acidizelfrac the Lower Ferron perfs with a 38.6 T treatment. Then oil, Gas anci Mining

set WR plug at +/- 3925'. Then perf the Middle Ferron 3905'-3907', Date: August 27, 2012
3894'-3901', 3886'-3888', 3871'-3873', 3855'-3859', 3841'-3843'

3836'-3838', 3823'-3826', 3817'-3819', 3812'-3814', 3804'-3806' & sy: Axli
3798'-3800', then acidizelfrac the Mid Ferron perfs with a 49.4 T
treatment. Then set a WR plug at +/- 3790'. Then perf the Upper

Ferron 3767'-3771', 3762'-3764', 3756'-3760', 3746'-3748',
3736'-3740', 3726'-3728', 3684'-3687' & 3669'-3673', then

acidizelfrac the Upper Ferron perfs with a 38.6 T fracture treatment.
Then flow back all zones on clean up before moving on WlO rig to RIH & pull all WR plugs, then run

tbg & rods. Then install pumpjack and place well on production as a Ferron Gas Well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 8/21/2012

RECEIVED: Aug. 21,

Sundry Number: 29106 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

/ ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/4/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

/ PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Perforate Ferron Formation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

We plan to perf the Lower Ferron 4024'-4028', 4017'-4020', Approved by the
4006'-4010', 3984'-3990', 3965'-3967', 3958'-3960' & 3934'-3938', Utah Division of
then acidizelfrac the Lower Ferron perfs with a 38.6 T treatment. Then oil, Gas anci Mining

set WR plug at +/- 3925'. Then perf the Middle Ferron 3905'-3907', Date: August 27, 2012
3894'-3901', 3886'-3888', 3871'-3873', 3855'-3859', 3841'-3843'

3836'-3838', 3823'-3826', 3817'-3819', 3812'-3814', 3804'-3806' & sy: Axli
3798'-3800', then acidizelfrac the Mid Ferron perfs with a 49.4 T
treatment. Then set a WR plug at +/- 3790'. Then perf the Upper

Ferron 3767'-3771', 3762'-3764', 3756'-3760', 3746'-3748',
3736'-3740', 3726'-3728', 3684'-3687' & 3669'-3673', then

acidizelfrac the Upper Ferron perfs with a 38.6 T fracture treatment.
Then flow back all zones on clean up before moving on WlO rig to RIH & pull all WR plugs, then run

tbg & rods. Then install pumpjack and place well on production as a Ferron Gas Well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 8/21/2012

RECEIVED: Aug. 21,

Sundry Number: 29106 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

/ ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/4/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

/ PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Perforate Ferron Formation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

We plan to perf the Lower Ferron 4024'-4028', 4017'-4020', Approved by the
4006'-4010', 3984'-3990', 3965'-3967', 3958'-3960' & 3934'-3938', Utah Division of
then acidizelfrac the Lower Ferron perfs with a 38.6 T treatment. Then oil, Gas anci Mining

set WR plug at +/- 3925'. Then perf the Middle Ferron 3905'-3907', Date: August 27, 2012
3894'-3901', 3886'-3888', 3871'-3873', 3855'-3859', 3841'-3843'

3836'-3838', 3823'-3826', 3817'-3819', 3812'-3814', 3804'-3806' & sy: Axli
3798'-3800', then acidizelfrac the Mid Ferron perfs with a 49.4 T
treatment. Then set a WR plug at +/- 3790'. Then perf the Upper

Ferron 3767'-3771', 3762'-3764', 3756'-3760', 3746'-3748',
3736'-3740', 3726'-3728', 3684'-3687' & 3669'-3673', then

acidizelfrac the Upper Ferron perfs with a 38.6 T fracture treatment.
Then flow back all zones on clean up before moving on WlO rig to RIH & pull all WR plugs, then run

tbg & rods. Then install pumpjack and place well on production as a Ferron Gas Well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 8/21/2012

RECEIVED: Aug. 21,



RECEIVED: Aug. 27, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46537 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 GORDON CREEK ST SW-7-14-8 

2. NAME OF OPERATOR:
 GORDON CREEK, LLC

9. API NUMBER:
 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1179 E Main #345 , Price, UT, 84501 403 453-1608  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0833 FSL 2011 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

6 /30 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  No Activity

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was NO activity on this well from Drilling Rig Release Date (24:00 12/01/2011) until June 30,
2012. The well was cased with 5 1/2" production casing to 4,233.46' KB and is sitting as a cased

Potential Ferron Gas Well.

NAME (PLEASE PRINT) PHONE NUMBER 
 Barry Brumwell 403 453-1608

TITLE
 Vice President-Operations

SIGNATURE
 N/A

DATE
 8 /27 /2012

Sundry Number: 29249 API Well Number: 43007502420000Sundry Number: 29249 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/30/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: No Activity

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was NO activity on this well from Drilling Rig Release Date (24:00 12/01/2011) until June 30,
2012. The well was cased with 5 1/2" production casing to 4,233.46' KB and is sitting as a cased

Potential Ferron Gas Well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 8/27/2012

RECEIVED: Aug. 27,

Sundry Number: 29249 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/30/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: No Activity

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was NO activity on this well from Drilling Rig Release Date (24:00 12/01/2011) until June 30,
2012. The well was cased with 5 1/2" production casing to 4,233.46' KB and is sitting as a cased

Potential Ferron Gas Well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 8/27/2012

RECEIVED: Aug. 27,

Sundry Number: 29249 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/30/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: No Activity

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There was NO activity on this well from Drilling Rig Release Date (24:00 12/01/2011) until June 30,
2012. The well was cased with 5 1/2" production casing to 4,233.46' KB and is sitting as a cased

Potential Ferron Gas Well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 8/27/2012

RECEIVED: Aug. 27,



STATE OF UTAH EPORT FORM 8
DEPARTMENT OF NATURALRESOURCES i h t anges)

DIVISION OF OIL, GAS AND MINING . NATIONANDSERIALNUMBER:

4

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: O
LL

G SLL DRY OTHER 7. UNITor CA AGREEMENT NAME

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

L
HORSZ. EP- -TRY EFSFŸR.

OTHER GORDON CREEK SW-7-14-8
2.NAMEOFOPERATOR: 9.APINUMBER:

GORDON CREEK, LLC. 4300750242
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WLDCAT

1179 E. MAIN, #345 CITY PRICE STATE UT w 84501 (403) 453-1608 UNDESIGNATED
4. LOCATIONOF WELL (FOOTAGES) 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:ATSURFACE: 831 FSL &201 ( FWL -SESW 7 146 8 b S
AT TOP PRODUCING INTERVALREPORTED BELOW: 832.53' FSL &2010.67' FWL

AT TOTALDEPTH: 832.53' FSL &2010.67' FWL 12.C RBYON 13. STATE
UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):
11/18/2011 11/30/2011 10/26/2012 ABANDONED READYTO PRODUCE RKB = 7542.3'

18. TOTAL DEPTH: MD 4,275 19. PLUG BACKT.D.: MD 4,187 20. IF MULTIPLECOMPLETIONS, HOWMANY? * 21. DEPTH BR1DGE MD
PLUG SET:

TVD 4.275 TVD 4,187 TVD
22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copyofeach) 23.

WAS WELL CORED? NO YES (Submit analysis)CDICNIGR, DUAL INDUCTION GUARD LOGIGR, CASED HOLE
WAS DST RUN? NO YES (Submit report)PULSED NEUTRON, CBLICCL/GR
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE S1ZE SIZEIGRADE WEIGHT (#Ift.) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMEONFSACKES VOLSUœMRE
BL) CEMENT TOP ** AMOUNTPULLED

14.75" 12.75 0 40 0 CIR
11" 8.625 J55 24 0 907 G 500 0 CIR
7.875" 5.500 N80 17 0 4,233 G 474 2

40V13'2012
25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.375" | 4,073 |
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMAT10N NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) lNTERVAL(Top/Bot - MD) SlZE NO. HOLES PERFORATION STATUS

(A) FERRON 3,663 4,162 3,663 4,162 3,669 4,028 0.56 492 open Squeezed

(B) Open Squeezed
,

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

3669-3771 (MULTIINTS) SLICKWATERBORATE FRAC w/ 29,274 # OF 20/40 WHITE & 59,941 # OF 16/30 WHITE
3798-3907 (MULTI INTS) SLICKWATERBORATE FRAC wl 39,846 # OF 20/40 WHITE & 70,853 # OF 16/30 WHITE
3934-4028 (MULTI INTS) SLICKWATERBORATE FRAC wl 31,040 # OF 20/40 WHITE &62,486 # OF 16/30 WHITE

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY SH UT IN
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSlS OTHER: COMP RPTS/PERFS

(5/2000) (CONTINUEDON

STATE OF UTAH EPORT FORM 8
DEPARTMENT OF NATURALRESOURCES i h t anges)

DIVISION OF OIL, GAS AND MINING . NATIONANDSERIALNUMBER:

4

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: O
LL

G SLL DRY OTHER 7. UNITor CA AGREEMENT NAME

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

L
HORSZ. EP- -TRY EFSFŸR.

OTHER GORDON CREEK SW-7-14-8
2.NAMEOFOPERATOR: 9.APINUMBER:

GORDON CREEK, LLC. 4300750242
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WLDCAT

1179 E. MAIN, #345 CITY PRICE STATE UT w 84501 (403) 453-1608 UNDESIGNATED
4. LOCATIONOF WELL (FOOTAGES) 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:ATSURFACE: 831 FSL &201 ( FWL -SESW 7 146 8 b S
AT TOP PRODUCING INTERVALREPORTED BELOW: 832.53' FSL &2010.67' FWL

AT TOTALDEPTH: 832.53' FSL &2010.67' FWL 12.C RBYON 13. STATE
UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):
11/18/2011 11/30/2011 10/26/2012 ABANDONED READYTO PRODUCE RKB = 7542.3'

18. TOTAL DEPTH: MD 4,275 19. PLUG BACKT.D.: MD 4,187 20. IF MULTIPLECOMPLETIONS, HOWMANY? * 21. DEPTH BR1DGE MD
PLUG SET:

TVD 4.275 TVD 4,187 TVD
22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copyofeach) 23.

WAS WELL CORED? NO YES (Submit analysis)CDICNIGR, DUAL INDUCTION GUARD LOGIGR, CASED HOLE
WAS DST RUN? NO YES (Submit report)PULSED NEUTRON, CBLICCL/GR
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE S1ZE SIZEIGRADE WEIGHT (#Ift.) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMEONFSACKES VOLSUœMRE
BL) CEMENT TOP ** AMOUNTPULLED

14.75" 12.75 0 40 0 CIR
11" 8.625 J55 24 0 907 G 500 0 CIR
7.875" 5.500 N80 17 0 4,233 G 474 2

40V13'2012
25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.375" | 4,073 |
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMAT10N NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) lNTERVAL(Top/Bot - MD) SlZE NO. HOLES PERFORATION STATUS

(A) FERRON 3,663 4,162 3,663 4,162 3,669 4,028 0.56 492 open Squeezed

(B) Open Squeezed
,

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

3669-3771 (MULTIINTS) SLICKWATERBORATE FRAC w/ 29,274 # OF 20/40 WHITE & 59,941 # OF 16/30 WHITE
3798-3907 (MULTI INTS) SLICKWATERBORATE FRAC wl 39,846 # OF 20/40 WHITE & 70,853 # OF 16/30 WHITE
3934-4028 (MULTI INTS) SLICKWATERBORATE FRAC wl 31,040 # OF 20/40 WHITE &62,486 # OF 16/30 WHITE

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY SH UT IN
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSlS OTHER: COMP RPTS/PERFS

(5/2000) (CONTINUEDON

STATE OF UTAH EPORT FORM 8
DEPARTMENT OF NATURALRESOURCES i h t anges)

DIVISION OF OIL, GAS AND MINING . NATIONANDSERIALNUMBER:

4

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: O
LL

G SLL DRY OTHER 7. UNITor CA AGREEMENT NAME

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

L
HORSZ. EP- -TRY EFSFŸR.

OTHER GORDON CREEK SW-7-14-8
2.NAMEOFOPERATOR: 9.APINUMBER:

GORDON CREEK, LLC. 4300750242
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WLDCAT

1179 E. MAIN, #345 CITY PRICE STATE UT w 84501 (403) 453-1608 UNDESIGNATED
4. LOCATIONOF WELL (FOOTAGES) 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:ATSURFACE: 831 FSL &201 ( FWL -SESW 7 146 8 b S
AT TOP PRODUCING INTERVALREPORTED BELOW: 832.53' FSL &2010.67' FWL

AT TOTALDEPTH: 832.53' FSL &2010.67' FWL 12.C RBYON 13. STATE
UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):
11/18/2011 11/30/2011 10/26/2012 ABANDONED READYTO PRODUCE RKB = 7542.3'

18. TOTAL DEPTH: MD 4,275 19. PLUG BACKT.D.: MD 4,187 20. IF MULTIPLECOMPLETIONS, HOWMANY? * 21. DEPTH BR1DGE MD
PLUG SET:

TVD 4.275 TVD 4,187 TVD
22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copyofeach) 23.

WAS WELL CORED? NO YES (Submit analysis)CDICNIGR, DUAL INDUCTION GUARD LOGIGR, CASED HOLE
WAS DST RUN? NO YES (Submit report)PULSED NEUTRON, CBLICCL/GR
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE S1ZE SIZEIGRADE WEIGHT (#Ift.) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMEONFSACKES VOLSUœMRE
BL) CEMENT TOP ** AMOUNTPULLED

14.75" 12.75 0 40 0 CIR
11" 8.625 J55 24 0 907 G 500 0 CIR
7.875" 5.500 N80 17 0 4,233 G 474 2

40V13'2012
25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.375" | 4,073 |
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMAT10N NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) lNTERVAL(Top/Bot - MD) SlZE NO. HOLES PERFORATION STATUS

(A) FERRON 3,663 4,162 3,663 4,162 3,669 4,028 0.56 492 open Squeezed

(B) Open Squeezed
,

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

3669-3771 (MULTIINTS) SLICKWATERBORATE FRAC w/ 29,274 # OF 20/40 WHITE & 59,941 # OF 16/30 WHITE
3798-3907 (MULTI INTS) SLICKWATERBORATE FRAC wl 39,846 # OF 20/40 WHITE & 70,853 # OF 16/30 WHITE
3934-4028 (MULTI INTS) SLICKWATERBORATE FRAC wl 31,040 # OF 20/40 WHITE &62,486 # OF 16/30 WHITE

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY SH UT IN
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSlS OTHER: COMP RPTS/PERFS
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31. INITIALPRODUCTION INTERVALA (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVlTY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAV1TY BTU - GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, timetoolopen, flowing and shut-in pressures and recoveries.

Formation o Bo m Descriptions. Contents, etc. Name (Measu
edp

Depth)

FERRON 3,663 4,162 SANDSTONES AND COALS Lower Bluegate Bentonite Mkr 3,580
Upper Ferron Marine SS 3,663
Ferron SS 3,719
Ferron Basal Marine 4,021
Tununk Shale 4,162

35. ADDITIONALREMARKT (Include plugging procedure)

PLEASE SEE ATTACHMENTFOR COMPLETE PERF. INTERVALS,UNABLETO FIT ALL INTERVALSON THIS FORM.

36. I hereby certifythat the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASEPRlNT) BARRY BRUMWELL, C.E.T" TITLE VICE PRESIDENT of OPERATIONS

SIGNATURE DATE 11/5/2012

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
e drillinghorizontal laterals from an existing well bore e significantly deepening an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

**ITEM24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL),æment bond log (CBL),temperaturesurvey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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To Whom It May Concern;

The well GORDON CREEKSW-7-14-8 was
perforated and stimulated with the following

intervals:

3669 - 3673
3684 - 3687 FRACTURESTIMULATED
3726 - 3728 WITH A SLICKWATER

STAGE#3 3736 - 3740 BORATE FRACwith
3746 - 3748 29,274 # OF 20/40
3756 - 3760 WHITESANDand 59,941
3762 - 3764 # OF 16/30 WHITESAND.
3767 - 3771

3798 - 3800
3804 - 3806
3812 - 3814
3817 - 3819 FRACTURESTIMULATED
3823 - 3826 WITHA SLICKWATER
3836 - 3838 BORATEFRACwith

STAGE #2
3841 - 3843 39,846 # OF 20/40
3855 - 3859 WHITE SAND and 70,853
3871- 3873 # OF 16/30 WHITE SAND.
3886 - 3888
3894 - 3901
3905 - 3907

3934 - 3938
FRACTURESTIMULATED

3958 - 3960
WITH A SLICKWATER

3965 - 3967
BORATEFRACwithStage #1 3984 - 3990
31,040 # OF 20/40

4006 - 4010
WHITESANDand 62,486

4017 - 4020
# OF 16/30 WHITESAND.

4024 - 4028

IT WAS NOT POSSIBLETO FIT ALLOF THIS
INFORMATIONON FORM

To Whom It May Concern;

The well GORDON CREEKSW-7-14-8 was
perforated and stimulated with the following

intervals:

3669 - 3673
3684 - 3687 FRACTURESTIMULATED
3726 - 3728 WITH A SLICKWATER

STAGE#3 3736 - 3740 BORATE FRACwith
3746 - 3748 29,274 # OF 20/40
3756 - 3760 WHITESANDand 59,941
3762 - 3764 # OF 16/30 WHITESAND.
3767 - 3771

3798 - 3800
3804 - 3806
3812 - 3814
3817 - 3819 FRACTURESTIMULATED
3823 - 3826 WITHA SLICKWATER
3836 - 3838 BORATEFRACwith

STAGE #2
3841 - 3843 39,846 # OF 20/40
3855 - 3859 WHITE SAND and 70,853
3871- 3873 # OF 16/30 WHITE SAND.
3886 - 3888
3894 - 3901
3905 - 3907

3934 - 3938
FRACTURESTIMULATED

3958 - 3960
WITH A SLICKWATER

3965 - 3967
BORATEFRACwithStage #1 3984 - 3990
31,040 # OF 20/40

4006 - 4010
WHITESANDand 62,486

4017 - 4020
# OF 16/30 WHITESAND.

4024 - 4028

IT WAS NOT POSSIBLETO FIT ALLOF THIS
INFORMATIONON FORM

To Whom It May Concern;

The well GORDON CREEKSW-7-14-8 was
perforated and stimulated with the following

intervals:

3669 - 3673
3684 - 3687 FRACTURESTIMULATED
3726 - 3728 WITH A SLICKWATER

STAGE#3 3736 - 3740 BORATE FRACwith
3746 - 3748 29,274 # OF 20/40
3756 - 3760 WHITESANDand 59,941
3762 - 3764 # OF 16/30 WHITESAND.
3767 - 3771

3798 - 3800
3804 - 3806
3812 - 3814
3817 - 3819 FRACTURESTIMULATED
3823 - 3826 WITHA SLICKWATER
3836 - 3838 BORATEFRACwith

STAGE #2
3841 - 3843 39,846 # OF 20/40
3855 - 3859 WHITE SAND and 70,853
3871- 3873 # OF 16/30 WHITE SAND.
3886 - 3888
3894 - 3901
3905 - 3907

3934 - 3938
FRACTURESTIMULATED

3958 - 3960
WITH A SLICKWATER

3965 - 3967
BORATEFRACwithStage #1 3984 - 3990
31,040 # OF 20/40

4006 - 4010
WHITESANDand 62,486

4017 - 4020
# OF 16/30 WHITESAND.

4024 - 4028

IT WAS NOT POSSIBLETO FIT ALLOF THIS
INFORMATIONON FORM



Gordon Creek, LLC.
THUND Bl Well Completion/Workover Report
Well Name: GORDON CREEKSW-7-14-8 Todays Date: September 22, 2012
Objective: PERF/FRAC 3 STAGES FERRON, RUN TBG, BHP/RODS Day #: 1

AFE #: 11CMP013 Daily Cost: $32,190Prev. Cost: $13,665 Cummulative Cost: $45,855
Zones of Interest: Name: FERRON Perf Int.'s MULTIPLE

Name: Perf Int.'s
Name: Perf Int.'s

Casing: _Size Weiqht Grade Landed Rod String: No. of Size Typ_g
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: Size Weight Landed g PSN Depth
#1 Pump Description:
#2

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: NIA Casing: 0 SCV: 0
24 Hour Sur imary:

Operation at · 800 Hours:
Time Detailed Description of Previous Days Operations Daily Cost Summary
7:00 Arrive on location. Hold Safety Meeting with all personnel on location genl Amount
7:15 NABORS continue to move and spot frac equipment on location RFR - tank rent $280

RNI fillingwater tanks - 71 bags of Potash spotted on each of 8 tankS RNI - water haul $4,680
13:00 RMWS arriveon location. Rig up over wellhead with lubricator RIVIWS- perfing $6,800

MU & RIH with Select Fire perf guns on 2 runs and perforate the Lower HOWA - Potash $17,145
Ferron 4024'-4028', 4017'-4020', 4006'-4010', 3984'-3990', 3965'-3967', seaboard- BOP $785
3958'-3960' & 3934'-3938' with 25 gram charges(0.56" EH) loaded @ Seaboard - BOP $2,500
6 shots/ft on 60° phasing.

15:00 Rig out and release wireline unit

NABORS continue to spot frac equipment

Weir/Seaboard install 10,000 psi Frac BOPs on 9/21/2012

Daily Cost: $32,190
Personnel On Location:
Rig: 43
Services: 7
G.C.L.L.C.: 2
Total: 52

Fluid Recor i: Oil Water AMWeather & Roads: Contact in ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt #: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq
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Gordon Creek, LLC.
THUNDERSI Well Completion/Workover ReportCNFRGY

Well Name: GORDON CREEK SW-7-14-8 Todays Date: September 25, 2012
Objective: PERFIFRAC 3 STAGES FERRON, RUN TBG, BHPIRODS Day #: 2 (Page #1)

AFE #: 11CMP013 Daily Cost: Prev. Cost: Cummulative Cost: $0
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: M Weight Grade Landed (8 Rod String: No. of M Typ_e
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: _Size Weight Landed PSN Depth
#1 Pump Description:
#2

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Summary:
Operation at 800 Hours:

Time Detailed Description of Previous Days Operations Daily Cost Summary
NABORS finish rigging in all frac equipment yesterday and thismorning Item Amount
Superheater pre-heated to 82° F last night

6:00 Leave Price, Utah and travel to location
7:00 Move some frac equipment around to have room to rig in wireline equip.

Rig in RMWS Eline unit, picker unit and perf gun trailer.
8:00 Safety meeting with ALLpersonnel on location.
8:20 Rig to and pressure test to 7175 psi - dropped to 6651 psi after 10 mins
8:40 Bleed pressure off& prepare to pump Stage #1 frac
8:50 Commence with Stage #1 Frac - broke at 1817 psi @73 bpm (refer to

Treatment Summary for full info.) ISIP = 228 psi, 5 min SIP - vacuum
0.497 psilft frac gradient. NABORS OVERDISPLACED BY 10 bbis

9:20 Shut well in and rig up RMWS eline unit. MU, RIH and perforate the
MIDFERRON from 3905'-3907', 3894'-3901', 3886'-3888', 3871'-3873',
3855'-3859', 3841'-3843', 3836'-3838', 3823'-3826', 3817'-3819',
3812'-3814', 3804'-3806' & 3798'-3800'. ALLSHOTS FIRED in 2 RUNS
POOH. MU & RIH with 5 1/2" Benoit Flow Thru WR Plug and set plug
at 3925' COE. POOH, plug set.

12:00 Rig off eline unit and move lubricator off to side of wellhead.
Commence with Stage #2 Frac - broke at 3234 psi @30 bpm (refer to
Treatment Summary for full info.) ISIP = 855 psi, 5 min SIP - 355 psi
10 minSIP = 216 psi, 15 min SIP = 138 psi. 0.663 psilft frac gradient

12:55 Shut well in, bleed off pressure and rig on RMWS eline unit. MU, RIH
and perforate the UPPER FERRON from 3767'-3771', 3762'-3764', Dail Cost: 50
3756'-3760', 3746'-3748', 3736'-3740', 3726'-3728', 3684'-3687' & Personnel On Location:
3669'-3673'. POOH. ALL SHOTS FIRED in 2 RUNS. MU & RIH with Rig:
5 1/2" Benoit Flow Thru WR Plug & set plug at 3790' COE.POOH, set. services:

15:00 Rig OUT eline unit and release RMWS G.C.L.L.C.:
(see page 2 for continuation of Daily Report) Total:

Fluid Recor i: Oil Water AMWeather & Roads: Contact In ormation:
Hauled in Weather: Supervisor:3 STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq
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THUNDERSI Well Completion/Workover ReportCNFRGY
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Casing: M Weight Grade Landed (8 Rod String: No. of M Typ_e
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: _Size Weight Landed PSN Depth
#1 Pump Description:
#2

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Summary:
Operation at 800 Hours:

Time Detailed Description of Previous Days Operations Daily Cost Summary
NABORS finish rigging in all frac equipment yesterday and thismorning Item Amount
Superheater pre-heated to 82° F last night

6:00 Leave Price, Utah and travel to location
7:00 Move some frac equipment around to have room to rig in wireline equip.

Rig in RMWS Eline unit, picker unit and perf gun trailer.
8:00 Safety meeting with ALLpersonnel on location.
8:20 Rig to and pressure test to 7175 psi - dropped to 6651 psi after 10 mins
8:40 Bleed pressure off& prepare to pump Stage #1 frac
8:50 Commence with Stage #1 Frac - broke at 1817 psi @73 bpm (refer to

Treatment Summary for full info.) ISIP = 228 psi, 5 min SIP - vacuum
0.497 psilft frac gradient. NABORS OVERDISPLACED BY 10 bbis

9:20 Shut well in and rig up RMWS eline unit. MU, RIH and perforate the
MIDFERRON from 3905'-3907', 3894'-3901', 3886'-3888', 3871'-3873',
3855'-3859', 3841'-3843', 3836'-3838', 3823'-3826', 3817'-3819',
3812'-3814', 3804'-3806' & 3798'-3800'. ALLSHOTS FIRED in 2 RUNS
POOH. MU & RIH with 5 1/2" Benoit Flow Thru WR Plug and set plug
at 3925' COE. POOH, plug set.

12:00 Rig off eline unit and move lubricator off to side of wellhead.
Commence with Stage #2 Frac - broke at 3234 psi @30 bpm (refer to
Treatment Summary for full info.) ISIP = 855 psi, 5 min SIP - 355 psi
10 minSIP = 216 psi, 15 min SIP = 138 psi. 0.663 psilft frac gradient

12:55 Shut well in, bleed off pressure and rig on RMWS eline unit. MU, RIH
and perforate the UPPER FERRON from 3767'-3771', 3762'-3764', Dail Cost: 50
3756'-3760', 3746'-3748', 3736'-3740', 3726'-3728', 3684'-3687' & Personnel On Location:
3669'-3673'. POOH. ALL SHOTS FIRED in 2 RUNS. MU & RIH with Rig:
5 1/2" Benoit Flow Thru WR Plug & set plug at 3790' COE.POOH, set. services:

15:00 Rig OUT eline unit and release RMWS G.C.L.L.C.:
(see page 2 for continuation of Daily Report) Total:

Fluid Recor i: Oil Water AMWeather & Roads: Contact In ormation:
Hauled in Weather: Supervisor:3 STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq

Gordon Creek, LLC.
THUNDERSI Well Completion/Workover ReportCNFRGY

Well Name: GORDON CREEK SW-7-14-8 Todays Date: September 25, 2012
Objective: PERFIFRAC 3 STAGES FERRON, RUN TBG, BHPIRODS Day #: 2 (Page #1)

AFE #: 11CMP013 Daily Cost: Prev. Cost: Cummulative Cost: $0
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: M Weight Grade Landed (8 Rod String: No. of M Typ_e
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: _Size Weight Landed PSN Depth
#1 Pump Description:
#2

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Summary:
Operation at 800 Hours:

Time Detailed Description of Previous Days Operations Daily Cost Summary
NABORS finish rigging in all frac equipment yesterday and thismorning Item Amount
Superheater pre-heated to 82° F last night

6:00 Leave Price, Utah and travel to location
7:00 Move some frac equipment around to have room to rig in wireline equip.

Rig in RMWS Eline unit, picker unit and perf gun trailer.
8:00 Safety meeting with ALLpersonnel on location.
8:20 Rig to and pressure test to 7175 psi - dropped to 6651 psi after 10 mins
8:40 Bleed pressure off& prepare to pump Stage #1 frac
8:50 Commence with Stage #1 Frac - broke at 1817 psi @73 bpm (refer to

Treatment Summary for full info.) ISIP = 228 psi, 5 min SIP - vacuum
0.497 psilft frac gradient. NABORS OVERDISPLACED BY 10 bbis

9:20 Shut well in and rig up RMWS eline unit. MU, RIH and perforate the
MIDFERRON from 3905'-3907', 3894'-3901', 3886'-3888', 3871'-3873',
3855'-3859', 3841'-3843', 3836'-3838', 3823'-3826', 3817'-3819',
3812'-3814', 3804'-3806' & 3798'-3800'. ALLSHOTS FIRED in 2 RUNS
POOH. MU & RIH with 5 1/2" Benoit Flow Thru WR Plug and set plug
at 3925' COE. POOH, plug set.

12:00 Rig off eline unit and move lubricator off to side of wellhead.
Commence with Stage #2 Frac - broke at 3234 psi @30 bpm (refer to
Treatment Summary for full info.) ISIP = 855 psi, 5 min SIP - 355 psi
10 minSIP = 216 psi, 15 min SIP = 138 psi. 0.663 psilft frac gradient

12:55 Shut well in, bleed off pressure and rig on RMWS eline unit. MU, RIH
and perforate the UPPER FERRON from 3767'-3771', 3762'-3764', Dail Cost: 50
3756'-3760', 3746'-3748', 3736'-3740', 3726'-3728', 3684'-3687' & Personnel On Location:
3669'-3673'. POOH. ALL SHOTS FIRED in 2 RUNS. MU & RIH with Rig:
5 1/2" Benoit Flow Thru WR Plug & set plug at 3790' COE.POOH, set. services:

15:00 Rig OUT eline unit and release RMWS G.C.L.L.C.:
(see page 2 for continuation of Daily Report) Total:

Fluid Recor i: Oil Water AMWeather & Roads: Contact In ormation:
Hauled in Weather: Supervisor:3 STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq



Gordon Creek, LLC.
THUNDERISI Well Completion/Workover ReportENERGY

Well Name: GORDON CREEK SW-7-14-8 Todays Date: September 25, 2012
Objective: PERF/FRAC 3 STAGES FERRON, RUN TBG, BHP/RODS Day #: 2 (Page #2)

AFE #: 11CMPO13 Daily Cost: $165,365Prev. Cost: $45,855 Cummulative Cost: $211,220
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: Size Weight Grade Landed g Rod String: No. of Sze T_yge
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: _Size Weight Landed g PSN Depth
#1 Pump Description:
#2

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Summary:
Operation at· 800 Hours:

Time Detailed Description of Previous Days Operations Daily Cost Summary
Item Amount

15:15 Commence with Stage #3 Frac - broke at 1434 psi @6.8 bpm (referto RFR - tank rent $280
Treatment Summary for full info.) ISIP = 690 psi, 10 min SIP - 0 psi Nabors - Frac $155,000
0.624 psilft frac gradient. RMWS - perfing $6,800

15:40 Rig out all frac equipment and begin moving it to SE-B-7-14-8.
Seaboard - BOP $785
Seaboard - BOP $2,500

Dail Cost: $165,365
Personnel On Location:
Rig:
Services:
G.C.L.LC.:
Total:

Fluid Recor·!: Oil Water AM Weather & Roads: Contact In armation:
Hauled in Weather: Supervisor:1 STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq

Gordon Creek, LLC.
THUNDERISI Well Completion/Workover ReportENERGY

Well Name: GORDON CREEK SW-7-14-8 Todays Date: September 25, 2012
Objective: PERF/FRAC 3 STAGES FERRON, RUN TBG, BHP/RODS Day #: 2 (Page #2)

AFE #: 11CMPO13 Daily Cost: $165,365Prev. Cost: $45,855 Cummulative Cost: $211,220
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: Size Weight Grade Landed g Rod String: No. of Sze T_yge
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: _Size Weight Landed g PSN Depth
#1 Pump Description:
#2

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Summary:
Operation at· 800 Hours:

Time Detailed Description of Previous Days Operations Daily Cost Summary
Item Amount

15:15 Commence with Stage #3 Frac - broke at 1434 psi @6.8 bpm (referto RFR - tank rent $280
Treatment Summary for full info.) ISIP = 690 psi, 10 min SIP - 0 psi Nabors - Frac $155,000
0.624 psilft frac gradient. RMWS - perfing $6,800

15:40 Rig out all frac equipment and begin moving it to SE-B-7-14-8.
Seaboard - BOP $785
Seaboard - BOP $2,500

Dail Cost: $165,365
Personnel On Location:
Rig:
Services:
G.C.L.LC.:

Total:
Fluid Recor·!: Oil Water AM Weather & Roads: Contact In armation:
Hauled in Weather: Supervisor:1 STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq

Gordon Creek, LLC.
THUNDERISI Well Completion/Workover ReportENERGY

Well Name: GORDON CREEK SW-7-14-8 Todays Date: September 25, 2012
Objective: PERF/FRAC 3 STAGES FERRON, RUN TBG, BHP/RODS Day #: 2 (Page #2)

AFE #: 11CMPO13 Daily Cost: $165,365Prev. Cost: $45,855 Cummulative Cost: $211,220
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: Size Weight Grade Landed g Rod String: No. of Sze T_yge
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: _Size Weight Landed g PSN Depth
#1 Pump Description:
#2

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Summary:
Operation at· 800 Hours:

Time Detailed Description of Previous Days Operations Daily Cost Summary
Item Amount

15:15 Commence with Stage #3 Frac - broke at 1434 psi @6.8 bpm (referto RFR - tank rent $280
Treatment Summary for full info.) ISIP = 690 psi, 10 min SIP - 0 psi Nabors - Frac $155,000
0.624 psilft frac gradient. RMWS - perfing $6,800

15:40 Rig out all frac equipment and begin moving it to SE-B-7-14-8.
Seaboard - BOP $785
Seaboard - BOP $2,500

Dail Cost: $165,365
Personnel On Location:
Rig:
Services:
G.C.L.LC.:

Total:
Fluid Recor·!: Oil Water AM Weather & Roads: Contact In armation:
Hauled in Weather: Supervisor:1 STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq



Gordon Creek, LLC.
THUND BI Well Completion/Workover ReportCNERGV

Well Name: GORDON CREEK SW-7-14-8 Todays Date: October 23, 2012
Objective: PERFIFRAC 3 STAGES FERRON, RUN TBG, BHP/RODS Day #: 3

AFE #: 11CMPO13 Daily Cost: $3,815Prev. Cost: $211,220 Cummulative Cost: $215,035
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: M Weiqht Grade Landed g Rod String: No. of _Sze Typ_e
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: M Weight Landed O PSN Depth
#1 Pump Description:
#2

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Sur imary:

Operation at · 800 Hours:
Time Detailed Description of Previous Days Operations Daily Cost Summary
15:30 Move Professional Well Servie rig onto location, spot in & Rig Up Item Amount

ND wellhead, NU BOP's. Hydraulic hose blew on rig BOP's, shut blind sws $1,ooo
18:00 rams manually, shut in casing valves & tallytop row of tubing. SDFN Neilsons $1,575
19:00 Return to Price Prof WS $840

Benoit Serv $400

Dail Cost: $3,815
Personnel On Location:
Rig:
Services:
G.C.L.L.C.:

Total:
Fluid Recor i: Oil Water AMWeather & Roads: Contact in ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq

Gordon Creek, LLC.
THUND BI Well Completion/Workover ReportCNERGV

Well Name: GORDON CREEK SW-7-14-8 Todays Date: October 23, 2012
Objective: PERFIFRAC 3 STAGES FERRON, RUN TBG, BHP/RODS Day #: 3

AFE #: 11CMPO13 Daily Cost: $3,815Prev. Cost: $211,220 Cummulative Cost: $215,035
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: M Weiqht Grade Landed g Rod String: No. of _Sze Typ_e
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: M Weight Landed O PSN Depth
#1 Pump Description:
#2

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Sur imary:

Operation at · 800 Hours:
Time Detailed Description of Previous Days Operations Daily Cost Summary
15:30 Move Professional Well Servie rig onto location, spot in & Rig Up Item Amount

ND wellhead, NU BOP's. Hydraulic hose blew on rig BOP's, shut blind sws $1,ooo
18:00 rams manually, shut in casing valves & tallytop row of tubing. SDFN Neilsons $1,575
19:00 Return to Price Prof WS $840

Benoit Serv $400

Dail Cost: $3,815
Personnel On Location:
Rig:
Services:
G.C.L.L.C.:

Total:
Fluid Recor i: Oil Water AMWeather & Roads: Contact in ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq

Gordon Creek, LLC.
THUND BI Well Completion/Workover ReportCNERGV

Well Name: GORDON CREEK SW-7-14-8 Todays Date: October 23, 2012
Objective: PERFIFRAC 3 STAGES FERRON, RUN TBG, BHP/RODS Day #: 3

AFE #: 11CMPO13 Daily Cost: $3,815Prev. Cost: $211,220 Cummulative Cost: $215,035
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: M Weiqht Grade Landed g Rod String: No. of _Sze Typ_e
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: M Weight Landed O PSN Depth
#1 Pump Description:
#2

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Sur imary:

Operation at · 800 Hours:
Time Detailed Description of Previous Days Operations Daily Cost Summary
15:30 Move Professional Well Servie rig onto location, spot in & Rig Up Item Amount

ND wellhead, NU BOP's. Hydraulic hose blew on rig BOP's, shut blind sws $1,ooo
18:00 rams manually, shut in casing valves & tallytop row of tubing. SDFN Neilsons $1,575
19:00 Return to Price Prof WS $840

Benoit Serv $400

Dail Cost: $3,815
Personnel On Location:
Rig:
Services:
G.C.L.L.C.:

Total:
Fluid Recor i: Oil Water AMWeather & Roads: Contact in ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq



Gordon Creek, LLC.
THUNDERJSI Well Completion/Workover ReportENERGV

Well Name: GORDON CREEK SW-7-14-8 Todays Date: October 24, 2012
Objective: PERF/FRAC 3 STAGES FERRON, RUN TBG, BHP/RODS Day #: 4

AFE #: 11CMPO13 Daily Cost: $11,425Prev. Cost: $215,035 Cummulative Cost: $226,460
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: Size Weight Grade Landed g Rod String: No. of _S_ize Typ_e
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: _Sze Weight Landed PSN Depth
#1 Pump Description:
#2 |

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Sur smary:
Operation at i 800 Hours:

Time Detailed Description of Previous Days Operations Daily Cost Summary
8:00 Travel from Price to location It_ern Amount
9:00 Repair hydraulic hose on rig's BOP's sws $1,000
10:00 PU and MU Benoit sand pump: check valve, 2nd check valve, 20 jts iProfessional ws . 36,000

of 2 3/8" tubing, sand pump, bailer, check valve, 12 jts of 2 3/8" tubing, Benoit $4,425
drain sub & 85 joints of 2 3/8" tubing.RIH and tag sand & bailed down
to 3784', formation began giving up sand. Worked bailer for 30 mins &
bailed down & latch R.B.P @3788'. Rig to and POOH, dump sand from
tubingand lay down all sand pump components. Clean up tools and
rig floor. There were 2 stands of tubing full of sand above bailer and the
bailer was locked with sand. Clean out bailer and MUand RIH with
Benoit sand pump: check valve, 2nd check valve, 24 jts 2 3/8" tubing,
sand pump, bailer, check valve, 6 jts of 2 3/8" tubing,drain sub & 76

17:30 joints of 2 3/8" tubing. RIH with EOT @3488. SWIFN
18:30 Return to Price

Dail Cost: $11,425
Personnel On Location:
Rig:
Services:
G.C.L.L.C.:

Total:
Fluid Recor·l: Oil Water AM Weather & Roads: Contact in ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq

Gordon Creek, LLC.
THUNDERJSI Well Completion/Workover ReportENERGV

Well Name: GORDON CREEK SW-7-14-8 Todays Date: October 24, 2012
Objective: PERF/FRAC 3 STAGES FERRON, RUN TBG, BHP/RODS Day #: 4

AFE #: 11CMPO13 Daily Cost: $11,425Prev. Cost: $215,035 Cummulative Cost: $226,460
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: Size Weight Grade Landed g Rod String: No. of _S_ize Typ_e
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: _Sze Weight Landed PSN Depth
#1 Pump Description:
#2 |

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Sur smary:
Operation at i 800 Hours:

Time Detailed Description of Previous Days Operations Daily Cost Summary
8:00 Travel from Price to location It_ern Amount
9:00 Repair hydraulic hose on rig's BOP's sws $1,000
10:00 PU and MU Benoit sand pump: check valve, 2nd check valve, 20 jts iProfessional ws . 36,000

of 2 3/8" tubing, sand pump, bailer, check valve, 12 jts of 2 3/8" tubing, Benoit $4,425
drain sub & 85 joints of 2 3/8" tubing.RIH and tag sand & bailed down
to 3784', formation began giving up sand. Worked bailer for 30 mins &
bailed down & latch R.B.P @3788'. Rig to and POOH, dump sand from
tubingand lay down all sand pump components. Clean up tools and
rig floor. There were 2 stands of tubing full of sand above bailer and the
bailer was locked with sand. Clean out bailer and MUand RIH with
Benoit sand pump: check valve, 2nd check valve, 24 jts 2 3/8" tubing,
sand pump, bailer, check valve, 6 jts of 2 3/8" tubing,drain sub & 76

17:30 joints of 2 3/8" tubing. RIH with EOT @3488. SWIFN
18:30 Return to Price

Dail Cost: $11,425
Personnel On Location:
Rig:
Services:
G.C.L.L.C.:

Total:
Fluid Recor·l: Oil Water AM Weather & Roads: Contact in ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq

Gordon Creek, LLC.
THUNDERJSI Well Completion/Workover ReportENERGV

Well Name: GORDON CREEK SW-7-14-8 Todays Date: October 24, 2012
Objective: PERF/FRAC 3 STAGES FERRON, RUN TBG, BHP/RODS Day #: 4

AFE #: 11CMPO13 Daily Cost: $11,425Prev. Cost: $215,035 Cummulative Cost: $226,460
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: Size Weight Grade Landed g Rod String: No. of _S_ize Typ_e
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: _Sze Weight Landed PSN Depth
#1 Pump Description:
#2 |

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Sur smary:
Operation at i 800 Hours:

Time Detailed Description of Previous Days Operations Daily Cost Summary
8:00 Travel from Price to location It_ern Amount
9:00 Repair hydraulic hose on rig's BOP's sws $1,000
10:00 PU and MU Benoit sand pump: check valve, 2nd check valve, 20 jts iProfessional ws . 36,000

of 2 3/8" tubing, sand pump, bailer, check valve, 12 jts of 2 3/8" tubing, Benoit $4,425
drain sub & 85 joints of 2 3/8" tubing.RIH and tag sand & bailed down
to 3784', formation began giving up sand. Worked bailer for 30 mins &
bailed down & latch R.B.P @3788'. Rig to and POOH, dump sand from
tubingand lay down all sand pump components. Clean up tools and
rig floor. There were 2 stands of tubing full of sand above bailer and the
bailer was locked with sand. Clean out bailer and MUand RIH with
Benoit sand pump: check valve, 2nd check valve, 24 jts 2 3/8" tubing,
sand pump, bailer, check valve, 6 jts of 2 3/8" tubing,drain sub & 76

17:30 joints of 2 3/8" tubing. RIH with EOT @3488. SWIFN
18:30 Return to Price

Dail Cost: $11,425
Personnel On Location:
Rig:
Services:
G.C.L.L.C.:

Total:
Fluid Recor·l: Oil Water AM Weather & Roads: Contact in ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: 0
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq



Gordon Creek, LLC.
THUNDERJ5l Well Completion/Workover ReportCNERGY

Well Name: GORDON CREEK SW-7-14-8 Todays Date: October 25, 2012
Objective: PERFIFRAC 3 STAGES FERRON, RUN TBG, BHPIRODS Day #: 5

AFE #: 11CMPO13 Daily Cost: $6,885Prev. Cost: $226,460 Cummulative Cost: $233,345
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int 's

Casing: _Gze Weight Grade Landed g Rod String: No. of _Size Typ_e
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: Size Weight Landed g PSN Depth
#1 Pump Description:
#2

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Summary:
Operation at · 800 Hours:

Time Detailed Description of Previous Days Operations Daily Cost Summary
6:00 Travel from Price to location Item Amount
7:00 Hold Safety Meeting with all personnel on location sws si,ooo

SICP = 0 psi. SITP = 30 psi. Open well and blew down in 35 secs - Professional WS $3,440
well dead. Continue to RIH - tagged sand at 3884', worked bailer down Benoit $2,445
and latched onto R.B.P. at 3926'. Release R.B.P. and start to POOH -

dragging up to 20,000# over string wt., then bgan pulling with no drag.
Pulled 79 joints, lay down drain sub, pulled another 12 jts, laid down
check valve, sand pump, bailer, 24 jts, check valves, R.H and R.B.P.
Had pieces of iron behind 1 set of slips on the R.B.P. and the slips
were bent. Clean up sand and ice from equipment.
MU and RIH with chisel tip,check valves, 24 jts of tbg, sand pump,
bailer, check valve, 12 jts of tbg, drain sub & 92 jts of 2 3/8" tbg. Tag
sand at 4163' - bailed down to 4199'. Rig to and POOH and dump sand
and lay out all Benoit bailing equipment. Clean sand out of all equip.

16:30 SWIFN, pick up everythingoff of ground - going to snow tonight.
17:30 Return to Price.

Daily Cost: $6,885
Personnel On Location:
Rig:
Services:
G.C.L.L.C.:

Total:
Fluid Recor·l: Oil Water AMWeather & Roads: Contact In ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: O
Left to Recover Roads: Report to: Barry Brumwell -Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq
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THUNDERJ5l Well Completion/Workover ReportCNERGY
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AM Pressures: Tubing: Casing: SCV:
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6:00 Travel from Price to location Item Amount
7:00 Hold Safety Meeting with all personnel on location sws si,ooo
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and latched onto R.B.P. at 3926'. Release R.B.P. and start to POOH -

dragging up to 20,000# over string wt., then bgan pulling with no drag.
Pulled 79 joints, lay down drain sub, pulled another 12 jts, laid down
check valve, sand pump, bailer, 24 jts, check valves, R.H and R.B.P.
Had pieces of iron behind 1 set of slips on the R.B.P. and the slips
were bent. Clean up sand and ice from equipment.
MU and RIH with chisel tip,check valves, 24 jts of tbg, sand pump,
bailer, check valve, 12 jts of tbg, drain sub & 92 jts of 2 3/8" tbg. Tag
sand at 4163' - bailed down to 4199'. Rig to and POOH and dump sand
and lay out all Benoit bailing equipment. Clean sand out of all equip.

16:30 SWIFN, pick up everythingoff of ground - going to snow tonight.
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Rig:
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G.C.L.L.C.:

Total:
Fluid Recor·l: Oil Water AMWeather & Roads: Contact In ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: O
Left to Recover Roads: Report to: Barry Brumwell -Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq

Gordon Creek, LLC.
THUNDERJ5l Well Completion/Workover ReportCNERGY

Well Name: GORDON CREEK SW-7-14-8 Todays Date: October 25, 2012
Objective: PERFIFRAC 3 STAGES FERRON, RUN TBG, BHPIRODS Day #: 5

AFE #: 11CMPO13 Daily Cost: $6,885Prev. Cost: $226,460 Cummulative Cost: $233,345
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int 's

Casing: _Gze Weight Grade Landed g Rod String: No. of _Size Typ_e
Surface: 8 5/8" 24 J-55 906'
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Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
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24 Hour Summary:
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Time Detailed Description of Previous Days Operations Daily Cost Summary
6:00 Travel from Price to location Item Amount
7:00 Hold Safety Meeting with all personnel on location sws si,ooo

SICP = 0 psi. SITP = 30 psi. Open well and blew down in 35 secs - Professional WS $3,440
well dead. Continue to RIH - tagged sand at 3884', worked bailer down Benoit $2,445
and latched onto R.B.P. at 3926'. Release R.B.P. and start to POOH -

dragging up to 20,000# over string wt., then bgan pulling with no drag.
Pulled 79 joints, lay down drain sub, pulled another 12 jts, laid down
check valve, sand pump, bailer, 24 jts, check valves, R.H and R.B.P.
Had pieces of iron behind 1 set of slips on the R.B.P. and the slips
were bent. Clean up sand and ice from equipment.
MU and RIH with chisel tip,check valves, 24 jts of tbg, sand pump,
bailer, check valve, 12 jts of tbg, drain sub & 92 jts of 2 3/8" tbg. Tag
sand at 4163' - bailed down to 4199'. Rig to and POOH and dump sand
and lay out all Benoit bailing equipment. Clean sand out of all equip.

16:30 SWIFN, pick up everythingoff of ground - going to snow tonight.
17:30 Return to Price.

Daily Cost: $6,885
Personnel On Location:
Rig:
Services:
G.C.L.L.C.:

Total:
Fluid Recor·l: Oil Water AMWeather & Roads: Contact In ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: O
Left to Recover Roads: Report to: Barry Brumwell -Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumwell@thunderbirdenergy.com

Load Left to Recover: Riq



Gordon Creek, LLC.
THUNDERBIRD Well Completion/Workover ReportCNE;RGY

Well Name: GORDON CREEK SW-7-14-8 Todays Date: October 26, 2012
Objective: PERFIFRAC 3 STAGES FERRON, RUN TBG, BHP/RODS Day #: 6

AFE #: 11CMPO13 Daily Cost: $27,000Prev. Cost: $233,345 Cummulative Cost: $260,345
Zones of Interest: Name: FERRON Perf Int.'s Multiple

Name: Perf Int.'s
Name: Perf Int.'s

Casing: _Weiqht_ Rod String: No. of _Size Typ_e
Surface: 8 5/8" 24 J-55 906'

Production: 5 1/2" 17 N-80 4233.46'
Inter/Liner: 0 0 0 0

Tubing: Size Weight Landed @ PSN Depth
#1 2 3/8" 4.7 # 4073.55' 4036.42' Pump Description:
#2 |

Depths: TD: 4275 PBTD: 4187.55
Elevations: KB: 7542.3 GL: 7529.3 KB-GL: 13.00 API #: 4300750242
AM Pressures: Tubing: Casing: SCV:
24 Hour Summary:
Operation at· 800 Hours:

Time Detailed Description of Previous Days Operations Daily Cost Summary
6:00 Travel to location from Price Ityg Amount
7:00 Hold safety meeting with all personnel on location. SICP = 7 psi. sws $1,ooo

Open valve and bleed well down in 10 seconds. Pws se,ooo
7:30 MU and RIH wih 2 3/8" production tubingstring as folloWS: Tubing + Acces $20,000

LENGTH DEPTH KB
KB - GND 11.00' 11.00'
1 - Tubing Hanger 0.80' 11.80'
1 - jt of 2 3/8", 4.7#, J-55, EUE TBG 32.32' 44.12'
1 - 2 3/8", 4.7#, J-55, EUE X 4' Pup Jt 4.05' 48.17'
1 - 2 3/8", 4.7#, J-55, EUE X 6' Pup Jt 6.02' 54.19'
1 - 2 3/8", 4.7#, J-55, EUE X 8' Pup Jt 8.10' 62.29'
123 - jts of 2 3/8", 4.7#, J-55, EUE TBG 3973.03' 4035.32'
1 - API - PSN 1.10' 4036.42'
1 - 2 3/8", 4.7#, J-55, EUE X 4' perfed Pup Jt 4.02' 4040.32'
1 - jt of 2 3/8", 4.7#, J-55, EUE TBG 32.41' 4072.85'
1 - 2 3/8" Notched Collar 0.70' 4073.55'

10:45 Land tubingwith Tubing Hanger, tighten down lock screws.
11:00 ND BOP's and install wellhead. Rig up swabbing equipment
11:30 Begin swabbing on well. Swab results on attached Word document.
17:30 Complete swabbing. Rig down rigto prepare to move back to base.
19:00 Travel back to Price Dail Cost: $27,000
20:00 Arrive in Price. Personnel On Location:

Rig:
Services:
G.C.L.L.C.:

Total:
Fluid Recor I: Oil Water AMWeather & Roads: Contact In ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: O
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumweil@thunderbirdenergy.com

Load Left to Recover: Riq

Gordon Creek, LLC.
THUNDERBIRD Well Completion/Workover ReportCNE;RGY
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Time Detailed Description of Previous Days Operations Daily Cost Summary
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1 - 2 3/8", 4.7#, J-55, EUE X 6' Pup Jt 6.02' 54.19'
1 - 2 3/8", 4.7#, J-55, EUE X 8' Pup Jt 8.10' 62.29'
123 - jts of 2 3/8", 4.7#, J-55, EUE TBG 3973.03' 4035.32'
1 - API - PSN 1.10' 4036.42'
1 - 2 3/8", 4.7#, J-55, EUE X 4' perfed Pup Jt 4.02' 4040.32'
1 - jt of 2 3/8", 4.7#, J-55, EUE TBG 32.41' 4072.85'
1 - 2 3/8" Notched Collar 0.70' 4073.55'

10:45 Land tubingwith Tubing Hanger, tighten down lock screws.
11:00 ND BOP's and install wellhead. Rig up swabbing equipment
11:30 Begin swabbing on well. Swab results on attached Word document.
17:30 Complete swabbing. Rig down rigto prepare to move back to base.
19:00 Travel back to Price Dail Cost: $27,000
20:00 Arrive in Price. Personnel On Location:

Rig:
Services:
G.C.L.L.C.:

Total:
Fluid Recor I: Oil Water AMWeather & Roads: Contact In ormation:
Hauled in Weather: Supervisor:) STINSON / JOHN SPENS
Total Fluid : Temp: Cell #: 435-630-6344
Fluid Pumped In: Lease: Alt#: O
Left to Recover Roads: Report to: Barry Brumwell - Calgary Head Ofc.

Fluid Hauled Out Rig Co: Email to: bbrumweil@thunderbirdenergy.com
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Gordon Creek, LLC.
THUNDERBIRD Well Completion/Workover ReportCNE;RGY

Well Name: GORDON CREEK SW-7-14-8 Todays Date: October 26, 2012
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AM Pressures: Tubing: Casing: SCV:
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6:00 Travel to location from Price Ityg Amount
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Open valve and bleed well down in 10 seconds. Pws se,ooo
7:30 MU and RIH wih 2 3/8" production tubingstring as folloWS: Tubing + Acces $20,000
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1 - 2 3/8", 4.7#, J-55, EUE X 4' Pup Jt 4.05' 48.17'
1 - 2 3/8", 4.7#, J-55, EUE X 6' Pup Jt 6.02' 54.19'
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11:00 ND BOP's and install wellhead. Rig up swabbing equipment
11:30 Begin swabbing on well. Swab results on attached Word document.
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Total Fluid : Temp: Cell #: 435-630-6344
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Load Left to Recover: Riq



SWAB REPORT

WELL: SW-7-14-8

DATE: 10-26-2012

RUN FLUID PULLED BBLS TOTAL
COMMENTS# LEVEL FROM PULLED BBLS

1 1750' 3400' 5.5 5.5 Nasty black water, no sand , no gas
2 1750' 3400' 5.5 11 Nasty black water, no sand , no gas
3 1750' 3400' 5.5 16.5 Black water, trace sand & gas cut @end of run.
4 1750' 3400' 5.5 22 Grey water, trace of sand, SICP = 1 psi
5 1750' 3500' 6 28 Grey water, trace of sand, SICP = 1 psi
6 1750' 3500' 6 34 Green gel at start, then clear water
7 1800' 3550' 6 40 SICP after swab -4 psi
8 1800' 3550' 6 46 SICPafter swab -4 psi
9 1800' 3550' 6 52 SICP after swab -4 psi
10 1800' 3550' 6 58 SICP after swab -4 psi
11 1800' 3550' 6 64 SlCP after swab -5 psi
12 1800' 3550' 6 70 SICP after swab -5 psi
13 1800' 3550' 6 76 SICP after swab - 5 psi
14 1800' 3550' 6 82 SICPafter swab -5 psi
15 1800' 3550' 6 88 SlCP after swab -5 psi
16 1800' 3550' 6 94 SICP after swab -5 psi
17 1800' 3550' 6 100 SICP after swab -5 psi
18 1800' 3550' 6 106 SICP after swab - 5
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DATE: 10-26-2012
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16 1800' 3550' 6 94 SICP after swab -5 psi
17 1800' 3550' 6 100 SICP after swab -5 psi
18 1800' 3550' 6 106 SICP after swab - 5



RECEIVED: Feb. 25, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46537 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 GORDON CREEK ST SW-7-14-8 

2. NAME OF OPERATOR:
 GORDON CREEK, LLC

9. API NUMBER:
 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1179 E Main #345 , Price, UT, 84501 403 453-1608  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0833 FSL 2011 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

3 /2 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 We are experiencing low efficiency from the 1.5" insert pump installed
in this well as the well's fluid level is very high. We plan to move a

workover rig onto the well and pull the existing rods and insert pump.
We will then pull the 2 3/8" production tubing out of the well and install

a new 2 3/8" TUBING PUMP with 2.25" plunger on the bottom of the
tubing. We will re-run the 2 3/8" tubing back into the well and land the
tubing pump at +/- 3000'. We will then run the 0.75" rods into the well
with an on/off connector on the bottom of the rods and latch the rods
onto the tubing pump. We will then place the well back on production.

NAME (PLEASE PRINT) PHONE NUMBER 
 Barry Brumwell 403 453-1608

TITLE
 Vice President-Operations

SIGNATURE
 N/A

DATE
 2 /25 /2013

March 05, 2013

Sundry Number: 34979 API Well Number: 43007502420000Sundry Number: 34979 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/2/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

We are experiencing low efficiency from the 1.5" insert pump installed Accepted by the
in this well as the well's fluid level is very high. We plan to move a utah Division of

workover rig onto the well and pull the existing rods and insert pump. oil, Gas and Mining

We will then pull the 2 3/8" production tubing out of the well and install Date: March 05, 2013
a new 2 3/8" TUBING PUMP with 2.25" plunger on the bottom of the

tubing. We will re-run the 2 3/8" tubing back into the well and land the sy: \ J \ È
tubing pump at +/- 3000'. We will then run the 0.75" rods into the well
with an onloff connector on the bottom of the rods and latch the rods
onto the tubing pump. We will then place the well back on production.
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covernor Division of Oil, Gas and Mining
SPENCER J. COX JOHN R. BAZA
Lieutenant Governor Division Director
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Via FedEx
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en f Operations 6 Û
Thunderbird Energy / Gordon Creek, LLC y Dr..
#800, 555 --

4thAvenue S.W.
Calgary, Alberta, Canada T2P 3E7

Subject: Oil and Gas General Conservation Rule R649-3-36 - Shut-in and Temporarily Abandoned Wells

Dear Mr. Brumwell:

The Division of Oil, Gas and Mining (the "Division") issued Gordon Creek LLC c/o Thunderbird
Energy (Gordon Creek) a Shut-in and Temporary Abandonment Notice of Violation (NOV), dated
November 12, 2012, for the following seven (7) wells:

Burnside 29-14-8 API 43-007-30725 SI/TA approval - May 1, 2014
Gordon Creek ST 1-30-14-8 API 43-007-31235 SI/TA approval - Feb 1, 2014
Gordon Creek ST 4-18-14-8 API 43-007-30881 SI/TA approval - May 1, 2014
Gordon Creek ST 2-20-14-8 API 43-007-30883 Subsequent Sundry 2/15/2013 For Record Only
Gordon Creek ST 3-20-14-8 API 43-007-31233 SI/TA approval - May 1, 2014
Gordon Creek ST 2-29-14-8 API 43-007-31234 SI/TA approval - Feb 1, 2014
Gordon Creek ST 19-14-8(B) API 43-007-30807 SI/TA approval - May 1, 2014

In response to the NOV, the Division and Gordon Creek held a December 2012 conference call.
Gordon Creek stated they had capital for equipping the field with well-site separators, electrification,
pumping equipment and pipelines. Gordon Creek also stated they had capital for drilling additional wells
in the field and committed to meeting shut-in well requirements for the above subject wells. Gordon
Creek submitted a letter dated December 18, 2012, stating that it conducted casing integrity tests on all of
the subject wells between July and September of 20 10. Similar tests were also conducted on five (5) of
the subject wells in 2011. The integrity tests were submitted to the Division. In addition, Gordon Creek
submitted a letter dated December 19, 2012, specifically outlining its 2013 field development plans to
electrify parts of the field, recomplete the Gordon Creek ST 4-18-14-18, Gordon Creek ST 3-20-14-8 and
Gordon Creek ST 2-29-14-8 wells and drill 20 new additional wells. The Division later granted shut-in
and temporary abandonment approvals for six (6) of the seven (7) wells listed above based on submitted
sundries meeting shut-in extension requirements and the field plans described in the December 2012
letters with the understanding Gordon Creek would keep the Division updated on field development and
any changes to the plans.

If any of the above proposed work was accomplished last year Gordon Creek did not keep the
Division informed. We reviewed the Gordon Creek ST 4-18-14-18, Gordon Creek ST 3-20-14-8 and
Gordon Creek ST 2-29-14-8 well files and did not find any notices of intent for recompletion or
subsequent recompletion sundries for the wells. If work was done on the wells please submit sundries

UTAH

DNR
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 . TTY (801) 538-7458 • www.ogm.utah.gov
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Page 2
Gordon Creek, LLC
May 27, 2014

immediately for the well files. Also, the above extended shut-in approvals required periodic pressure andfluid monitoring to ensure ongoing integrity of the wells. The periodic monitoring should have also beensubmitted to the Division on individual well sundries for Division review and well files. Shut-inextensions for two of the above wells expired February 1, 2014 and the other four expired May 1, 2014.
As of the date of this letter Gordon Creek currently haveseventeen (17) shut-in wells, the abovelisted seven wells and the following ten (10) new wells:

Gordon Creek ST 1A-18-14-18 API 43-007-30892 Last Prod - June 2013Gordon Creek NE-31-13-8 API 43-007-50243 Last Prod - May 2013Gordon Creek NE-32-13-8 API 43-007-50245 Last Prod - March 2013Gordon Creek SW-32-13-8 API 43-007-50246 Last Prod - June 2013Gordon Creek NW-5-14-8 API 43-007-50248 Last Prod - July 2013Gordon Creek ST SW-7-14-8 API 43-007-50242 Last Prod - May 2013Gordon Creek ST SE-B-7-14-18 API 43-007-50255 Last Prod - April 2013Gordon Creek NW-32-13-18 API 43-007-50244 Last Prod - Jan 2014Gordon Creek NW-31-13-8 API 43-007-50250 OPS - Spud Feb 2012Gordon Creek SE-32-13-8 API 43-007-50247 OPS - Spud Jan 2012

The operator is responsible to file, yearly, for extended shut-in or temporary abandonment forwells shut-in or temporarily abandoned for a period of twelve (12) consecutive months. Gordon Creekmust file a Sundry Notice providing the following information for each of the above seventeen listedwells; reasons for shut-in or temporarily abandonment of the well, length of time the well is expected tobe shut-in or temporarily abandoned and an explanation and supporting data showing the well hasintegrity (R649-3-36.1). After review the Division will either approve the continued shut-in ortemporarily abandoned status or require remedial action (R649-3-36.2). After five (5) years of non-activity or non-productivity, the well shall be plugged in accordance with R649-3-24, unless approval forextended shut-in time is given by the Division upon a showing of good cause by the operator (R649-3-36.3). Please note, six (6) of the seventeen wells listed above have been shut-in over five (5) years.

Gordon Creek has until June 30, 2014, to submit sundries, for the subject wells, in accordancewith Oil and Gas Conservation General Rule 649-3-36 Shut-in and Temporarily Abandoned Wells.
Should Gordon Creek not meet shut-in and temporarily abandoned well requirements, theDivision is prepared to file a Notice of Agency Action (NAA) for Commencement of InformalAdjudicative Proceedings (R649-10-3) for this matter in accordance with Oil and Gas ConservationGeneral Rule R649-10 Administrative Procedures.

If you have any questions or need further assistance, please feel free to contact me atclintondworshak@utah.gov or 801-538-5280 or Dustin Doucet, Petroleum Engineer, at dustindoucet@utah.gov or801-538-5281.

Sincerely,

Clinton Dworshak
Oil and Gas Compliance Manager

CLD/js
cc: John Rogers, Oil & Gas Associate Director

Dustin Doucet, Petroleum Engineer
Well Files
Compliance
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If you have any questions or need further assistance, please feel free to contact me atclintondworshak@utah.gov or 801-538-5280 or Dustin Doucet, Petroleum Engineer, at dustindoucet@utah.gov or801-538-5281.

Sincerely,

Clinton Dworshak
Oil and Gas Compliance Manager

CLD/js
cc: John Rogers, Oil & Gas Associate Director

Dustin Doucet, Petroleum Engineer
Well Files
Compliance



RECEIVED: Mar. 23, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-46537 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 GORDON CREEK ST SW-7-14-8 

2. NAME OF OPERATOR:
 GORDON CREEK, LLC

9. API NUMBER:
 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1179 E Main #345 , Price, UT, 84501 403 453-1608  Ext 

9. FIELD and POOL or WILDCAT:
 GORDON CREEK 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0833 FSL 2011 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

4 /15 /2015

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Change Surface Production Equipment

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The purpose of this workover is to shut off excessive water production
from the lower Ferron perfs & increase the volume capability of both

the BHP & the surface pumping equipment. The existing 228 pumpjack
will be decommissioned & removed from the wellsite, then a workover

rig with pump & tank will be moved onto the well. The well will be killed
with produced water, the rods and insert BHP will be pulled and laid

down, the 2.375" tubing will be pulled, inspected & laid down, then a
retrievable bridge plug will be set on wireline at 3828'. A new 3.750"
tubing pump will then be run on new 2.875" tubing and set at 3774',
then new 3/4" rods will be run and latched into the BHP. A used high
volume RotoFlex pumpjack will then be installed onto the well and
started up at 3 SPM. The well will then be placed back on production as a Ferron gas producer.

NAME (PLEASE PRINT) PHONE NUMBER 
 Barry Brumwell 403 453-1608

TITLE
 Vice President-Operations

SIGNATURE
 N/A

DATE
 3 /23 /2015

March 24, 2015

Sundry Number: 61760 API Well Number: 43007502420000Sundry Number: 61760 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext GORDON CREEK

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/15/2015
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

/ PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Change Surface Production

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The purpose of this workover is to shut off excessive water production Approved by the
from the lower Ferron perfs & increase the volume capability of both OdahKtli 14|a20d6

the BHP & the surface pumping equipment. The existing 228 pumpjack Oil, Gas and Mining

will be decommissioned & removed from the wellsite, then a workover Date:
rig with pump & tank will be moved onto the well. The well will be killed

with produced water, the rods and insert BHP will be pulled and laid By: h</Li
down, the 2.375" tubing will be pulled, inspected & laid down, then a
retrievable bridge plug will be set on wireline at 3828'. A new 3.750"
tubing pump will then be run on new 2.875" tubing and set at 3774',
then new 3/4" rods will be run and latched into the BHP. A used high

volume RotoFlex pumpjack will then be installed onto the well and
started up at 3 SPM. The well will then be placed back on production as a Ferron gas producer.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 3/23/2015

RECEIVED: Mar. 23,

Sundry Number: 61760 API Well Number: 43007502420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-46537

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well GORDON CREEK ST SW-7-14-8

2. NAME OF OPERATOR: 9. API NUMBER:
GORDONCREEK,LLC 43007502420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1179 E Main #345 , Price, UT, 84501 403 453-1608 Ext GORDON CREEK

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0833 FSL 2011 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 14.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/15/2015
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

/ PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Change Surface Production

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The purpose of this workover is to shut off excessive water production Approved by the
from the lower Ferron perfs & increase the volume capability of both OdahKtli 14|a20d6

the BHP & the surface pumping equipment. The existing 228 pumpjack Oil, Gas and Mining

will be decommissioned & removed from the wellsite, then a workover Date:
rig with pump & tank will be moved onto the well. The well will be killed

with produced water, the rods and insert BHP will be pulled and laid By: h</Li
down, the 2.375" tubing will be pulled, inspected & laid down, then a
retrievable bridge plug will be set on wireline at 3828'. A new 3.750"
tubing pump will then be run on new 2.875" tubing and set at 3774',
then new 3/4" rods will be run and latched into the BHP. A used high

volume RotoFlex pumpjack will then be installed onto the well and
started up at 3 SPM. The well will then be placed back on production as a Ferron gas producer.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barry Brumwell 403 453-1608 Vice President-Operations

SIGNATURE DATE
N/A 3/23/2015

RECEIVED: Mar. 23,
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December 24,2014 

Utah Division of Oil, Gas and Mining 
1594 West North Temple. Suite 300 
Salt Lake City, UT 84116 

Dear Clint: 

CASPeR 

CHI!YllHNB 

SALT LAKBCny 

SANTAFB 

The purpose of this letter is to place ill wdting the agreement between Gordon Creek 
Energy, Inc, ("Gordon Creek") and the Utah Division of on, Gas and Mining (the "Division"), 
in order to satisfy the requirements of the August 4, 2014 Division Bonding Order (the "Order" 
issued by the Division. 

At a meeting between Gordon Creek: and the Division at the offices of the Division on 
Wednesday October 29, 2014. the Division and Gordon Creek discussed the various issues 
associated with Gordon Creek's operations in Utah and the impact the Order has on those 
operations. As a result of those discussions, it is understood by the Division that Oordon Creek 
is in the process of obtaining both sbort term and long term fi~ancing to enhance its operations in 
the State of Utah and that securing this financing is essential for Gordon Creek to acquiLoe the 
necessary bonding for its wells in the State of Utah. It is anticipated that Gordon Creek will 
obtain some of this financing in early December 2014. Based on the receipt of those funds, 
Gordon Creek and the Division agreed to the following tenns and conditions to withhold 
enforcement of the Order: 

1. The funds obtained in December of 2014 will be used to loe-work Gordon Creeks 
. existing shut-in wells and improve the existing infrastJUcture of Gordon Creeks 
operations in the State of Utah. It is anticipated that all l'e-working activities will be 
completed by the end of December 2014 for the following wells: 

APINg. 

43-007-30881 
43-007-30892 
43-007-50242 

WeJlName 

Gordon Creek 4-18-14-8 
Gordon Creek lA-18-14-8 
Gordon Creek SW 7-14-8 

BEATTY" WOZNIAK, P.C. 

Hn,,.,, III t'" lalll" 

BEATTY & WOZNIAK,P.C.
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PACBIMILE (80 I) 566-8447

www.bwouergylaw.com DENVER
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December24,2014

Clinton Dworshak
Utah Divisionof Oil, Gasand Mining
1594West NorthTemple,Suite 300
Salt Lake City, UT 84116

Dear Clint:

The purpose of this letter is to place in writing the agreement between Gordon Creek
Energy, Inc. ("GordonCreek") and the Utah Divisionof Oil, Gas and Mining(the "Division"),
in orderto satisfythe requirementsof theAugust4, 2014 DivisionBonding Order (the"Order")
issued by the Division.

At a meetingbetween Gordon Creek andtheDivision at the offices of theDivision on
Wednesday October 29, 2014, the Division and Gordon Creek discussed the various issues
associated with Gordon Creek's operations in Utah and the impact the Order has on those
operations.As a result of thosediscussions, it is understoodby theDivisionthatGordonCreek
is in the processof obtainingboth short termand longterm financingto enhanceitsoperationsin
the State of Utah and thatsecuring this financingis essential for Gordon Creek to acquire the
necessary bonding for its wells in the State of Utah. It is anticipated that Gordon Creek will
obtain some of this financing in early December 2014. Based on the receipt of thosefunds,
Gordon Creek and the Division agreed to the following tenns and conditions to withhold
enforcementof theOrder:

1. The funds obtained in December of 2014 will be used to re-work Gordon Creeks
existing shut-in weHs and improve the existing infrastructure of Gordon Creeks
operations in the State of Utah. It is anticipated that all re-working activitieswill be
completed by theend of December2014 for the followingwells:

WellName

43-007-30881 Gordon Creek4-18-14-8
43-007-30892 Gordon Creek 1A-18-14-8
43-007-50242 Gordon Creek SW 7-14-8

BEATrr & WOEMAK,P.C.

Energyinthe
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43-007-50243 
43-007-50244 
43-007-50245 
43-007-50246 
43-007-50248 
43-007-50249 
43~OO7R502S5 

Gordon Creek NE 31-13-8 
Gordon Cl'OOk NW 32-13-8 
Gordon Creek NE 32-13-8 
Gordon Creek SW 32-13-8 
Gordon Creek NW 5-14-8 
GOl'don Creek NB 5-14-8 
Gordon Creek SE B 7-14-8 

2. Given the winter closure . requirements of the Utah Division of Wildlife Resources, 
from December I, 2014 until April 15,2015, and the amount of surface disturbance 
required to rework the wells, all re-woddng activities will be completed by June 30, 
2015 for the following wells: 

API No. 

43-007-30725 
43-007-30807 
43-007-30883 
43-007-31233 
43-007-31234 

WeJlName 

Burnside 29-14-8 
Oordon Creek ST 19-14-8(8) 
Gordon Creek ST 2-20-14-8 
Gordon Creek ST 3-20-14-8 
Oordon Creek ST 2-29-14-8 

3. Gordon Creek will provide Sundry Notices to the Division on the progress of these well 
and infrastructure activities as required by the Well Workover and Recompletions rule, 
Utah Admin. Code R649-3-23. 

4. The Division will not require Gordon Cl'eek to provide boMing fol' all of its well 
locations at once, but will allow it to acquire the necessary depth bonding as described 
in R649-3-1(S.3) to cover the equivalent of four wells at a time at the rate of 
$30,000.00 per well. 

5. The existing $120,000.00 blanket bond and the future bonding 01' sUl'ety, provided by 
Gordon Creek. as outlined in Pamgraph 7 below, will covel' all of the wells listed on 
Schedule A of the Ordel'. as two separate blanket bonds. In the event it becomes 
necessary to use proceeds from the blanket bonds, the Division will apply the proceeds 
to anyone 01' more of the wells listed on Schedule A at its discretion. As such, if the 
plugging of a well, 01' groop of a wells, cost less than the estimated $30,000.00 as 
outlined in R649-3-1(5.3), the Division can use the remaining amount to plug andlor 
reclaim any of the other weJIs and well sites on Schedule A. 

BEATTY & WOZNIAK,P.C.

ClintonDworshak
Utah Divisionof Oil, Gas and Mining
December 24, 2014
Page 2

43-007-50243 GordonCreekNE 31-13-8
43-007-50244 Gordon Creek NW 32-13-8
43-007-50245 GordonCreekNE 32-13-8
43-007-50246 GordonCreekSW 32-13-8
43-007-50248 GordonCreekNW 5-14-8
43-007-50249 GordonCreekNE 5-14-8
43-007-50255 Gordon CreekSBB 7-14-8

2. Given the winter closure requirementsof the Utah Division of Wildlife Resources,
from December 1, 2014 until April 15, 2015, and the amount of surface disturbance
required to rework the wells, all re-workingactivitieswill be completedby June 30,
2015 for the followingwells:

WellName

43-007-30725 Burnside 29-14-8
43-007-30807 OordonCreekST 19-14-8(B)
43-007-30883 GordonCreekST 2-20-14-8
43-007-31233 GordonCreekST 3-20-14-8
43-007-31234 GordonCreekST 2-29-14-8

3. GordonCreek will provideSundryNoticesto the Divisionon the progressof these well
and infrastructureactivitiesas requiredby theWell WorkoverandRecompletionsrule,
UtahAdmin.CodeR649-3-23.

4. The Division will not require Gordon Creek to provide boitding for all of its well
locationsat once, but will allow it to acquirethe necessarydepth bondingas described
in R649-3-1(5.3) to cover the equivalent of four wells at a time at the rate of
$30,000.00per well.

5. The existing $120,000.00blanket bond and the futurebonding or surety, providedby
Gordon Creek, as outlined in Pamgraph7 below, will cover all of thewells listed on
Schedule A of the Order as two separate blanketbonds. In the event it becomes
necessary to use proceeds from theblanket bonds, the Division will apply the proceeds
to any one or more of the wells listed on ScheduleA at its discretion. As such, if the
plugging of a well, or group of a wells, cost less than the estimated $30,000.00as
outlined in R649-3-1(5.3),the Division can use the remaining amount to plug and/or
reclaim any of the other wells and well siteson Schedule
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6. The fit'st payment of $120.000.00 covering the equivalent of four wells will be due and 
payable by Febl'uary 27,2015. 

7, Oordon Creek will make additional $120,000.00 pay~ents every three months until all 
of the existing shut-in wells listed on Schedule A of the Order are fully covered. These 
additional payments wilt be due on 01' before May 29, 2015, August 31. 2015. and 
November 30, 2015, with a fillal payment covel'ing any outstanding amounts by 
February 27. 2016, 

8. In the event 001'd0I1 Creek obtains additional long term financing prior to Febm81'y 27, 
2016. it will pay any remaining amount owed to have depth bonding on all of its wells 
in the State of Utah within 30 days of the closing date of tbe additional financing. 

9. The Division will conduct a surface inspection of the wells listed as "LocatiOll 
Abandoned" on Schedule A of the Order to detel'lninc if any reclamation work is 
needed. In the event no reclamation work is needed, the $1.500.00 bond requirements 
listed for those lands will be rcmoved from the total amount owed by GOl'don Creek. 

10. When Oordon Creek has satisfied the l'equil'ements fOl' a blanket bond under R649-3-1 
(6). the Division will release all additional bonding required by the Ordel' upon the 
request of OOl'dOIl Creek. 

If I have accurately stated our agreement and understanding, please sign below and return 
to 111e at yOU1' carliest opportunity. 

Respectfully, 

Brian A. Taylor 
Attomey for Gordon Creek 

Rupert Evans 
President 

BEATTY & WOZNIAK, P.C.

ClintonDworshak
UtahDivisionof Oil, Gas and Mining
December24,2014
Page 3

.

6. The first paymentof $120,000.00coveringthe equivalent of four wells will be due and
payable by February27, 2015.

7. Gordon Creek will make additional$120,000.00paymentsevery threemonthsuntil all
of theexisdngshut-inwellslistedon ScheduleA of theOrderare fully covered.These
additionalpayments will be due on or before May 29, 2015, August 31, 2015, and
November 30, 2015, with a final payment covering any outstanding amounts by
February27, 2016.

8. In theevent GordonCreekobtainsadditional long termfinancingprior to February 27,
2016, it will pay any remainingamountowed to have depthbondingon all of its wells i
in theStateof Utah within 30days of theclosingdate of theadditionalfinancing. ;

9. The Division will conduct a surface inspection of the wells listed as "Location
Abandoned" on Schedule A of the Order to determine if any reclamation work is
needed. In the event no reclamation work is needed, the$1,500.00bond requirements
listedfor those landswill be removedfrom thetotal amountowedby GordonCreek.

10.WhenGordon Creekhas satisfiedthe requirementsfor a blanketbond under R649-3-1
(6), the Division will release all additional bonding required by the Order upon the
requestof GordonCreek.

If I haveaccuratelystated our agreementand understanding,pleasesign below and return
to me at yourearliestopportunity.

Respectfully,

Brian A. Taylor
AttorneyforGordonCreek ergy

G on Creek Energy, Inc.

RupertBvans
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The above correctly sets forth our agreement and understanding 

BAT:dc 
SO:S6.oOO1 
334073 

Date: 1.2/~cJll'I • 

cc: John Rogel'lo Associate Dlreclor 
Dustin Doucet, Petroleum BlI8lncer 
Douales J. Crapo. Asslatlnt AUomey Oenull 
John Robinson Ir .• Assistant Attorno)' Oelloral 

Utah Division of Oil. Gas and Mining 

C4:~ '//Oo~4. 
By: Clinton Dworshak 
Compliance Managel' 

BEATTY & WOZNIAK,P.C.

ClintonDworshak
UtahDivisionof Oil,Gas and Mining
December24, 2014
Page4

The abovecorrectlysets forthour agreementand understanding

Utah Divisionof Oll,Gas andMining

By: ClintonDworshak
ComplianceManager

BAT:de
5056.0002
3340/3
cc: John Rogers,AssociatoDhector

Dusdn Doucet,Pekoleum Engineer .

Douglas,I. Crapo, AssistantAttomey General
John RobinsonJr.,Assistant Attorney
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